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Duro-Chrome tools, developed 
by the creative effort of 
skilled design engineers, bring 
to hand tools the utmost in 
quality, durability and the 
expert workmanship of fine, 


precision manufacturing 


Modern factory production, 
utilizing the finest steel and 
alloys, assures a superior 
standard of tool quality achieved 
over 45 years of leadership in 
the hand tool field. Tools 
stamped with the “Duro-Chrome”’ 
trade mark symbolize 

complete confidence and 
satisfaction. 
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5 Testing is a continuous part of Skilled engineering is a continuous improving manufacturing methods 
Research is a continuous part of Duro quality. Every design is pee of Duro production leadership. is a continuous part of Duro price. 
Duro design. Constant investigation carefully checked to assure the very tool is carefully designed Hundreds of competent machine 
into hand tool functions and utility ultimate satisfactory and successful to do its job correctly and efficiently. tool craftsmen operating the most 
is the Duro way of doing business. performance of the final product. up-to-date equipment create 


quality with maximum economy. 


All Duro tools are fully guaranteed against defects in either materials or 
workmanship, except those products indicated by a star (*). Free replacement will 
be made of any defective tool upon its return to our factory. 


The guarantee does not apply if inspection shows that the tool has been worn 
out from use, or has been abused by hammering, or used on over or undersized nuts, 
or ground or design changed, or used for purposes other than for which it was designed. 





America’s Largest Manufacturer of Hand and Power Tools 


DURO METAL PRODUCTS Co. 
2649 N. Kildare Ave. * Chicago 39, Illinois 































































































































































































































































































































































































































































































































































































































































































































































































For work requiring small size tools, %” Sq. Dr. sockets and attachments are a must. Sockets have 
strong thin walls and accurately sized openings. Ratchets, extensions, and other handles are propor- 
tioned for fast, efficient servicing of carburetors, generators, starters, electric motors and other small 
devices. Each male drive end has spring loaded ball to hold extensions or sockets securely. 


Made from CHROME ALLOY STEEL, heat treated, chrome plated and highly polished. 


NO. 4575 REVERSIBLE RATCHET: Compact round 
head %” square drive—has 52 tooth action. Fast 
ratcheting—A new hold every 7°. No rough edges to 
irritate the hand when palming. Length 454”. 

(Type III, Class 2.) STD. PKG. 3. PKG. WT. 0.66 LB. 


(B) NO. 4490 REVERSIBLE RATCHET:* Female ” 
square drive especially adapted for refrigeration work. 
Handle has 4”, 4% and %% square openings and a 
12 point opening for 4%” hexagon nuts or bolts. Has 
20 tooth action. Length 6%”. 

STD. PKG. 3. PKG. WT. 1.36 LBS. 


NO. 4517 RATCHET ADAPTOR PLUG: For 4" sq. dr. 
female type ratchet. Ball and spring at each end to 
lock into ratchet and socket. Knurled head for easy 
removal. Length 4%”. 

STD. PKG. 4. PKG. WT. 0.07 LB. 


NO. 4550 SWING HEAD HANDLE: Drilled for use 
with bar as an offset for “T” handle. Spring loading 
holds head at any angle. Length 6”. (Type III, Class 2.) 

STD. PKG. 4. PKG. WT. 0.56 LB. 


NO. 4555 CROSS BAR: For use with 4550 handle. 
Length 4”. STD. PKG. 4. PKG. WT. 0.06 LB. 


A Federal Specification GGG-W-00641c applies. 


* See Page 62 for additional special refrigeration tools. 


DUKO AL PROUD U. 2649 














































































































A E] NO. 4535 SLIDE “T” HANDLE: Sliding head has 


spring loaded ball to hold it in any position on bar. 
Length 44”. (Type III, Class 4, Style A.) 
STD. PKG. 4. PKG. WT. 0.44 LB. 


A E) FLEXIBLE EXTENSIONS: Will make a flexible drive 


of any 4” handle. An ideal accessory to by-pass ob- 
structions. (Type IV, Class 4, Style B.) 


NO. 4569 6” FLEXIBLE EXT. 
STD. PKG. 4. PKG. WT. 0.47 LB. 


NO. 4570 4” FLEXIBLE EXT. 
STD. PKG. 4. PKG. WT. 0.31 LB. 


NO. 4572 SPINNER HANDLE: Duro Lite Shock- 
proof and break-proof handle. Length 4”. 
STD. PKG. 4. PKG. WT. 0.44°LB. 


f) NO. 4573 SPINNER HANDLE: Duro-Lite shock- 
proof and break-proof handle. Length 6”. 
STD. PKG. 4. PKG. WT. 0.59 LB. 


NO. 4571 “SPIN-FLEX” HANDLE: Flexible feature 
Permits use of sockets in places extremely difficult to 
reach. Length 74”. 

STD. PKG. 4. PKG. WT. 0.56 LB. 




















































































































































































































































































































TOOLS - 
_ PROGRESS — 





DURO-CHROME sockets are beautifully polished, chrome plated with uniformly thin walls. Made of 
CHROME ALLOY STEEL. Perfectly centered. ‘Hot Broached” for maximum strength. Quick, positive 
attachment to fittings assured by retaining grooves in all four sides of drive opening. 



































A f 6 POINT SOCKETS (E] NO. 5606 6 PC. EXTRA DEEP SOCKET SET IN 
Type Il, Class 1, Style A. TRAY. Set includes complete line of extra deep sockets. 
7 Tray can be hooked on end of metal box or tote tray. 
No. Size Length | Std. Pkg. | Pkg. Wt. 
4506 el SPt "hel 8 0.16 Lb. STD. PKG. 1. PKG. WT. 3.29 LBS. 
4507 Uy : . 16 Lb. 
4508 Yy" 6 Pt. te 6 0.18 Lb. NO. 9881 METAL TRAY ONLY: 
STD. PKG. 1. PKG. WT. 0.60 LB. 
4509 Yo" 6 Pt. Whe" 6 0.18 Lb. 
4510 ee 6 Pt. Ve 6 0.18 Lb. A FE] NO. 4532 3” EXTENSION: Forged for strength. Has 
4511 Ya" 6 Pt. Ae \ 6 0.18 Lb. spring loaded ball. (Type IV, Class 4, Style A.) 
4512 %" 6 Pt. Vfl 6 0.24 Lb. STD. PKG. 4. PKG.. WT. 0.25 LB. 
4514 He" 6 Pt. Viel 6 0.28 Lb, 
A @ NO. 4533 6” EXTENSION: To clear obstructions. 
A 4 POINT SOCKETS Forged for strength. Has spring loaded ball. 
Type Il, Class 3. (Type IV, Class 4, Style A.) 
4506S He APt Har a 0.08 Lb. STD. PKG. 4. PKG. WT. 0.47 LB. 
¥ 1A," 
BOTS | fat 4 Pe | the 4 1 0.1} tb. “A GINO. 4536 UNIVERSAL JOINT: Male and female 
type. Spring loading holds socket at selected angle. 
A a eee Length 1%”. (Type IV, Class 2.) 
45085 z BPR TH? a O13 tb. STD. PKG. 3. PKG. WT. 0.13 LB. 
. ‘Se! 5 is yu yu A 
45128 " BPt | oe 4 0:21 Lb: A (J NO. 481 {%" FEMALE, %” MALE ADAPTOR: 
ert He (Type IV, Class 5, Style A.) 
A 6 POINT EXTRA DEEP SOCKETS STD. PKG. 4. PKG. WT. 0.13 LB. 
450aD Bed a = oa51b A fl NO. 491 4” MALE, 3%” FEMALE ADAPTOR: 
m ° ° Ne (Type IV, Class 5, Style A.) 
4509D | %" 6 Pt. 2 6 0.41 Lb. 
a5i0p | x” e@Ppt | 2 6 0.46 Lb: STD. PKG. 4. PKG. WT. 0.22 LB. 
4511D | 1%" 6 Pt. on 6 0.41 Lb. A 1 NO. 4493 Y%” x %” DOUBLE MALE ADAPTOR: 
4512D | %" 6 Pt. 2" 6 0.45 Lb. Friction ball on each end. (Type IV, Class 5, Style A.) 
4514D | 7%" _6 Pt. 2" 6 0.57 Lb. STD. PKG. 4. PKG. WT. 0.11 LB. 



























































14 PIECE SET 


[B) This intermediate set is complete with reversible 
ratchet and 3” extension plus a 6” spinner handle. 
Sockets range from 3%," to %'’. Metal box included. 








CONTENTS 
4506 ye" 6 Pt. Skt. 4514 7c" 6 Pt. Skt. 
4507 7a" 6 Pt. Skt. 4508S YY” 8 Pt. Skt. 
4508 Y" 6 Pt. Skt. 4510S He" 8 Pt. Skt. 
4509 %" 6 Pt. Skt. 4512S He" 8 Pt. Skt. 
4510 a" 6 Pt. Skt. 4532 3” Extension 
4511 12" 6 Pt. Skt. 4573 6” Spinner Hdle. 
4512 H" 6 Pt. Skt. 4575 Revers. Ratchet 





NO. 5604 14 PIECES SOCKET SET IN METAL BOX 
D. PKG. 1. PKG. WT. 1.50 LBS. 

NO. 9885 METAL "BOX ONLY—67%" x 3” x 1%" 
STD. PKG. 1. PKG. WT. 0.75 LB. 































































































































































































VURU AL PRODU U. 2649 
























































































































































































































































11 PIECE SET 


{A) The popular size sockets and a swing head handle 
with cross bar comprise this basic 4" square set. Sturdy 
metal box (included) keeps pieces intact. 


CONTENTS 


No. | Description No. | 
4508 Ya" 6 Pt. Socket 4508S 
4509 %" 6 Pt. Socket 4510S 
4510 se" 6 Pt. Socket 4512S 
4511 1%" 6 Pt. Socket 4550 
4512 %" 6 Pt. Socket 4555 
4514 7" 6 Pt. Socket 


NO. 5600 11 PIECE SOCKET SET IN METAL BOX 
STD. PKG. 1. PKG. WT. 1.00 LB. 

NO. 9885 METAL BOX ONLY—6%” x 3” x 1%” 
STD. PKG. 1. PKG. WT. 0.75 LB. 








Description 
4" 8 Pt. Sq. Skt. 
ae" 8 Pt. Sq. Skt. 
4%" 8 Pt. Sq. Skt. 
6” Sw. Hd. Hdle. 
4" Cross Bar 
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25 PIECE SET 


For the utmost in utility this 25 piece master set 
includes the most needed 4%” square drive sockets 
and fittings. In addition to regular size 6 and 8 point 
sockets, a range of extra deep sockets is included. 
Complete with convenient metal box. 





CONTENTS 
4506 ye" 6 Pt. Skt. 4510D | %¢" 6 Pt. Deep Skt. 
4507 7a" 6 Pt. Skt. 4511D | "1" 6 Pt, Deep Skt. 
4508 Y%" 6 Pt. Skt. 4512D | 3%” 6 Pt. Deep Skt. 
4509 Ya" 6 Pt. Skt. 4514D | 7%" 6 Pt. Deep Skt. 
4510 He" 6 Pt. Skt. 4536 Universal Joint 
4511 | 1" 6 Pt. Skt. 4550 6" Sw. Hd. Hdle. 
4512 %" 6 Pt. Skt 4555 4” Cross Bar 
4514 He" 6 Pt. Skt. 4532 3" Extension 
4508S | %" 8 Pt. Skt. 4533 6" Extension 
4510S | se" 8 Pt. Skt 4570 4” Flex. Ext. 
4512S | %" 8 Pt. Skt. 4573 6” Spinner Hdle. 
4508D | '%” 6 Pt. Deep Skt. 4575 Reversible Ratchet 


4509D | %" 6 Pt. Deep Skt. 


NO. 5605 25 PIECE SOCKET SET IN METAL BOX 
STD. PKG. 1. PKG. WT. 2.88 LBS. 
NO. 9887 METAL BOX ONLY—10'%," x 4%” x ae : 
STD. PKG. 1. PKG. WT. 1.44 LI 
NO. 5605F ABOVE SET LESS METAL BOX 
. PKG. 1. PKG. WT. 1.63 LBS. 
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s" Square Drive Handles & ngs 


=e a 


Fl HH] 


The compact design of. modern engines often requires use of sockets and attachments of intermedi- 
ate size. The %” square drive series fills that need. The wide selection of sockets and perfectly 
matched handles will save you time on the job, making it profitable for you to own and use them. 


Made from CHROME ALLOY STEEL, heat treated, chrome plated and highly polished. 





A (@ NO. 4475 REVERSIBLE RATCHET: Compact round 
head %” square drive reversible ratchet. CHROME 
ALLOY STEEL—torque tested beyond government 
specifications. Chrome plated and polished to a high 
lustre finish. Has 52 tooth action. (Type Ill, Class 2.) 
Length 74”. STD. PKG. 3. PKG. WT. 1.73 LBS. 


AB NO. 4436 * SWIVEL HEAD RATCHET: 
Ideal for by-passing obstructions and for re- 
moving spark plugs. Has positive ratcheting 
action for O° to 90° in either direction. 
CHROME ALLOY STEEL—chrome plated. 52 
tooth action. Length 10”. 

STD. PKG. 3. PKG. WT. 2.25 LBS. 
NO. 4436C * SWIVEL HEAD RATCHET — 
CARDED: Swivel Head Ratchet mounted to an. 
attractive card. Self merchandising—has hole 


for hanging on a peg. 
PKG. WT. 3.00 LBS, 

















STD. PKG, 3. 


A NO. 4463 SLIDE T HANDLE. Spring loaded ball 
holds head in any position on bar. Length 8”. 
(Type Ill, Class 4, Style A.) 
STD. PKG. 2. PKG. WT. 0.71 LB. 


A NO. 4485 SPEEDER HANDLE: Knurled handle has 
a thrust ball bearing for easy operation. Fully chrome 
plated. Length 16”. (Type Ili, Class 3, Style A.) 

STD. PKG. 3. PKG. WT. 3.00 LBS. 


A EE] EXTENSIONS: Work above obstructions. A length 
for every need. Forged for strength and drilled for 
cross bar. (Type IV, Class 4, Style A.) 


NO. 4430 3” EXT. STD. PKG. 4. PKG. WT. 0.67 LB. 
NO. 4432 4¥,” EXT. STD. PKG. 4: PKG. WT. 0.79 LB. 
NO. 4433 6” EXT. STD. PKG 4. PKG. WT. 0.94 LB. 
NO. 4434 9” EXT. STD. PKG. 4. PKG. WT. 1.38 LBS. 
NO. 4435 12” EXT. STD. PKG. 4. PKG. WT. 1.69 LBS. 
NO. 4437 20” EXT. STD. PKG. 4. PKG. WT. 3.00 LBS. 


NO. 4481 SWING HEAD HANDLE: Spring loading 
holds head at any angle. Drilled for cross bar. Length 
9%". (Type Ill, Class 1.) 
STD. PKG. 3. PKG. WT. 1.75 LBS. 
NO. 4480 CROSSBAR: For use with swing head handle 
or extensions. Length 5%”. 
STD. PKG. 3. PKG. WT. 0.34 LB. 


A Federal Specification GGG-W-00641c applies 
* Not Guaranteed. 





A 








G] ADAPTORS: For added convenience, drive %” or 
y,” sq. dr. sockets with %” sq. drive handles. 
(Type IV, Class 5, Style A.) 
NO. 491 %” FEMALE, 4%” MALE ADAPTOR 

STD. PKG. 4._ PKG. WT. 0.22 LB. 
NO. 482 %” FEMALE, 4” MALE ADAPTOR 
STD. PKG. 4. PKG. WT. 0.31 LB. 


iH] NO. 4497 UNIVERSAL JOINT: Saves time in 
cramped quarters. Spring loading holds drive at any 
angle. Length 1'¥,’. (Type IV, Class 2.) 

STD. PKG. 3. PKG. WT. 0.34 LB. 




















i) IK] 


i] PHILLIRS SCREWDRIVER ADAPTORS: %” Square 
rive. 












































No. | Pt. |  Scr.Size | Length | Std. Pkg. | Pkg. Wt. 
4452 2 5 to 10 21%" 4 0.34 Lb. 
4453 3 12 to 16 2146" 4 0.41 Lb. 
4454 4 18 and larger | 2!%e" 4 0.47 Lb. 
*[K] HOLLOW HEAD SET SCREW ADAPTORS: 34” Square 
Drive. 
Hex Bit 
Bit | Overall) Bit Only | Pkg. 
No. | Size | Length | Length |Std.Pkg.|Pkg. Wt.| No. Wt. 
4455) 2" | 2%" | Me" 6 0.40 | 4455-2 | 0.07 
4456) He" | 2%" | ler 6 0.43 | 4456-2} 0.10 
4457) a” | 2%" | Me" 6 0.43 | 4457-2) 0.14 
4458) oY" | 2%" | Me" 6 0.51 | 4458-2] 0.18 
4459) He" | 2%” | Ie" 6 0.60 | 4459-2 | 0.28 
4460| %" | 2%” | Me" 6 0.81 | 4460-2 | 0.40 








[] NO. 4461 SCREWDRIVER ADAPTOR: %” Square 
Drive. Bit size (4 x .039’). Overall Length 3”. 

STD. PKG. 6. PKG. WT. 0.53 LB, 
NO. 4461-2 REPLACEMENT BIT ONLY 
STD. PKG. 6. PKG. WT. 0.25 LB. 








DURO CHROME sockets are made from CHROME ALLOY STEEL selected for high tensile strength. 
Scientifically designed for extra clearance in tight places — Strong thin walls. DURO CHROME 
sockets are precision ground with beautiful chrome plated finish. 


A_& 12 POINT SOCKETS 











E] 6 POINT EXTRA DEEP SOCKETS 

















































































































Type Il, Class 2, Style A No. | Size | Height |Std.Pkg.| Pkg. Wt 
No. Size | Height |Std.Pkg.| Pkg. Wt aaaiH yr De" 6 0.62 Lb. 
4412 i 146" 6 0.31 Lb. Hen 26" 6 0.62 Lb, 
4414 Ae" er 6 0.31 Lb. 4443H yn 2iKe" 6 0.81 Lb. 
4416 " 1%" 6 0.38 Lb. 4444H %e" 2Me" 6 0.88 Lb. 
4418 He" 1%" 6 0.47 Lb. 4445H ye" 24," 6 1.18 Lbs. 
4420 ye" 1%" 6 0.53 Lb. 4446H Ye" 21" 6 1.38 Lbs. 
4422 16" 1%" 6 0.75 Lb. 4447H a" 24," 6 1,68 Lbs, 
4424 x" 1%" 6 0.81 Lb. 4448H 1H" 2%" 6 1.93 Lbs. 
4426 Ve" 1%" 6 0.94 Lb, 4449H Fe" 2%" 6 2.38 Lbs 
Yo" yn T 
shes is LA S igi bbs F] NO. 4448HS 1%,’ SPARK PLUG HOLDING SOCKET: 
Special 6 point deep Socket epeniiig 20H re- 
sistant insert which securely holds and protects 14mm. 
A &_8 POINT SOCKETS spark plugs. Socket has %” Sq. Dr. and a '%’ male 
Type Il, Class 3 plug for use witha wrench, Made from alloy steel and 
4412S 7 146" 25 Lb. chrome plated. Length 2%,”'. 
aaias | yee | inte i een STD. PKG. 6. PKG. WT. 1.68 LBS. 
4416S Yar 1%" 4 0.42 Lb. NO. 4448HS-2 INSERT ONLY— 
STD. PKG. 6. PKG. WT. 0.12 LB. 
ar eager? Hig" arn PLUG HOLDING 
RDED: Socket is mounted to an 
6 POINT SOCKETS attractive self merchandising card. 
prtraH mn i 6 0.28 te STD. PKG. 6. PKG. WT. 2.00 LBS. ss! 
OH ie Me" 6 0.31 Lb. [G] NO. 4409SS %,” SQ. 4 PT. SOCKET: For servicing 
4412H He 16 6 0.34 Lb. drain plug on Dynaflow and Hydramatic systems. An 
4414H Ae Le 6 0.38 Lb. essential tool for every mechanics kit and especially 
4416H Ye 1Y6" 6 0.38 Lb. necessary for every service station 
rptrth % tee 8 Bige LDE STD. PKG. 6. PKG. WT. 0.31 LB. 
4422H vit 1%" 6 0.75 Lb. [H] NO. 4424HT %” SPECIAL CHRYSLER SOCKET: 
4424H %" 14%" 6 0.84 Lb. Avoid danger of dropping Chrysler Fluid Coupling 
4426H WY," 1% 6" 6 0.97 Lb. “wet"' clutch drain plug nuts into housing. Compression 
4428H Ye" 14" 6 1.35 Lbs. spring holds nut securely, saves costly ‘‘teardowns”. 
STD. PKG. 6. PKG. WT. 0.88 LB. 
J] UNIVERSAL JOINT SOCKETS: Short overall length 
A D 12 POINT EXTRA DEEP SOCKETS make them handy to reach “hard to get at’’ nuts. 
Type Il, Class 2, Style B Spring loading holds socket at selected angle. Retain- 
ud 2 ing grooves provide definite “‘lock-on’”’ feature. Nominal 
4442 Ye" 246" 6 0.62 Lb. length 1',”. 6 point openings. 
4443 YA oie & 0.75 tet Sid Pkg Sid Phe 
t7, le i. . a 
taae oes aM 6 ree ree No. | sie Pkg.| Wt. No. | Size [Pie | Wt. 
4446 6" 2y," 6 1,38 Lbs. 4412UV | %" | 2 | O.19Lb. || 4420UV] 5%” | 2 | 0.25Lb 
4447 A" 24" 6 1.63 Lbs. 4M4UV | A” | 2 | 0.21 Lb. | 4422UV | A’) 2 | 0.28 Lb 
4448 19" 2%" 6 1.88 Lbs. 4Mi6UV | 4" | 2 | 0.22 Lb.) 4424UV | %” | 2 | 0.30 Lb 
4449 Xe" 2%" 6 2.13 Lbs. AABUV | %" | 2 | 0.22 Lb 





A Federal Specification GGG-W-00641c applies 








TOOLS — 
PROGRESS. 


makes ownership a pleasure as well as profitable. 





Save time on every job with a %” Sq. Dr. socket set. The compact size and amazing strength of these gleaming tools 


Socket sets shown have been assembled for you by professional mechanics. Consideration of the range of sockets in 
each set and the combinations of extensions and handles will make it easy to select the set for your particular needs. 
Popular in aviation, automotive, refrigeration and general service fields. y ' . 

Boxes are made of heavy gauge steel with partitions for holding sockets. Finished in attractive green hammerloid 


enamel. 





A] 5 PIECE SET 
Spark plug socket set. Included is the popular 1%,’ 
holding socket, with the neoprene insert. 


























CONTENTS 
No. | Description —_||_—-No. | Description 
4445H | %" 6 Pt. Socket 4448HS | 1%" 6 Pt. Holding 
4446H we" 6 Pt. Socket Socket 
4447H %" 6 Pt. Socket 4449H He" 6 Pt. Socket 





NO. 5720 5 PC. SPARK PLUG SOCKET SET 

STD. PKG. 1, PKG. WT. 2.13 LBS. 
NO. 9886 METAL BOX ONLY—6%” x 3” x 1%” 

STD. PKG. 1. PKG. WT. 0.75 LB. 


6 PIECE SET 
A popular series of universal joint sockets in metal 
box. Six point openings. 











CONTENTS 
No. | Description || No. | Description 
4414UV | 7%" Univ. Socket 4420UV | %” Univ. Socket 
4M16UV | 1%" Univ. Socket 4422UV | 1%" Univ. Socket 
4418UV | 6" Univ. Socket 4424UV %" Univ. Socket 














NO. 5710 6 PC. UNIVERSAL JOINT SOCKET SET 
TD. PKG. 1. PKG. WT. 1.50 LBS. 
NO. 9886 METAL BOX ONLY—6%” x 3” x 134” 
STD. PKG. 1. PKG. WT. 0.75 LB. 


(C) 9 PIECE SET 
Carrying tray of extra deep sockets for spark plugs 
and work requiring long bolt clearance. Offered with 
6 point or 12 point sockets. (%” socket is 6 point 
in either set.) 











CONTENTS 
No. | Description | No | Description 
4441H | 3%” 6 Pt. Deep Skt. A446H | 10" 6 Pt. Deep Skt. 
4442H | 7%" 6 Pt. Deep Skt. 4447H | %" 6 Pt. Deep Skt. 
4443H | 14" 6 Pt. Deep Skt. 4448H | 1%” 6 Pt. Deep Skt. 
4444H | 4" 6 Pt. Deep Skt. 4449H 4" 6 Pt. Deep Skt. 
4445H | %" 6 Pt. Deep Skt. 





NO. 5717 9 PC. 12 PT. DEEP SOCKET SET 


STD. PKG. 1. PKG. WT. 2.50 LBS. 
NO. 5718 9 PC. 6 PT. DEEP SOCKET SET 
STD. PKG. 1. PKG. WT. 2.69 LBS. 


NO. 9882 METAL TRAY ONLY 
STD. PKG. 1. PKG. WT. 0.50 LB. 























11 PIECE SET 

A complete set of regular 6 point sockets from 4” 
to 4%. Convenient metal carrying tray (included) holds 
sockets in place. 





(=) 

















CONTENTS 

No. | Description | No. | Description 
4408H Y%4" 6 Pt. Skt. 4420H 5%" 6 Pt. Skt. 
4410H He" 6 Pt. Skt. 4422H 146" 6 Pt. Skt. 
4412H 9" 6 Pt. Skt. 4424H %" 6 Pt. Skt. 
4414H 7g" 6 Pt. Skt. 4426H 1%" 6 Pt. Skt. 
4416H Ys" 6 Pt. Skt. 4428H he" 6 Pt. Skt. 
4418H Hs" 6 Pt. Skt. 





NO. 5719 11 PC. SET, 4%” TO %” IN TRAY 


STD. PKG. 1. PKG. WT. 1.75 LBS. 
NO. 9884 METAL TRAY ONLY 
STD. PKG. 1. PKG. WT. 0.50 LB. 





E] 9 PIECE SET 
A primary set with full range of sockets. Offered with 
12 point or 6 point sockets. Metal box included. 
CONTENTS 
No. | Description | No. | 
4412 %" 12 Pt. Socket 4422 
4414 %e" 12 Pt. Socket 4424 
4416 Y" 12 Pt. Socket 4480 
4418 0" 12 Pt. Socket 4481 
4420 %" 12 Pt. Socket 
NO. 5700 9 PC. 12 PT. SOCKET SET 
STD. PKG. 1. PKG. WT. 2.75 LBS. 
NO. 5701 9 PC. 6 PT. SOCKET SET 
STD. PKG. 1. PKG. WT. 2.75 LBS. 
NO. 9888 METAL BOX ONLY—9%" x 34” x 14” 
STD. PKG. 1. PKG. WT. 1.25 LBS. 
[F) 10 PIECE SET 
A basic set featuring ratchet and full range of sockets 
in metal box. Offered with 6 point or 12 point sockets. 
CONTENTS 
4412 %" 12 Pt. Socket 4422 
4414 7s" 12 Pt. Socket 4424 
4416 %" 12 Pt. Socket 4433 
4418 %e" 12 Pt. Socket 4481 9%" Swe. Hd. Hdle, 
4420 5%" 12 Pt. Socket 4415 Reversible Ratchet 

















Description 
1s" 12 Pt. Socket 
%" 12 Pt. Socket 
5%" Cross Bar 
10” Swg. Hd. Hdle. 











16" 12 Pt. Socket 
4%" 12 Pt. Socket 
6” Extension 





NO. 5702 10 PC. 12 PT. SOCKET SET IN METAL BOX 
STD. PKG. 1. PKG. WT. 3.37 LBS, 

NO. 5703 10 PC. 6 PT. SOCKET SET IN METAL BOX 
STD. PKG. 1. PKG. WT. 3.37 LBS. 

NO. 9889 METAL _BOX ONLY—104” x 3%” x 2” 
STD. PKG. 1. PKG. WT. 1.37 LBS. 
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14 PIECE SET 
An advanced set in metal box. Offered with 6 point 
or 12 point sockets in metal box. 
CONTENTS 
No. | Description | No. | Description 
4412 Ha" 12 Pt. Skt. 4432 4%" Extension 
444 He" 12 Pt. Skt. 4433 6” Extension 
4416 ¥" 12 Pt. Skt. 4435 12” Extension 
4418 He" 12 Pt. Skt. 4481 9%" Sw. Hd, Hdle. 
4420 5" 12 Pt. Skt. 4497 Universal Joint 
4422 16" 12 Pt. Skt. 4485 16” Speeder 
4424 %" 12 Pt. Skt. 4475 Reversible Ratchet 
NO. 5706 14 PC. 12 PT. SOCKET SET IN METAL BOX STD. PKG. 1. PKG. WT. 6.75 LBS. 
NO. 5707 14 PC. 6 PT. SOCKET SET IN METAL BOX STD. PKG. 1. PKG. WT. 6.75 LBS. 
NO. 9890 METAL BOX, ONLY—16)4” x 52%" x 3%" STD. PKG. 1. PKG. WT. 3.00 LBS. 


24 PIECE SET 


A more complete set, with a selected range of regular 
and deep sockets as well as necessary handles and 











fittings. 
CONTENTS 
4408H | 4" 6 Pt. Skt. 4442 7s" 12 Pt. Ex. Dp. Skt. 
4410H | 4" 6 Pt. Skt. 4443 ¥" 12 Pt. Ex. Dp. Skt. 
4412H | 4" 6 Pt. Skt. 4444 40" 12 Pt. Ex. Dp Skt. 
4414 7e" 12 Pt. Skt. 4445 5%" 12 Pt. Ex. Dp. Skt. 
4416 YA" 12 Pt. Skt. 4446 |1144" 12 Pt. Ex. Dp. Skt. 
4418 Ye" 12 Pt. Skt. 4447 Y," 12 Pt. Ex. Dp. Skt. 
4420 | 4" 12 Pt. Skt. 4448 |1%4" 12 Pt. Ex. Dp. Skt. 
4422 114" 12 Pt. Skt. 4449 H" 12 Pt. Ex. Dp. Skt. 
4424 %" 12 Pt. Skt. 4481 10” Sw. Hd. Hdle. 
4426 fy” iu Hy Skt. 4430 | 3” Extension 
4428 KH" 12 Pt. Skt. 4475 Reversible Ratchet 
dain |r bPtbe Dp.Skt, || 4497 _| Universal Joint 
NO. 5721 24 PC. 12 PT. SOCKET SET IN METAL BOX STD. PKG. 1. PKG. WT. 7.75 LBS. 
NO. 5722 24 PC. 6 PT. SOCKET SET IN METAL BOX STD. PKG. 1. PKG. WT. 7.75 LBS. 
NO. 9890 METAL BOX ONLY—16)4” x 5%” x 3%, STD. PKG. 1. PKG. WT. 3.00 LBS. 
NO. 5721F 24 PC. 12 PT. SOCKET SET—LESS METAL BOX STD. PKG. 1. PKG. WT. 4.44 LBS. 
NO. 5722F 24 PC. 6 PT. SOCKET SET—LESS METAL BOX STD. PKG. 1. PKG. WT. 4.50 LBS. 
49 PIECE SET 





Deluxe set with full range of sockets and handles. 
Large hip-roof box with convenient tote tray included 
with set. Offered as listed below with 6 point or 12 
point sockets. 

















CONTENTS 
4408H | %” 6 Pt. Skt. 4445 5%" 12 Pt. Ex. Dp. Skt. 
4410H | 5%” 6 Pt. Skt. 4446 | 1140" 12 Pt. Ex. Dp. Skt. 
4412H | %" 6 Pt. Skt. 4447 4%" 12 Pt. Ex. Dp. Skt. 
4414 7g" 12 Pt. Skt. 4448 | 13%:" 12 Pt. Ex. Dp. Skt. 
4416 Ye" 12 Pt. Skt. 4448 HS | 13%" Spk. Pl. Hg, Skt. 
4418 Yu" 12 Pt. Skt. 4449 Ky" 12 Pt. Ex. Dp. Skt. 
4420 5" 12 Pt. Skt. 4430 3” Extension 
4422 | 1146" 12 Pt. Skt. 4433 6” Extension 
4424 4%" 12 Pt. Skt. 4435 12” Extension 
4426 | 1%" 12 Pt. Skt. 4497 Universal Joint 
4428 | %" 12 Pt. Skt. 4485 | 16” Speeder 
4412S | %" 8 Pt. Skt. 4481 9%" Sw. Hd. Hdle. 
4414S | 7%" 8 Pt. Skt. 4475 | Reversible Ratchet 
A41GS | 4" 8 Pt. Skt. 4463 7%" Slide T Hdle. 
4412UV| %” Univ. Jt. Skt. 4452 No. 2 Phips. Adpt. 
ee AAVAUV) 7%” Univ. Jt. Skt. 4453 No. 3 Phips. Adpt. 
c< wae HAN ES | |S 
—— = Yo" Univ. Jt. Skt. 9a, Set. Scr. Adapt 
ae —— 4420UV} 5%” Univ. Jt. Skt. 4456 %&" Set. Scr. Adapt. 
Qa = ——pa, 4422UV) 1146" Univ. Jt. Skt. 4457 %" Set. Scr, Adapt. 
=D 4424UV} 3%" Univ. Jt. Skt. 4458 | 14" Set. Scr. Adapt. 
ox tS a 4441H | ¥4"6Pt. Ex. Dp. Skt. || 4459 46” Set. Scr. Adapt. 
= 4442 %a" 12 Pt. Ex. Dp. Skt. 4460 %" Set. Scr. Adapt. 
CoE SX 4443| 4" 12Pt.Ex.Dp.Skt. || 4461 | 14” Scr. Driv. Adapt. 
v 4444 %s" 12 Pt. Ex. Dp. Skt. 








NO. 5723 49 PIECE 12 PT. SOCKET SET IN METAL BOX STD. PKG. 1. PKG. WT. 16.37 LBS. 
NO. 5724 49 PIECE 6 PT. SOCKET SET IN METAL BOX STD. PKG. 1. PKG. WT. 16.37 LBS. 
NO. 9891 METAL BOX ONLY—19” x 714” x 64” STD. PKG. 1 PKG. WT. 8.00 LBS 
NO. 5723F 49 PIECE 12 PT. SOCKET SET—LESS METAL BOX. STD. PKG. 1 PKG. WT. 8.50 LBS. 
NO. 5724F 49 PIECE 6 PT. SOCKET SET—LESS METAL BOX STD. PKG. 1 PKG. WT. 8.81 LBS. 











Most popular with mechanics for general everyday use are 4” square drive fittings and sockets. 
Fittings are proportioned to provide adequate leverage for loosening tight nuts and bolts. Handles are 
attractively knurled where necessary to assure a firm grip. 

All male drive ends are chamfered for quick attachment to sockets; each end is provided with a spring 
loaded ball which engages the four way retaining grooves in sockets. No fumbling, no time lost; sockets 


are held on firmly, yet are readily removable. 


Made from CHROME ALLOY STEEL, heat treated, chrome plated, precision ground and polished. 


A @ NO. 675 REVERSIBLE RATCHET: Compact round 
head. 4” square drive. Patented form fit finger tip 
reversing cap—no rough edges to irritate the hand 
when palming. Ratchet will not reverse when palmed. 
Has 52 tooth action. Length 104”. (Type Ill, Class 2.) 
STD. PKG. 3. PKG. WT. 3.94 LBS. 


A B) NO. 689 EXTRA LONG REVERSIBLE RATCHET: Com- 
pact round head. 4” square drive. Has 52 tooth action. 
Length 154”. (Type Ill, Class 2.) 

STD. PKG. 3. PKG. WT. 3.94 LBS. 


[C] NO. 670 * SWIVEL HEAD REVERSIBLE 

TCHET: Has positive ratcheting action 
from 0° to 90° in either direction. Designed 
to by-pass obstructions. Has 52 tooth ac- 


tion. Length 12”. 
PKG. WT. 4.25 LBS. 

















STD. PKG. 3. 


NO. 670C * SWIVEL HEAD REVERSIBLE 
RATCHET—CARDED: Ratchet is mounted 
to self-merchandising card. Hole in card 
for hanging on a hook or peg. 

STD. PKG. 3. PKG. WT. 4.31 LBS. 


[Db] NO. 676 REVERSIBLE RATCHET, FEMALE DRIVE: 
Female drive reversible 36 tooth ratchet. Designed 
extra strong with smooth positive easy action. Slight 
pressure on thumb lever instantly reverses action. 
Length 94”. STD. PKG. 3. PKG. WT. 2.91 LBS. 


E] NO. 692 RATCHET ADAPTOR PLUG: For use with 
female drive ratchet. Length 14”. 
TD. PKG. 4. PKG. WT. 0.33 LB. 


[F) NO. 651 SPEEDER HANDLE: Knurled handle has 
@ thrust ball bearing. Length 175%”. 
STD. PKG. 4. PKG. WT. 6.88 LBS. 


A [G) EXTENSIONS: Three popular lengths to clear ob- 
structions. Heads forged and machined for strength 
and drilled for cross bar No. 668. 

(Type IV, Class 4, Style A.) 

No. 662 2%,” EXT. STD. PKG. 4. PKG. WT. 0.88 LB. 
No. 664 5/4’ EXT. STD. PKG. 4. PKG. WT, 1.50 LBS. 
No. 665 10” EXT. STD. PKG. 4. PKG. WT. 2.58 LBS. 




















A Federal Specification GGG-W-00641c applies 
* Not Guaranteed 














A H SWING HEAD HANDLES: The most used handle in 
your tool box. Forged fork end for extra strength. Spring 
loading holds head at any angle. Drilled for cross bar. 
(Type Ill, Class 1.) 

NO. 666 11%” SWING HEAD HANDLE 
STD. PKG. 2. PKG. WT. 2.56 LBS. 
NO. 667 15)4” SWING HEAD HANDLE 











STD. PKG. 2. PKG. WT. 3.12 LBS. 
NO. 669 18” SWING HEAD HANDLE 
STD. PKG. 2. PKG. WT. 3.26 LBS. 


NO. 668 CROSS BAR: For use with handles, extensions 
or deep wall sockets. Length 9”. 
STD. PKG. 4. PKG. WT. 1.17 LBS. 


A [3] NO. 663 SLIDE “T’ HANDLE: Head is spring 
loaded to hold it in any position. Head is also notched 
to slide flush with end of bar. (Type Ill, Class 4, Style A.) 
STD. PKG. 4. PKG. WT. 4.06 LBS. 


A [K) NO. 588 UNIVERSAL JOINT: Speeds up work in 
tight places. Spring loading holds drive at any angle. 
(Type IV, Class 2.) 

STD. PKG. 4. PKG. WT. 0.96 LB. 














RATCHET INNER BODY ASSEMBLY KITS 
4", %", Ye" SQ. DR.) 





Duro-Chrome ratchets are so constructed that the inner 
body assembly can be quickly removed for cleaning or 
inspection. (See instruction booklet attached to each 
ratchet.) Further disassembly is not recommended. 
NO. 4575-8 4%” INNER BODY ASSEMBLY 


STD. PKG. 1. PKG. WT. 0.06 LB. 
NO. 4475-8 %” INNER BODY ASSEMBLY 

STD. PKG. 1. PKG. WT. 0.12 LB. 
NO. 675-8 4” INNER BODY ASSEMBLY 

STD. PKG. 1. PKG. WT. 0.25 LB. 
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Extra durability is built into Duro-Chrome soi 
the high grade CHROME ALLOY STEEL used. 
hot by Duro’s patented ‘‘Hot Broach” 





ua Drive Sockets 





TOOLS 
PROGRESS 





ckets by manufacturing processes which bring out the best qualities of 
The “‘teeth"’ are put into accurately machined socket blanks while red 
method. Special features include; a “chamfer” on the drive opening as well as 


on the socket opening for easy application of the socket to the handle and to the nut; positive ‘lock on’’ of the socket 
to the handle is provided for by retaining grooves in each of the four sides of the drive end. 


Electrically controlled heat treatin, 
sockets are up to 25% 


AA 









































ig insures the right degree of hardness and toughness. That is why Duro-Chrome 
stronger than conventional sockets. 
12 POINT SOCKETS 
Type Il, Class 2, Style A 





A (1D 12 POINT EXTRA DEEP SOCKETS 
Type Il, Class 2, Style B 





































































































7 i A . Wt. 
No. Size | Length |Std. Pkg Pkg. Wt ae Sze | reneth Sta. Phe re ae 
1614 He" 1 ye 6 0.63 Lb 1418 Ke 3" 6 1-75 Lbs. 
1616 Yn" 14%" 6 0.69 Lb 1420 54M 34" 6 1:75 Lbs. 
1618 He" 1 6 0.88 Lb. 1422 Wg! 3i4" 6 200 Lbs. 
1619 Wal" 1 He" 6 0.94 Lb 1424 3yn 3y" 6 244 Lbs, 
a20) ze 1 He S| O88 Tb 1426 ry" | 31K" 6 | 2.63 Lbs. 
1621 aa 1%! 6 1.06 Lbs 1428 7! 314" 6 2°81 Lbs 
1622 Ag" 1%" 6 1.25 Lbs, 1430 Kl 34" 6 3:12 Lbs. 
7624 ee 1 he & 1.44 Lbs, 1432 1" 3" 6 | 3.44 Lbs. 
7625 Hat 1” s 1:4 tbs, EXTRA THIN WALL ; ; 
1626 1349! 1 5" 6 1.56 Lbs. 1426T* rH" |B | 6 2.00 Lbs 
1628 7" 17%" 6 1.81 Lbs. 2] = : - 
a a 
ley tae S|) seeitbs: E] NO. 1426HS 1%,” SPARK PLUG HOLDING SOCKET: 
1634 LV" 12%" 6 2:50 Lbs. “Neoprene” oil resistant insert holds 14 MM Spark 
1636 14" 12%" 6 2/56 Lbs. plug. Socket will take any 44” Square Drive fitting or 
1640 14" 12M" 6 3.00 Lbs. a '%¢'’ wrench can be applied to the male plug. 
a - - Length 2%’. STD. PKG. 6. PKG. WT. 1.50 LBS. 
A B) 8 POINT SOCKETS NO. 1426HSC 1%,” SPARK PLUG HOLDING 
Type Il, Class 3 SOCKET—CARDED: Socket is mounted to a |m 
yp , self-merchandising card. Hole in card for 
1612S ¥" 1 He" 6 0.69 Lb, hanging on a hook or peg. 
zones ie cee 2 ge hte STD. PKG. 6. PKG. WT. 2.00 LBS. 
a ad .94 Lb. NO. 1426HS-2 NEOPRENE INSERT ONLY. 
1618S %" 1%" 6 1.12 Lbs STD. PKG. 6. PKG. WT. 0.12 LB, 
1620S 5%" 1%" 6 1.44 Lbs, z ae 7 Sig : 
1622S It 1%" 6 1.56 Lbs, F) NO. 1618V8X * %” CONNECTING ROD SOCKET: 
1624S ¥," 5" 6 2.06 Lbs. Special taper for use on Ford Automobiles. 6 Point. 
1626S 1%" 1%" 6 2.62 Lbs Length 14". STD. PKG. 6. PKG. WT. 0.88 LB. 
rc Gi. |, IRBs A NO. 1305 DRAG LINK SOCKET: This socket has 
standard 4" sq. dr. and is especially designed for 
ic] 6 POINT SOCKETS adjusting drag links or use as a heavy duty screw 
1112H yr 1% 6 0.55 Lb driver. Bit .150” thick, "5% wide. 
1114H He!" 1 i" 6 0.62 Lb. (Type IV, Class 6, Style A, Form 1, No. 8.) 
1116H yp 1 ye 6 0°69 Lb: STD. PKG. 4. PKG. WT. 0.62 LB. 
1118H Her" 1%" 6 0.81 Lb. H) NO. 630 FILLER PLUG ADAPTOR: %,” hexagon 
1120H %" 1%" 6 0.88 Lb. adaptor 4%” Sq. Dr. designed for speedy removal of 
1122H et 1 Hc! 6 0.88 Lb. differential filler plugs on certain models of Chrysler 
120H | A. 1 Yel 6 1.31 ree automobiles. STD. PKG. 6. PKG. WT. 0.75 LB. 
faced a ee Q ae tee A [J] NO. 483 4” FEMALE, %” MALE ADAPTOR: 
1130H Vel 1%" 6 1.88 Lbs. (Type IV, Class 5, Style A.) 
1132H ad 1%" 6 2.06 Lbs, STD. PKG. 4. PKG. WT. 1.00 LB. 
1134H | 1%" 1%" 6 2.12 Lbs. A IK) NO. 492 4” FEMALE, %” MALE ADAPTOR: 
1136H | 1%" 1%" 6 2.19 Lbs. Type IV, Class 5 Xi 
1140H | 1%" Ly," 6 2.50 Lbs \Type IV, Class:5, Styie'A) 





A Federal Specification GGG-W-00651c applies 





STD. PKG. 4. PKG. WT. 0.62 LB. 
* Not Guaranteed 
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15 AND 12 PIECE SETS: Two complete sets of the 
most popular size tapered wall 12 point sockets. 
NO. 5810 15 PC. 12 PT. SOCKET SET %” to 14%”. 
In metal tray. STD. PKG. 1. PKG. WT. 4.88 LBS. 
NO. 9845 METAL’ TRAY ONLY 

STD. PKG. 1. PKG. WT. 1.00 LBS. 
NO. 5819 12 PC. 12 PT. SOCKET SET %” to 1”. 
In metal tray. STD. PKG. 1. PKG. WT. 3.37 LBS. 
NO. 9843 METAL TRAY ONLY 

STD. PKG. 1. PKG. WT. 0.75 LB. 
14 AND 10 PIECE SETS: A set of 6 point straight 
wall sockets is a desirable addition to your present set. 
Tray can be hooked on edge of tool box or tote tray. 
NO. 5812 14 PC. 6 PT. SOCKET SET %” to 14%”. In 
metal tray. STD. PKG. 1. PKG. WT. 4.31 LBS. 
NO. 9845 METAL TRAY ONLY 

STD. PKG. 1. PKG. WT. 1.00 LB. 
NO. 5811 10 PC. 6 PT. SOCKET SET %” to 1”. In 
metal tray. STD. PKG. 1. PKG. WT. 2.81 LBS. 
NO. 9840 METAL TRAY ONLY 

STD. PKG. 1. PKG. WT. 0.69 LB. 


12 PIECE SET 





(© 9 PIECE SET: A complete set of 8 Point Sockets in 
a metal tray. 
NO. 5822 9 PC. 8 PT. SOCKET SET %” to %”. 
STD. PKG. 1. PKG. WT. 3.00 LBS. 
NO 9840 METAL BOX ONLY 
STD. PKG. 1. PKG. WT. 0.69 LB. 


6 PIECE SET: Spark plug socket set. Sizes 54", 1/4!" 
1%," (spark plug holding socket), %” and 1” extra deep 
sockets with 6” ‘‘L'' handle in metal box. 
NO. 5821 6 PC. SPARK PLUG SOCKET SET 
STD. PKG. 1. PKG. WT. 3.00 LBS. 
NO. 9895 METAL BOX ONLY—714” x 4” x 1%” 
STD. PKG. 1. PKG. WT. 0.75 LB. 


{E] 9 PIECE SET: A complete set of extra deep sockets, 
My", Ke, Hi, Me, KW, He", Ve", He’, and 1", in a 
handy tray to hook on edge of tote tray or tool box. 
NO. 5817 9 PC. EXTRA DEEP SOCKET SET 

STD. PKG. 1. PKG. WT. 4.37 LBS. 
NO. 9842 METAL TRAY ONLY 
STD. PKG. 1. PKG. WT. 0.75 LB. 





16 PIECE SET 











A primary set with 10 sockets, extension and swing 
head handle. Complete as shown. 





A more complete set including a reversible ratchet and 
a wide range of sockets. 

















CONTENTS CONTENTS 

io |Description {|_No._|___ Description No. | Description || No. | Description 

Ha" 12 Pt. Skt. 1626 "A" 12 Pt. Skt. 1614 ar 12 Pt. SKt. 1628 Tar 12 Pt. Skt. 
1616 ¥" 12 Pt. Skt. 1628 A” 12 Pt. Skt. 1616 ee 12 Pt. Skt. 1630 vyjut 12 Pt. Skt 
1618 He" 12 Pt. Skt. 1630 1H" 12 Pt. Skt. 1618 Wu" 12 Pt. Skt. 1632 | 1” 12 Pt. Skt. 
1620 54” 12 Pt. Skt. 1632 | 1” 12 Pt. Skt. 1619 Ww" 12 Pt. Skt. 1634 | Lys" 12 Pt. Skt. 
1622 Whe" 12 Pt. Skt. 664 | 5%” Extension 1620 5p" 12 Pt. Skt. 1636 | 1%” 12 Pt. Skt. 
1624 %" 12 Pt. Skt. 666 | 114” Sw. Hd. Hdle. 1622 14" 12 Pt. Skt. 664 | 544” Extension 

1624 ¥" 12 Pt. Skt. 667 | 15%” Sw. Hd. Hdle, 
’ 
NO. 5803 12 PC, SOCKET SET 1626 1%" 12 Pt. Skt. 675 Rev. Ratchet 


STD. PKG. 1. PKG. WT. 5.50 LBS. 
NO. 9892 METAL BOX ONLY—12)4” x 34%” x 2” 


TD. PKG. 1. PKG. WT. 1.63 LBS. 





NO. 5806 16 PIECE SOCKET SET 
STD. PKG. 1. PKG. WT. 10.00 LBS. 
NO. 9894 METAL BOX ONLY—18)4” x 5%" x 3%” 
STD. PKG. 1. PKG. WT. 3.00 LBS. 


eS 


















































19 PIECE SET 


wl A basic socket set with complete range of sockets 
Xe" to 1%". Roomy streamlined box has lift out tray. 


CONTENTS 


No. | Description | No. | Description 

1614 Yu" 12 Pt. Skt. || 1630} 194" 12 Pt. SKt. 
1616 YB" 12 Pt. Skt. 1632 1” 12 Pt. Skt. 
1618 %" 12 Pt. Skt. 1634 Nees 12 Pt. Skt. 
1619 '%q" 12 Pt. Skt. 1636 14" 12 Pt. Skt. 
1620 %" 12 Pt. Skt. 1640 14" 12 Pt. Skt. 








1622 14s" 12 Pt. Skt. 664 54" Extension 
1624 KH” 12 Pt. Skt. 665 10” Extension 
1625 240" 12 Pt. Skt. 669 18” Sw. Hd. Hdle, 
1626 1%" 12 Pt. Skt. 675 Rev. Ratchet 


1628 Ah" 12 Pt. Skt. 


NO. 5805 19 PC. SOCKET SET IN METAL BOX 

STD. PKG. 1. PKG. WT. 14.25 LBS. 
NO. 9893 METAL BOX ONLY—18)4” x 6” x 6” 

STD. PKG. 1. PKG. “WT. 6.50 LBS. 





21 PIECE SET 


[B] Complete range of sockets % to 1%" with added 
convenience of more attachments for a wider range of 
combinations to meet special job conditions. Sturdy 
box has lift out tray. 

CONTENTS 


1614 He" 12 Pt. Skt. 1632 1” 12 Pt. Skt. 
1616 Ya" 12 Pt. Skt. 1634 1y¢" 12 Pt. Skt. 
1618 40" 12 Pt. Skt. 1636 14" 12 Pt. Skt. 
1619 1a" 12 Pt. Skt. 1640 1%" 12 Pt. Skt. 





1620 5" 12 Pt. Skt. 588 Univ. Joint 

1622 144" 12 Pt. Skt. 651 18” Speeder 
1624 YH" 12 Pt. Skt. 664 5¥4” Extension 
1625 25" 12 Pt. Skt. 665 10” Extension 
1626 1%" 12 Pt. Skt. 669 18” Sw. Hd. Hdle. 
1628 Ke" 12 Pt. Skt. 675 Rev. Ratchet 
1630 'ye" 12 Pt. Skt. 





NO. 5818 21 niece SOCKET SET IN METAL BOX 
D. PKG. 1. PKG. WT. 17.88 LBS. 
NO. 9897 METAL. BOX ONLY—19” x 74” x 6)” 
STD. PKG. 1. PKG. WT. 8.00° LBS. 
NO. 5818F ABOVE SET LESS METAL BOX 
STD. PKG. 1. PKG. WT. 10.00 LBS. 


30 PIECE SET 


(© A popular set—ideal for the home owner as well as 
the professional user. Wide range of 4” sq. dr. and 4” 
sq. dr. sockets and fittings included. 





CONTENTS 
4” Square Drive 1619 a" 12 Pt. Skt. 
4508 Y%" 6 Pt. Skt. 1620 54" 12 Pt. Skt. 
4509 %2" 6 Pt. Skt, 1622 16" 12 Pt. Skt. 
4510 4” 6 Pt. Skt. 1624 %" 12 Pt. Skt. 
4511 1a" 6 Pt. Skt. 1625 24" 12 Pt. Skt. 
4512 %" 6 Pt. Skt. 1626 196" 12 Pt. Skt. 
4514 7a” 6 Pt. Skt. 1628 A" 12 Pt. Skt. 
4508S YA" 8 Pt. Skt. 1630 15" 12 Pt. Skt. 
4510S se" 8 Pt. Skt. 1632 1” 12 Pt. Skt. 
4512S %" 8 Pt. Skt. 1634 le 12 Pt. Skt. 
4550 6” Sw. Hd. Hdle. 1636 14" 12 Pt. Skt. 
4555 Cross Bar 1640 1%" 12 Pt. Skt. 
¥%" Square Drive 664 5%” Extension 
1614 He" 12 Pt. Skt. 667 15%" Sw. Hd. Hdle. 
1616 Ya" 12 Pt. Skt. 651 18” Speeder 
1618 He" 12 Pt. Skt. 675 Rev. Ratchet 














NO. 5813 30 PC. SOCKET SET IN METAL BOX 
STD. PKG. 1. PKG. WT. 18.13 LBS. 
NO. 9897 METAL BOX ONLY—19” x 74” x 6)” 
STD. PKG. 1. PKG. WT. 8.00 LBS. 
NO. 5813F ABOVE SET LESS METAL BOX 
STD. PKG. 1. PKG. WT. 10.19 LBS. 























































































































Gidere Avenue icago 39, illinois 
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33 PIECE SET 


en 





An extremely useful socket set with a choice variety of regular length sockets and featuring a wide range 
of extra deep sockets and essential fittings. 














CONTENTS 

No. | Description I|__No. | Description |_No. | Description || No, | Description 

1112H HH" 6 Pt. Skt. 1625 25" 12 Pt. Skt. 1416 Y%4" 12 Pt. Dp. Skt. 1426HS| 1%." Spk. Plug Hidng. Skt. 

1614 He" 12 Pt. Skt. 1626 1%” 12 Pt. Skt. 1418 9s" 12 Pt. Dp. Dkt. 588 Univ. Joint 

1616 Yr 12 Pt. Skt. 1628 A" 12 Pt. Skt. 1420 5%" 12 Pt. Dp. Skt. 669 18” Sw. Hd. Hdle. 

1618 ye" 12 Pt. Skt. 1630 156" 12 Pt. Skt. 1422 140" 12 Pt. Dp. Skt. 662 2%" Ext. 

1619 Wa" 12 Pt. Skt. 1632 1” 12 Pt. Skt. 1424 %" 12 Pt. Dp. Skt. 664 5%" Ext. 

1620 54" 12 Pt. Skt. 1634 1" 12 Pt. Skt. 1426 1%" 12 Pt. Dp. Skt. 665 10” Ext. 

1622 16" 12 Pt. Skt. 1636 1%" 12 Pt. Skt. 1428 7" 12 Pt. Dp. Skt. 651 18” Speeder 

1624 %" 12 Pt. Skt. 1640 144" 12 Pt. Skt. 1430 14%" 12 Pt. Dp. Skt. 675 Rev. Ratchet 

1432 1” 12 Pt. Dp. Skt. 

NO. 5809 33 PC. SOCKET SET STD. PKG. 1. PKG. WT. 21.75 LBS. 
NO. 9898 METAL BOX ONLY—19” x 74” x 64” STD. PKG. 1. PKG. WT. 8.00 LBS. 
NO. 5809F ABOVE SET LESS METAL BOX STD. PKG. 1. PKG. WT. 14.25 LBS. 
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An ideal tool set for any maintenance man. Has %” square drive sockets, open end wrenches, box 
wrenches, screwdrivers plus a variety of the most used tools (pliers, adjustable wrench, ball pein 
hammer, hack saw, set screw wrenches, punches and chisel). Complete with metal box and tote tray. 












































CONTENTS 
No. Description No. Description No. Description -No. Description 
Y%" SQUARE DRIVE 1634 1y6" 12 Pt. Skt. 10330 | 1%" x1” End Wr. 4681 Phillips No. 1 Pt. 
1614 He" 12 Pt. Skt. 1636 14" 12 Pt. Skt. BOX WRENCHES 4682 Phillips No. 2 Pt. 
1616 Ya" 12 Pt. Skt. 1640 1%” 12 Pt. Skt. DEEP DOUBLE OFFSET! MISCELLANEOUS 
1618 He" 12 Pt. Skt. 664 5%" Extension 2051 %" x 7H" Box Wr. TOOLS 
1619 1a" 12 Pt. Skt. 669 18” Sw. Hd. Hdle. 2052 Ya" x 44" Box Wr. 1530-16] 16 oz. Ball Pein Hmr. 
1620 54" 12 Pt. Skt. i 675 Rey. Ratchet 2053 %" xy" Box Wr. 1902 5%" x 6" Cold Chisel 
1622 140" 12 Pt. Skt. 588 Univ. Joint 2054 %" x 2%" Box Wr. 1951 Ye" x 6%)" Tpr. Pnch. 
1624 4" 12 Pt. Skt. OPEN END WRENCHES) 2055 1%6" x 4" Box Wr, 1970 4” Center Punch 
1625 254," 12 Pt. Skt. 1723 He" x He" End Wr. 2056 1%" x1" _ Box Wr. 2088 10” Adjustable Wr. 
1626 16" 12 Pt. Skt. 1725B Ye" x ys" End Wr. SCREW DRIVERS 2196 6” Slip Joint Plier 
1628 Ki" 12 Pt. Skt. 1027 1a" x 1%6" End Wr. 4603 Y" x 3” Rd. Blade 199 7 Pe. Set Scr. Wr. Set 
1630 154” 12 Pt. Skt. 1729 He" x %" End Wr. 4714 %" x 4" Sq. Blade 9035 Hacksaw 
1632 IY 12 Pt. Skt. 1731B | 1%" x_%" End Wr. 4726 Ys" x 6" Sq. Blade 
NO. 5816 50 PIECE SOCKET AND TOOL SET STD. PKG. 1. PKG. WT. 31.19 LBS. 
NO. 9899 METAL BOX ONLY—1914” x 8%” x 844” at cba. 7 PKG. WT. 12.81 LBS. 
STD. . 1. 


NO. 5816F ABOVE SET LESS METAL BOX PKG. WT. 18.31 LBS. 








Heavy duty equipment such as trucks, tractors, road machinery and industrial machines require the 
use of %" sq. dr. sockets and handles. Made of tough steel, heat treated to ultimate strength, assures 
success when tackling those big jobs. Precision ground, highly polished and fully chrome plated. 


(A) NO. 4239 REVERSIBLE RATCHET: This rugged 
ratchet is built to stand heavy use. One piece forged 
steel head and handle. Finger tip reversing action and 
knurled grip on handle. Length 17%". 


STD. PKG. 1. PKG. WT. 3.50 LBS. 


AB) NO. 4266 SWING HEAD HANDLE: Provides ade- 
quate leverage to break loose rusted nuts or bolts. 
Forks forged for strength. Length 19”. 

(Type Ill, Class 1.) 


STD. PKG. 1. PKG. WT. 3.40 LBS. 


A NO. 4263 SLIDE “T’” HANDLE: Notched so it will 
side flush with end of bar and has spring loaded ball to 
hold head in any position. Length 18”. 

(Type Ill, Class 4, Style A.) 


STD. PKG. 1. PKG. WT. 3.40 LBS. 


A EXTENSIONS: Three of the most desired length %” 
drive extensions. One piece forging with spring loaded 
ball. (Type IV, Class 4, Style A.) 

NO. 4262 4” EXT. 
STD. PKG. 2. PKG. WT. 1.44 LBS. 
NO. 4264 8” EXT. 

STD. PKG. 2 PKG. WT. 2.38 LBS. 

NO. 4265 16” EXT. 

STD. PKG. 2. PKG. WT. 4.50 LBS. 


AE] NO. 4296 UNIVERSAL JOINT: Reach around ob- 
struction with a smooth working universal joint. Spring 
loading holds drive at any angle. Length 3'\,”’. 

(Type IV, Class 2.) 


STD. PKG. 1. PKG. WT. 1.00 LB. 


A Federal Specification GGG-W-00641c applies. 


PRUU U. 2649 


A) NO. 493 3’ FEMALE, 4” MALE ADAPTOR: Allows 
use of 4” sq. dr. sockets with %“ sq. dr. handles. 
Length 2”. (Type IV, Class 5, Style A.) 


STD. PKG. 4. PKG. WT. 1.69 LBS. 


A @ SOCKETS: Accurately ‘‘Hot Broached” from tough 
steel, these sockets are of minimum wall thickness, 
but of adequate strength to turn the tightest bolt or 
nut. Fully polished and brightly chrome plated. 


12 POINT SOCKETS 
Type Il, Class 2, Style A 























No. Size Length |Std. Pkg.| Pkg. Wt. 
4128 i" LH" 2 0.85 Lb. 
4130 VW5fe" L1H" 2 0.88 Lb 
4132 1 146" 2 0.96 Lb 
4134 1%" LHe" 2 1.00 Lb. 
4136 1%" vag 2 1,13 Lbs 
4138 1%" 2 2 1.17 Lbs. 
4140 14" 2Ye" 2 1.38 Lbs. 
4142 1%" 24" 2 1.67 Lbs. 
4144 13%" 2%" 2 1.84 Lbs. 
4146 1%" 2%" 2 2.25 Lbs 
4148 14" 256" 2 2.38 Lbs 
4152 1%" 2%e" 2 3.00 Lbs. 
4154 1%" 24" 2 3.31 Lbs. 
4156 13%" 2%6" 2 3.75 Lbs. 
4158 1% 6" 2%" 2 3.75 Lbs. 
4160 1%" 2%" 2 3.88 Lbs. 
4164 2" 21%" 2 5.31 Lbs 
4168 2%" 2'fe" 2 5.88 Lbs. 
4170 2%6" 3" 2 6.25 Lbs. 



























































12 PIECE SET 


A basic set with socket range from 1%," to 13%". 
Rotal box is partitioned to hold sockets in place. 











CONTENTS 
No. | Description __No. | Description 
4134 14" 12 Pt. Skt. 4148 14" 12 Pt. Skt. 


4136 14" 12 Pt. Skt. 4152 1%" 12 Pt. Skt. 
A140 14" 12 Pt. Skt. 4156 14" 12 Pt, Skt. 
4142 ye" 12 Pt. Skt. 4264 8” Extension 
4144 ie 12 Pt. Skt. 4265 16” Extension 
N48 1%" 12 Pt. Skt. 4263 18” Slide T Hale. 


NO. 5911 12 PC. SOCKET SET IN METAL BOX 

STD. PKG. 1. PKG. WT. 23.31 LBS. 
NO. 9826 METAL BOX ONLY—20" x 5” x 3/4” 

STD, PKG. 1. PKG. WT. 8.00 LBS. 
NO. 5911F ABOVE SET LESS METAL BOX 

STD. PKG. 1. PKG. WT. 15.81 LBS. 





19 PIECE SET 


B] A more complete range of %” sq. dr. sockets and 
fittings. Set also includes a heavy duty ratchet. 


























CONTENTS 

4132 1” 12 Pt. Skt. 4156 1%" 12 Pt. Skt. 
4134 Lye" 12 Pt. Skt. 4158 1 12 Pt. Skt. 
4136 144" 12 Pt. Skt. 4160 1%" 12 Pt. Skt. 
4140 1%" 12 Pt. Skt. 4164 2” 12 Pt. Skt. 
4142 154” 12 Pt. Skt. 4262 4” Extension 
4144 1%" 12 Pt. Skt. 4264 8” Extension 
4146 1%" 12 Pt. Skt. 4265 16” Extension 
4148 14" 12 Pt. Skt. 4263 18” Slide T Hdle. 
4152 1%" 12 Pt. Skt. 4239 Rev. Ratchet 


4154 Lye! 12 Pt. Skt. 


NO. 5912 19 PIECE SOCKET SET IN METAL BOX 
STD. PKG. 1. PKG. WT. 37.31 LBS. 
NO. 9827 METAC eon ONLY—22)4” x 7%" x 3%” 
D. PKG. 1. PKG. WT. 9.37 LBS. 
NO. 5912F ABOVE. SET LESS METAL BOX 
STD. PKG. 1. PKG. WT. 28.44 LBS. 





24 PIECE SET 
[) The complete range of %“ square drive sockets and 
fittings needed for the everyday maintenance of indus- 
trial machinery, farm equipment as well as trucks and 


busses. 
CONTENTS 
4128 Wh" 12 Pt. Skt. 4156 1%" 12 Pt. Skt. 
4130 146" 12 Pt. Skt. 4158 10" 12 Pt. Skt. 





4136 14" 12 Pt. Skt. 4168 2%" 12 Pt. 

4140 1%" 12 Pt. Skt. 4170 244" 12 Pt. Skt. 
4142 1y¢" 12 Pt. Skt. 4262 4” Extension 
4144 134” 12 Pt. Skt. 4264 8” Extension 
4146 176" 12 Pt. Skt. 4265 16” Extension 
4148 14" 12 Pt. Skt. 4266 19” Sw. Hd. Hdle. 
4152 1%" 12 Pt. Skt. 4296 Univ. Joint 

4154 Le" 12 Pt. Skt. 4239 Rev. Ratchet 





NO. 5913 24 PIECE SOCKET SET IN METAL BOX 
STD. PKG. 1. PKG. WT. 45.13 LBS. 
NO. 9827 METAL BOX ONLY—22)4” x 7%" x 34” 
STD. PKG. 1. PKG. WT. 9.37 LBS. 
NO. 5913F ABOVE SET LESS METAL BOX 
STD. PKG. 1. PKG. WT. 35.81 LBS. 
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128 AND 116 PIECE 
TOOL SETS 





180 AND 161 PIECE 


SOCKET-WRENCH SETS 
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[A] For the mechanic or service man who depends on 
tools for a living this set contains—a wide range of 4", 
%", Kw" and %" Square Drive sockets and fittings— 
most popular sizes of Open End, Box End wrenches, 
pliers and screwdrivers as well as hammers, punches 
and chisels. Available also without %” Sq. Dr. sockets 
and fittings. The chest has a locking hinged front cover 
concealing two large drawers, one of which is _parti- 


tioned for small tools. Lift out tote tray is partitioned 
for sockets. 














CONTENTS 
No. | Description [Pagel] No. | Description [Page 
5600 ¥* Sq. Dr. 11 Pe. Set, 4 Screw Drivers 
S721F i i r. 24 Pc. Set’ 8 4703 Hy" x 3" Sq. Blade 34 
S8IgF 4" 21Pc.Set 12 4714 %'x4"Sq. Blade 34 


1 Pe. 
5817 Ex, Dp. 9 Pc. Skt. Set 11 4726 \" x 6" Sq. Blade 34 
SQ11F =" Sq. Dr.12 Pc. Set 15 4730-8 %e" x8" Sq. Blade = 34 


0700-6 atch, Bx.6 Pc. Set 31 4681 Phillips No. 1 Pt. 35 

ors End Wrenches 4682 Phillips No. 2 Pt. 35 
1020 A" x He” End Wr. 26 «4683 Phillips No. 3 Pt. 35 
1723 %" x He" End Wr. 26 «(4684 Phillips No. 4 Pt. 35 
W725B 4" x Me" End Wr. 26 Punches and Chisels 


1027 "aq" x Ve" End Wr. 26 «(1900 %" x 5" Cold Chisel 37 
1729 "x vend Wr. 26 «1902 %" x 6” Cold Chisel 37 
17318 "He" x" End Wr. 26 «(1904 " x 8” Cold Chisel 37 





1033 "He" x 1” End Wr. 26 «(1940 Yq" Pin Punch 37 
Fong, Deep Double Offset 1942 3x" Pin Punch 37 
jox End Wrenches 1944 y in Punch 37 
2051 %" x He" Box Wr. 29° 1950 ¥ aper Punch 37 
2052 Ye" x %e" Box Wr. 29 «1951 Y_" Taper Punch 37 
2053 %* x Vie" Box Wr. 29 1952 Ae" Taper Punch 37 
2054 %* x2%q" Box Wr. 291971 ¥%" Center Punch 37 
2055 "He" x Ye" Box Wr. 29 Pliers 
2056 "He" x 1” Box Wr. 29° 2103 Water Pump 39 
Hammers 2110 S* ignition 39 
1530-8 = % Lb. Ball Pein 430211 Long Nose Cutting 40 
1530-16 1 Lb. Ball Pein 43° 2107 7" HD. Cutting 40 
1578 1 Lb. Soft Tip 432197 8" Slip Joint 39 
Short 15° Box End Wrenches Miscellaneous 
2061 Ye" x He" Box Wr. 29° «(9035 Hacksaw 42 


2062 Ye" x He" Box Wr. 29 (491 ¥%"x 4" Adaptor 5 
2063 Ya" x Ye" Box Wr. 29 483 Ye" x %" Adaptor 10 


NO. 5914 128 PC. TOOL SET IN METAL CHEST 
STD. PKG. 1. PKG. WT. 97.88 LBS. 
NO. 5914F 128 PC. TOOL SET LESS METAL CHEST 
STD. PKG. 1. PKG. WT. 55.88 LBS. 
NO. 5915 116 PC. TOOL SET (LESS NO. 5911F %" SQ. 
DR. SET) IN METAL CHES 
STD. PKG. i. PKG. WT. 82.00 LBS. 
NO. 5915F 116 PC. TOOL SET (LESS NG. S9i1F 4! SO. 
DR. SET AND LESS METAL CHEST) 
CHEST Gute PRS el: BRO: WT 40.00 Les. 
No. 9908 2134" x 12" x 
STD. PRE i. PKG: WT. 42.00 LBS. 














iB) A complete socket and wrench tool set for servicing 
everything from ignition systems to general repair work 
in the automotive and aircraft field. Six drawer De Luxe 
Chest has—positive stop drawers—hinged cover and 
can be used in combination with De Luxe Cruiser 
shown on pages 18 and 19. 























CONTENTS 
No. | Description [Pagel] No. | Description [Page 

5605 %" Sq. Dr. 25 Pc. Set 4 Long Deep Double Offset 
5723F ¥%* Sq. Or. 49 Pc. Set B Box End Wrenches 
5809F * Sq. Dr. 33 Pc. Set 13 2051 %* x Ke" Box Wr. 29 
5912F %* Sq. Dr. 19 Pc. Set 2052 "x %o" Box Wr. 29 
0700-6 Ratch. Box6 Pc. Set 31 2053 Arx Be Box Wr. 29 
1807 Obstr. Wr. 7 Pc. Set 27 2054 %* x %q" Box Wr. 29 
1709 Ign. 9 Pc. Set 56 = 2055 "Ye" x" Box Wr. 29 

197 Set Scr. Wr. 10 Pc. Set 33 2056 ‘e" x 1” Box Wr. 29 

Open End Wrenches 2057 1M" x 1%" Box Wr. 29 

1020 A" x fo" End Wr. 26 2058A = 1%" x 1%" Box Wr. 29 
1723 Ye" x Ag" End Wr. 26 Short 18° Box End Wrenches 
17258 Ye" x%e" End Wr. 26 "x He" Box Wr. 29 
1027 'Wg" x Ae" End Wr. 26 = 2062 Ya" x Hq" Box Wr. 29 
1729 %" x %" End Wr. 26 = 2063 %" x Vg" Box Wr. 29 
17318 1%" x 4" End Wr. 26 Midget Ignition 
1033C = 19g" x 1” End Wr. 26 Box End Wrenches 


g A" x Ae" Box Wr. 29 
1037 Ye" x 14" End Wr. 26 2022 %a" x Vo" Box Wr. 29 
NO. 5916 180 PC. TOOL SET IN METAL CHE: 

STD. PKG, 1.) PKG 


ST 
. PKG. 1. . WT. 137.50 LBS. 
NO. 5916F 180 PC. TOOL a ress METAL CHEST 


STD. PKG, 1. PKG. WT. 69.50 LBS. 
NO. 5917 161 PC. TOOL SET ses NO. 5912F %" SQ. 
DR. SET) IN METAL CHES 
STD. PKG. 1. PKG. WT. 109.50 LBS. 
NO.5917F 161 PC. TOOL SET (LESS NO. 5912F %" so. 
DR. SET AND LESS METAL CHEST) 
STD. PKG. 1. PKG. WT. 41.50 LBS. 

NO. 9906 CHEST ON eae x 12%" x 14%" 
STD. PKG. 1. PKG. WT. 68.00 LBS. 




















dare Avenue 1CdgO 3 OtS 





















169 PIECE MASTER MECHANICS TOOL SET 


Pedi e eee 
———9 


sz 
‘ 
aaannnenGasGeGO® 
SS 
— za 


r= Te os 


BB > 
43666088 CBB 


An excellent tool set for the mechanic who desires to have the right tool at the right time in the right 
place. Each DURO-CHROME tool is precision engineered to do the job for which it was designed. The 
variety of tools in this set plus the features of the De Luxe Chest and De Luxe Cruiser enables you to 
have the proper tool (when needed) at your finger tips at all times. For specifications of the De Luxe 
Chest and De Luxe Cruiser see pages 18 and 19. 



































































CONTENTS 
No, Description Page No. | Description Page No. Description Page 

5600 Y" Sq. Dr. 11 Pe. Set 4 2240 1” Comb, Wrench 28 1944 ye" Pin Punch 37 
5606 Y%" Sq. Dr. Dp Skt. Set 3 2241 14” Comb. Wrench 28 1947 %o" Pin Punch 37 
S721F ¥%" Sq. Dr. 24 Pc. Set 8 2242 1%” Comb. Wrench 28 1951 Y4" Taper Punch 37 
5710 Univ. Skt, 6 Pc, Set Z 2243 1%" Comb. Wrench 28 1952 ¥¢" Taper Punch 37 
5809F Y" Sq. Dr. 33 Pc. Set 13 Short 15° Box End Wr. 1954 \%" Taper Punch 37 
S911F %" Sq. Dr. 12 Po, Set 15 2061 %" x He" Box Wrench 29 1971 %" Center Punch 37 
0700-6 Ratch, Box 6 Pc, Set 31 2062 Ys" x %" Box Wrench 29 1981 1” Pry Bar 37 
Wi Ign. 11 Pc. Set 56 2063 5%" x's" Box Wrench 29 Hammers 
197 Set Scr. Wr. 10 Pc. Set 33 Screw Drivers 1530-8 Y Lb. Ball Pein 43 

Combination Wrenches 4703 Y" x 3” Sq. Blade 34 1530-16 | 1 Lb. Ball Pein 43 
2227S ¥," Comb. Wrench 28 4714 ye" x 4" Sq. Blade 34 1579 1 Lb, Soft Tip 43 
2228S ¥<" Comb. Wrench 28 4721 %" x 1%" Sq. Blade 34 Pliers 
2231S ¥%" Comb. Wrench 28 4726 %" x 6" Sq. Blade 34 2107 7” H. D. Cutting 40 
2232S 7a" Comb. Wrench 28 || 4730-8 | 5%" x 8" Sq. Blade 34 | 2103 Water Pump 39 
2233S Ys" Comb. Wrench 28 4681 Phillips No. 1 Pt. 35 2197 8” Slip Joint 39 
2234S | %«" Comb. Wrench 28 || 4682 Phillips No. 2 Pt. 35 |) 211 Long Nose Cutting 40 
2235S %" Comb. Wrench 28 4683 Phillips No, 3 Pt. 35 Miscellaneous 
2236S 1%" Comb. Wrench 28 4684 Phillips No. 4 Pt. 35 9035 Hacksaw 42 
2237S ¥," Comb. Wrench 28 Punches and Chisels 491 %" x %" Adaptor 5 
2237B 136” Comb. Wrench 28 1901 %" x 5%" Cold Chisel 37 483 Y" x %" Adpator 10 
2238 %" Comb. Wrench 28 1903 %" x7" Cold Chisel 37 228 Feeler Gauge 47 
2239 146" Comb. Wrench 28 1941 Yq" Pin Punch 37 208 Feeler Gauge 47 

NO. 5918 169 PC. TOOL SET WITH DE LUXE CHEST AND DE LUXE CRUISER 


NO. 
NO. 
NO 


NO 
NO. 


D 


. 5918F 169 PC. TOOL SET LESS DE LUXE CHEST AND DE LUXE CRUISER 


STD. PKG. 1. 
TD. PKG. 1. 


PKG. WT. 242.00 LBS. 
PKG. WT. 64.25 LBS. 


. 5919 157 PC. TOOL SET (LESS NO. 5911F %” SQ. DR. SET) WITH DE LUXE CHEST AND CRUISER 


STD. PKG. 1. 


PKG. WT. 226.25 LBS. 


. 5919F 157 PC. TOOL SET (LESS NO. 5911F %” SQ. DR. SET AND ress. DE LUXE CHEST AND CRUISER) 


. 9906 DE LUXE TOOL CHEST ONLY 


. 9907A DE LUXE CRUISER ONLY 


RU 


TD. PKG. 1. 
STD. PKG. 1. 
STD. PKG. 1. 




















PKG. WT. 48.25 LBS. 
PKG. WT. 68.00 LBS. 
PKG. WT. 110.00 LBS. 














































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































265 PC. MASTER MECHANIC’S DELUXE TOOL SET 


A complete set of the tools necessary to do the job better, faster and with less effort. 

Each DURO-CHROME tool is designed for its particular job—perfectly matched and balanced for pre- 
cision work. The selection of tools furnishes the utmost in utility and variety of combinations. 

With DURO-CHROME tools on the job you will be inspired and they will Promote customer-confidence 
in your workmanship. 


“THE DE LUXE CHEST” 


Truly modern in design and engineered for highest efficiency. Six drawers, graduated in size for separation of tools 
for easy selection, operate on compound slides assuring easy action even when heavily loaded. All drawers have 
Positive stops to make them spill-proof, yet can be removed for cleaning, etc; features not offered in other makes of 


DE LUXE “CRUISER” CABINET 

Built as a companion to the ‘De Luxe" 6 drawer chest. Top of Cruiser is flat with flanged edge on ends and back 
to keep chest in place or to keep tools from rolling off when used individually. Effortless gliding over smooth or 
rough floors enables you to take your tools right to the job and place them at your fingertips for step and time 
saving. Modern design with rounded corners all welded and reinforced. Extra strong 19 gauge steel, finished in rich 
red baked enamel with glistening chrome plated handles. Has two ball bearing swivel casters and two fixed casters 
for easy steering and a brake for parking at your work. Three large drawers for additional storage and tool separation 
are provided. Large or bulky tools are readily stored and quickly accessible in the open compartment. Separate locks 
are provided for each chest. 





















































NO. 9906 “DELUXE” 6 DRAWER CHEST 3rd Row—(1) 1034” deep, 23” wide, Le high: 
w—| yye ” wide, 3” high. 

DIMENSIONS: 4th Row—(1) 10%" deep, 23” wide, 3” hig! 

Chest—26%4” long, 12%” wide, 1454” high. NO. 9907A “DELUXE” TOOL CRUISER 

Drawers— DIMENSIONS: 
Top Row—(2) 1034” deep, 44” wide, 1%” high. Overall height with casters 324%", 274" wide, 18” deep. 

(1) 10%” deep, 113%” wide, 1%” high. 3 Large drawers—inside dimensions—21” wide, 16%” 
2nd Row—(1) 1034” deep, 23” wide, 1%" high. deep, 344” high. 
CONTENTS 
, Page Page Page 
No. Description No. No. Description No. No. Description No. 
5605F Sq. Dr. 25 Pc. Set 4 | Short 15° Box Wrenches 2126 Brk. Spring al 
5723F %" Sq. Dr. 49 Pc. Set 8 2021 %" x 5%" Box Wr. 29 2196 6” Slip Jt. 39 
5809F q. Dr. 33 Pc. Set 13 2022 %" x 4" Box Wr. 29 2187 8” Slip Jt. 39 
5912F Sq. Dr. 19 Pc. Set 15 2061 a"  %" Box Wr. 29 2141 8” Hose Clamp 4. 
0700-6 Ratch. Bx. 6 Pc. Set 31 2062 wrx Me, Box Wr. 29 Hammers 
Wit re Wr. 11 Pe. Set 56 2063 5" x 46" Box Wr. 29 1530-4 4 oz. Ball Pein 43 
1807 str. Wr. 7 Pc. Set 27 Screw Drivers 1530-8 % Lb. Ball Pein 43 
DS6 Tappet Wr. 6 Pc. Set 27 4703 ¥%" x 3° Scr. Dr. 34 1530-16 1 Lb. Ball Pein 43 
363 Fir. Nut Wr. 3 Pc. Set 57 Ami 3%" x 4" Ser. Dr. 34 1579 Soft Ti 43 
197 Set Scr. Wr. 10 Pc. Set 33 4721 %" x 1%" Scr. Dr. 34 
19001 P. & C. 15 Pc. Set 38 A124 %" x 4" Ser. Dr. 34 2081 a 57 
4770-5K Offset Scr. Dr. 5 Pc. Set 34 4126 %" x 6" Scr. Dr. 34 2081A %”" x ¥%" Starter Wr. 57 
1399 Scr. Ext. 6 Pc. Set 36 47128 %" x 8" Scr. Dr. 34 643 Male Drn, Plug Wr. 54 
Combination Wrenches 4740-10 %" x 10” Ser. Dr. 34 809914H Torque Wr. 21 

22278 %" Comb. Wr. 28 4681 No. 1 Phillips 35 4780 24° Scr. Starter 36 
22288 6’ Comb. Wr. 28 4682 No. 2 Phillips 35 4781 6° Scr, Starter 36 
22318 "Comb. Wr. 28 4683 No, 3 Phillips 35 4782 9" Ser. Starter 36 
22328 %" Comb. Wr. 28 4684 No. 4 Phillips 35 208 Feeler Gauge 47 
22338 * Comb. Wr. 28 4689 No. 2 Phillips Stubby 35 228 Feeler Gauge 47 
22348 4%" Comb. Wr. 28 4692 Spark eating 34 851 Wire Brush 50 
22358 * Comb. Wr. 28 4656-23 No's. 2-3 Phillips 35 790 Ring Comp. 57 
2236S iq" Comb. Wr. 28 4640 $4" x 4" Clutch Hd. 35 025 Carbon Scraper 57 
2237S %* Comb. Wr. 28 4641 46" x 4" Clutch Hd. 35 792 Ring Grv. Cinr. 57 
22378 14%" Comb. Wr. 28 4642 %" x 6" Clutch Hd. 35 250 Stud Remover 56 
2238 %4" Comb. Wr. 28 Pliers 2161 Universal Brk. Tool 50 
2239 14%" Comb. Wr. 28 2103 Water Pump 39 9035 lack Saw 42 
2240 1° Comb. Wr. 28 2107 H. D. Cuttin, 40 5510 10" Cir. Snips 42 
2241 146" Comb. Wr. 28 21 Long Nose Cutting 40 165 Muffler Cutter 45 
2242 1%" Comb. Wr. 28 2112 Lock Rin, 41 1988 Pry Bar 37 
2243 14%" Comb. Wr. 28 2116 Battery Pliers. 39 



































NO. 5920 265 PC. TOOL SET WITH DELUXE CHEST AND DELUXE CRUISER 

STD. PKG. 1. PKG. WT. 278.62 LBS. 
NO. 5920F 265 PC. TOOL SET (LESS DELUXE CHEST AND DELUXE CRUISER) 

STD. PKG. 1. PKG. WT. 100.62 LBS, 
NO. 5921 246 PC. TOOL SET (LESS NO. 5912F 34” SQ. DR. SET)—WITH DELUXE CHEST AND DELUXE CRUISER. 

STD. PKG. 1. PKG. WT. 247.62 LBS. 
NO. 5921F 246 PC. TOOL SET (LESS NO. 5912F %” SQ. DR. SET AND LESS DELUXE CHEST AND DELUXE 


CRUISER) STD. PKG. 1. PKG. WT. 69.62 LBS. 
NO. 9906 DELUXE TOOL CHEST ONLY STD. PKG. 1. PKG. WT. 68.00 LBS. 
NO. 9907A DELUXE CRUISER ONLY STD. PKG. 1. PKG. WT. 110.00 LBS. 



























































































































































































































































DURO METAL PROD D. 2649 W. Kildare Avenue cago 39, Illine 
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265 PC. MASTER MECHANIC’S DELUXE TOOL SET 
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PROCRESS Master Mechanic's Tool Crib 








a Presetting Torque Wrenches J fae 


















The DURO-CHROME presetting torque wrenches afford the utmost in speed, accuracy and efficiency. 
The desired torque is instantly set on the easy-to-read micrometer type adjustment. In addition to hear- 


ing a loud click, the operator will also feel a reduction in the resistance to turning of the wrench when 


the preset torque is reached. The instant the applied pressure is released, the wrench automatically re- 
sets for another cycle. 


A precision instrument for precision work, DURO-CHROME presetting torque wrenches are extremely 
useful in “‘hard to get at’’ places where it is impossible to read a scalé or a dial. The entire mechanism 


is enclosed for long life and accuracy. All models of presetting torque wrenches meet government 
specifications for accuracy. 


For peak efficiency, the DURO-CHROME presetting torque wrenches will torque accurately in both 
directions. Automatic resetting feature assures the exact degree of torque when a group of fasteners is 
torqued to the same setting. 









































[A] NO. 8088 14” SQUARE DRIVE RATCHETING HEAD The range is from 0 to 75 foot pounds and the gradua- 
TORQUE WRENCH: Presetting type featuring the 14” tions are in 44 foot pound units. Length 15”. 
square drive DURO CHROME 52 tooth action reversible STD. PKG. 1. PKG. WT. 2.06 LBS. 
ratchet head. Has range from O to 150 foot pounds 
with graduations in 1 foot pound units. Length 2054”. D) NO. 8084 %" SQUARE DRIVE RATCHETING HEAD 
STD. PKG. 1. PKG. WT. 2.50 LBS. TORQUE WRENCH: Compact reversible ratchet head 
has 52 tooth action. Handle incorporates micrometer 
v type presetting adjustment feature. Range is from 0 to 
B] NO. 8087 14” SQUARE DRIVE PLAIN HEAD TORQUE A at é 
WRENCH: Presetting type with rugged 4” square drive Laat fie with graduations in 14 foot pound units. 
plain head. Has range from 0 to 150 foot pounds with sie STD. PKG. 1. PKG. WT. 1.69 LBS. 
graduations in 1 foot pound units. Length 20%”. 
STD. PKG. 1. PKG. WT., 2.13 LBS. [E] NO. 8081 4” SQUARE DRIVE PLAIN HEAD TORQUE 
WRENCH: Micrometer type presetting adjustment built 
iC] NO. 8086 4” SQUARE DRIVE RATCHETING HEAD into this precision tool. For small delicate work this 
TORQUE WRENCH: Has 52 tooth action reversible wrench is graduated in 1 inch pound units with range 
ratchet head to ensure positive ratcheting action. Also from 0 - 150 inch pounds. Length 10”. 


has micrometer type presetting adjustment feature. STD. PKG. 1. PKG. WT. 1.06 LBS. 
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Torque Wrenches 























Manufacturers of cars and other mechanical equipment have determined by experience that better performance and 
longer life can be obtained from machines by tightening certain bolts or groups of bolts to a uniform degree of tight- 
ness. Even an experienced mechanic cannot tighten a group of bolts, such as cylinder head bolts, evenly: but with 
a DURO-CHROME Torque Wrench, an unskilled apprentice can quickly and accurately tighten bolts uniformly to manu- 
facturers recommendation. 

Torque is twist and is usually measured in foot pounds. For example: Imagine yourself pulling with a force of ten 
pounds at right angle to the handle of a wrench and at a distance of 1% feet from a bolt being tightened. The 
torque or twist exerted would be ten pounds multiplied by 14 feet or 15 foot pounds. Changing the distance of grip 
on the wrench, or changing the strength of pull, or changing the angle of pull, will change the torque applied. 

The DURO-CHROME Torque Wrench Instantly makes all of the calculations for you. Its simplified rugged construction 


uses a centerless ground alloy steel beam which accurately indicates on a clearly marked scale. 








A] NO. 8099-14 %” SQUARE DRIVE TORQUE 
WRENCH: This wrench has a range from O to 120 
inch pounds (10 foot pounds and is graduated in 5 
inch pounds units. Especially desirable for small deli- 
cate work such as measuring the preload drag on 
bearings, etc. Length 9”. 

STD. PKG. 1. PKG. WT. 0.50 LB. 


B) NO. 8099-% %” SQUARE DRIVE TORQUE 
WRENCH: This wrench has a range from O to 50 foot 
pounds with graduations in 2% foot pound units. The 
range covers most torque recommendations for smaller 
cars, appliances, aircraft applications as well as for 
adjusting automatic transmissions. Length 13”. 

STD. PKG. 1. PKG. WT. 0.75 LB. 


[] NO. 8099-14 %” SQUARE DRIVE TORQUE 
WRENCH: Has range from O to 100 foot pounds with 
graduations in 24% foot pound units. Recommended for 
torquing spark plugs, cylinder head bolts, connecting 




















rod bolts and most passenger car main bearing bolts. 
Length 18”. STD. PKG. 1. PKG. WT. 1.75 LBS, 


D] NO. 8099-144H 4%” SQUARE DRIVE TORQUE 
WRENCH: For all around purpose this wrench has a 
range from O to 150 foot pounds with graduations in 
5 foot pound units. Manufacturers’ recommendations 
for spark plugs, cylinder head bolts, connecting rod and 
main bearing bolts, and other parts on nearly every car, 
come within the range of this wrench. Similar recom- 
mendations for popular trucks are also within the range 
of this wrench. Length 18”. 

STD. PKG. 1. PKG. WT. 2.00 LBS. 


E] NO. 8099-3, %” SQUARE DRIVE TORQUE 
WRENCH: Heavy duty wrench with a range from 0 to 
300 foot pounds and is graduated in 5 foot pound 
units. Designed for heavy work on Diesel Engines, trac- 
tors, trucks, road machinery and other heavy equip- 
ment. Length 30”. STD. PKG. 1. PKG. WT. 5.50 LBS. 


























METRIC TORQUE WRENCHES 
Eliminates the necessity of converting S. A..E. measurements into METRIC measurements. 


NO. 8072 %” (9.53 mm.) SQUARE DRIVE METRIC 
TORQUE WRENCH: Has range from O to 700 centi- 
meter kilograms (cmkg.) and is graduated in 25 centi- 
meter kilogram units. Length 13”. 

STD, PKG. 1. PKG. WT. 0.75 LBS. 


NO. 8074 4” (12.7 mm.) SQUARE DRIVE METRIC 
TORQUE WRENCH: Has range from O to 20 meter 
kilograms (mkg.) and is graduated in 1 meter kilogram 
units. Length 18”. 

STD. PKG. 1. PKG. WT. 2.00 LBS. 




















A high quality line of %” square drive sockets designed for use on the compact foreign automobiles. 
Made from CHROME ALLOY STEEL the sockets are hot broached assuring thin, smooth walls of uniform 


thickness. 


Please refer to Page 5 for a complete selection of %” square drive handles and fittings. 


CHROME ALLOY STEEL %” SQUARE DRIVE 


CHROME PLATED FULLY POLISHED 











Length | Std. Pkg. 
No. Metric Opening | Inches 





46007 7MM 6 Pt. 1%" 
46008 8MM 6 Pt. 1M" 
46009 9MM 6 Pt. 1%" 
46010 10MM 12 Pt. 1M" 
46011 11MM 12 Pt. 146" 
46012 12MM 12 Pt. 1Y6" 
46013 13MM 12 Pt. 1%" 
46014 14MM 12 Pi 

46015 15MM 12 Pt. 

46016 16MM 12 Pt. 

46017 17MM 12 Pt. 14%" 
46018 18MM 12 Pt. 

46019 19MM 12 Pt. 
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A popular set featuring a selection of nine %” square 
drive metric sockets is available in the following sizes 
—7MM, 8MM, 9MM, 10MM, 11MM, 12MM, 14MM, 
17MM, 19MM. Metal tray provides an ideal method of 
separating these sockets from inch sizes. Tray has 
full length rolled edge for quick attachment to tool 
box or tote tray. 


NO. 5780MM 9 PC. SET IN TRAY 
STD. PKG. 1. PKG. WT. 1.00 LB. 


NO. 9841 METAL TRAY ONLY 
STD. PKG. 1. PKG. WT. 0.50 LB. 


13 PIECE SET 


A complete range of %” square drive metric sockets is 
available packaged in a carton. 
NO. 5781MM 13 PIECE SET IN CARTON 

STD. PKG. 1. PKG. WT. 1,00 LB. 
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11 PIECE SET 











A basic starter set containing the most essential 
sockets. 











CONTENTS 

No. Description No, Description 
46007 7MM 6 Pt. 46012 12MM 12 Pt. 
46008 8MM 6 Pt. 46014 14MM 12 Pt. 
46009 9MM 6 Pt. 46017 17MM 12 Pt. 
46010 10MM 12 Pt. 46019 19MM 12 Pt. 
46011 11MM 12 Pt. 4480 Cross Bar 

4481 Swing Hd. Hdle. 











NO. 5782MM 11 PIECE SET IN METAL BOX 
STD. PKG. 1. PKG. WT. 2.62 LBS. 


NO. 9889 METAL BOX ONLY—104%” x 34%” x 2” 
STD. PKG. 1. PKG. WT. 1.37 LBS. 


18 PIECE SET 








This set features the complete series of %‘’ Sq. drive 
metric sockets, a popular group of fittings, and a 
special 14MM deep spark plug holding socket, 1%,’ 
opening. 











CONTENTS 
No. | _Description {| No. | _ Description 
46007 7MM 6 Pt. 46016 16MM 12 Pt. 
46008 8MM 6 Pt. 46017 17MM 12 Pt. 
46009 9MM 6 Pt. 46018 18MM 12 Pt. 
46010 10MM 12 Pt. 46019 19MM 12 Pt. 
46011 11MM 12 Pt. 4433 6” Extension 
46012 12MM 12 Pt. 4448HS 146" Spk. Plg. Skt. 
46013 13MM 12 Pt. 4475 Rev. Ratchet 
46014 14MM 12 Pt. 4481 Swing Hd. Hdle. 
46015 15MM 12 Pt. 4480 Cross Bar 








NO. 5783MM 18 PC. SET IN METAL BOX 
STD. PKG. 1. PKG. WT. 4.13 LBS. 


NO. 9889 METAL BOX ONLY—104%” x 34%” x 2” 
STD. PKG. 1. PKG. WT. 1.37 LBS. 

















All of the features of the box and open end wrenches 
are combined in one wrench. Both ends have same size 
openings. Box end is Offset 10° for clearance and 
the open end is at a 15° angle for positive nut turning 
in restricted space. Forged from CHROME ALLOY 
STEEL, each wrench is brightly chrome plated. 

Box end of No. 44009 is 6 point, all other wrenches 
are 12 point. 











Open | Open 
Head | Head Pkg. 
Len Length | Thick. | Thick. | Std.| Wt. 
No. | Size | MM. In. MM, In| Pkg] Lbs. 
44009 | 9MM{ 120 | 4%” 5.16 1" 6 | 0.50 
44010 | 10MM | 120 | 4%” 5.16 134" 6 | 0.50 
44011 | 11MM} 131 | Sy” | 5.54 yw” | 6 | 0.75 
44012 | 12MM | 146 5%" 5.94 14 6 | 0.88 
44013 | 13MM | 146 | 5%” | 5.94 | ie" | 6 | 0.88 
44014 | 14MM | 162 6%" 6.35 ye 6 | 113 
44015 | 15MM | 162 6%" 6.35 y" 6 | 1.13 
44016 | 16MM | 179 | 7%" 7.14 Yo" 6 | 1.50 
44017 | 17MM | 179 | 7%" 7.14 %" 6 | 1.50 
44018 | 18MM | 194 7%" | 7.51 194" 6 | 1.88 
44019 | 19MM | 209 | 8%” 7.92 He” 6 | 2.13 
44020 | 20MM | 209 | 8%” | 7.92 He" 6 | 2.13 
44021 | 21MM | 267 | 10%" 871 WA 6 | 275 
44022 | 22MM | 288 | 11%” 9.12 234," 6 | 3.37 











METRIC OPEN END WRENCHES 
Select Steel—Engineer Type 
Chrome Plated Polished Heads 


Needed for the repair or adjustments on foreign cars 
by car owners and mechanics. These wrenches are 
drop forged and scientifically heat treated. Clean, ac- 
curate broaching of sizes assure exact fit. Openings 
are at a 15° angle to body permitting turning of nuts 
or bolts with a swing of only 30°. 




















Head | Head 
Metric | Length | Length) Thick.| Thick.| Std. Pkg. 

. | Opening In. | MM. | In. | Pkg. Wt. 
40607 | 6x 7] 82.55] 3%” 13.57 | %” | 6 | 0.25Lb. 
40809) 8x 9] 95.25] 3%” | 3.97 | so” | 6 | 0.37 Lb. 
4011 | 10x11 | 114.30) 4%" | 4.76 | x’ | 6 | 0.50 Lb. 
41213 | 12x13 | 138.11 | 5%” | 5.16 | 134" | 6 | 0.88 Lb, 
41415 | 14x15) 163.51 | 6%” | 5.95 | 4" | 6 | 1.50 Lbs: 
41617 | 16x17 | 163.51 | 6%" | 5.95 | 4” | 6 | 1.50 Lbs. 
41819 | 18x19} 185.74] 7" | 7.14 | %" | 6 | 2.00 Lbs. 
42022 | 20x 22 | 209.55 | 8%" | 7.94 ” | 6 | 3.00 Lbs. 
42123 | 21 x 23 | 228.60 | 9” 9.53 | %” | 6 | 4.37 Lbs. 
42426 | 24 x 26 | 228.60 | 9” 9.53 | %” | 6 | 4.37 Lbs. 








COMBINATION WRENCH SETS IN ROLLS 


Convenient reinforced Vinyl plastic tool roll. Pockets 
are imprinted with wrench size for easy selection. 


7 50 
PIECE ey 
SET 
Set contains seven pop- 
ular size metric combin- 
ation wrenches as fol- 
lows; 9MM, 10MM, Vy Ee 
11MM, 12MM, 14MM, | ia 
17MM and 19MM. 






































NO. 47000-1 7 PIECE SET 
STD. PKG. 1. PKG. WT. 1.60 LBS. 


NO. DUK191 PLASTIC ROLL ONLY 






































hee A complete set 

ia | of metric 

| combination 
wrenches from 
9MM to 22MM 
inclusive. 


NO. 47000-2 14 PIECE SET 
STD. PKG. 1. PKG. WT. 4.50 LBS. 
NO. DUK192 PLASTIC ROLL ONLY 


6 PIECE SET 





This six piece set contains twelve of the most popular 
metric openings. Range 8MM to 19MM inclusive. 











CONTENTS 
No. Size MM. No, Size MM. 
40809 8x 9 41415 14x15 
41011 10x11 41617 16x 17 
41213 12x13 41819 18x19 





NO. 43000-1 6 PC. METRIC OPEN END WRENCH SET 
STD. PKG. 6. PKG. WT. 7.00 LBS. 


10 PIECE SET 


o. METRIC WRENCH BIT 
NO, 43000-4 ‘ 





A complete set of metric open end wrenches in a 
vinyl plastic kit. Range 6MM to 26MM inclusive. 
NO.43000-2 STD. PKG. 1. PKG. WT. 4.00 LBS. 


NO. DUK193 KIT ONLY 
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vare D e Metric Sockets 





Sockets are hot broached with thin smooth walls of uniform thickness and perfectly centered. All sockets have four 
retaining grooves built into the drive end to quickly lock the socket to the fitting—no fumbling or positioning nec- 
essary as with single position locking devices. 


Please refer to Page 9 for a complete selection of 4” square drive handles and fittings. 
CHROME ALLOY STEEL 17 PIECE SET m 
——— 





CHROME PLATED 





















































22:ROINT FULLY POLISHED 
ny me 
qi my 
Dono off} 
Metric Length Length Std. Pkg. f 
No. Opening MM. Inches Pkg. Wt. ~ 
47010 10 38.10 Ty" 6 | 9.75 Lb. 
47011 11 38.10 14" § 9.75 tb. —=z 
a7ei2 ae 3818 | ie € | 648 te A popular set containing a long range of metric sizes 
47914 14 33.69 Let 4 O76 tb. and for greater utility a ratchet and extension is in- 
47016 16 33.88 Tee 8 3:78 tb: cluded. Furnished complete in metal box. 
47018 18 39.69 1%" 6 | 1:25 Lbs. CONTENTS 
47019 19 39.69 1%" 6 | 1:50 Lbs. . — 
47020 20 41:28 1%" 6 | 1:62 Lbs. No. T Description T__ No. Description 
47021 21 41.28 1%" 6 | 1:62 Lbs. air TIMM. 12 Pt. Socket 47025 | 25MM. 12 Pt. Socket 
47022 22 42:07 12%" 6 | 1:87 Lbs. 47012 12MM: 12 Pt. Socket 47026 | 26MM. 12 Pt: Socket 
47023 23 42:07 124q" 6 | 1.87 Lbs. 47013 13MM: 12 Pt. Socket 47027 | 27MM. 12 Pt. Socket 
47024 24 42.07 1%" 6 | 1:87 Lbs. 47014 14MM. 12 Pt. Socket 47028 | 28MM. 12 Pt. Socket 
47025 25 42:07 1%/_" 6 | 2.25 Lbs. 47017 | 17MM: 12 Pt. Socket 664 5%" Extension 
47026 26 42.07 aa" 6 | 2:25 Lbs. 47019 | 19MM. 12 Pt. Socket 667 15%" Sw. Hd. Hdle. 
47027 27 42.07 2_" 6 | 2:50 Lbs. 47022 | 22MM. 12 Pt. Socket 668 9” Cross Bar 
47028 28 42.07 12if_" 6 | 2:50 Lbs. 47023 | 23MM. 12 Pt. Socket 675 Rev. Ratchet 
47029 29 42.07 12fq" 6 | 2:75 Lbs. 47024 | 24MM. 12 Pt. Socket 
47030 30 42.07 Li," 6 | 3:37 Lbs. = 
47032 32 42.07 1A 6 4.00 Lbs. NO. 5883-MM 17 PC. METRIC SET IN METAL BOX 
13 PIECE SET STD. PKG. 1. PKG. WT. 9.50 LBS. 





NO. 9894 BOX ONLY—18)4” x 5%” x 3%” 
STD. PKG. 1. PKG. WT. 3.00 LBS. 








36 PIECE SET 


This tray containing thirteen popular metric sockets 
provides an ideal method of separation of your metric 
sizes from inch sizes. Tray can be hooked on edge of 
tool box or tote tray. Movable handle prevents spilling 
sockets. Sizes—10MM thru 22MM. 
NO. 5880-MM_ STD. PKG. 1. PKG. WT. 2.88 LBS. 
NO. 9843 METAL TRAY ONLY 

STD. PKG. 1. PKG. WT. 0.75 LB. 
A complete range of 22 metric sockets is available 
packaged in a carton. Sizes 1OMM thru 32MM. 
NO. 5881-MM STD. PKG. 1. PKG. WT. 6.00 LBS. 





12 PIECE SET 





A complete set of metric sockets and 4%” Sq. Dr. 
fittings plus a set of metric combination wrenches, 
Furnished complete in metal box. 
































CONTENTS 
| No. | Description il No. | Description 
. cee Oe | RMR ees | Ge Bak Sag 
A general purpose set containing 10 of the more Wiotz | taMm 12 Pt socket | 47027 | 27MM to bt Socket 
popular sizes of sockets and swing head handle with aos GMM. B Pt Socket quis ZEN. B Pt Socket 
i i . t. Socket . . Socket 
cross bar. Furnished complete in metal box. ins ish. iH Pt Socket ‘rant om 2 Pt Socket 
. c kel I. Cc 
CONTENTS 47017 | 17MM. 12 Pt Socket | 651 18" Speeder 
— 47018 18MM. 12 Pt. Socket 662 3” Extension 
No. __| Description el | Description 47019 19MM. 12 Pt. Socket 664 54" Extension 
amit TIMM. 12 Pt. Socket 47022 | 22MM. 12 Pt. Socket 47020 | 20MM. 12 Pt. Socket 665 10” Extension 
47012 | 12MM. 12 Pt. Socket 47023 | 23MM. 12 Pt: Socket 47021 21MM. 12 Pt. Socket 667 15%” Sw. Hd. Hdle. 
47013 | 13MM. 12 Pt. Socket 47024 | 24MM: 12 Pt. Socket 47022 | 22MM. 12 Pt. Socket 588 Univ. Joint 
47014 | 14MM: 12 Pt. Socket 47025 | 25MM. 12 Pt. Socket 47023 | 23MM. 12 Pt. Socket 675 Rev. Ratchet 
47017 | 17MM. 12 Pt. Socket 668 9 Cross Bar 47024 | 24MM.12 Pt Socket || 4700-1 | 7 Pc. Comb. Wr. Set 
47019 | 19MM. 12 Pt. Socket 666 114" Sw. Hd. Hdle. 
NO. 5882-MM 12 PC. METRIC SET IN METAL BOX NO. 5884-MM 36 PC. METRIC SET IN METAL BOX 
STD. PKG. 1. PKG. WT. 5.00 LBS STD. PKG. 1. PKG. WT. 21.48 LBS. 
NO. 9892 BOX ONLY—12%” x 3%" x 2” NO. 9812 BOX ONLY—19” x 74” x 64” 
STD. PKG. 1. PKG. WT. 1.62 LBS. STD. PKG. 1. PKG. WT. 8.00 LBS. 








Al 4%” SQUARE DRIVE SOCKETS: for power nut run- 
HR ? and impact tools. A six point, “Hot-broached", 
straight walled socket made from CHROME ALLOY 
STEEL. Has ample bevel on nose for easy application 
and drilled for locking to socket driver. 

















E] NO. 5862 8 PIECE EXTRA DEEP SOCKET SET WITH 
TRAY—Range %;" to 4%" 

STD. PKG. 1. PKG. WT. 3.56 LBS. 
NO. 9842 METAL TRAY ONLY 
STD. PKG. 1. PKG. WT. 1.00 LB. 














No. Size Length |Std.Pkg. Pkg. Wt. 
1164 Aer 1y" 6 0.93 Lb. 

1166 yy," 14" 6 0.93 Lb. 

1168 Her" 1," 6 0.93 Lb. 

1169 Wa" 14" 6 1.06 Lbs. 
1170 5" 1" 6 1.12 Lbs. 
1172 We" 1y¥" 6 1.31 Lbs, 
1174 %" 14" 6 1.37 Lbs. 
1175 2" 1y" 6 1.75 Lbs. 
1176 THe" 14" 6 1,93 Lbs. 
1178 J" 1%" 6 2.12 Lbs, 
1180 16" 1%" 6 2.68 Lbs. 
1182 ba 1%" 6 2.93 Lbs. 
1184 1Y¢" 1%" 6 3.37 Lbs. 
1186 14" 1%" 6 3.43 Lbs. 
1190 14" 1%" 6 3.75 Lbs. 























B] 15 AND 10 PIECE 4%” SQUARE DRIVE 
SOCKET SETS 


NO. 5861 15 PIECE IMPACT SOCKET SET WITH TRAY 
—RANGE %,” TO 1%” 
STD. PKG. 1. 
NO. 9883 METAL TRAY ONLY 
STD. PKG. 1. PKG. WT. 1.37 LBS. 


NO. 5860 10 PIECE IMPACT SOCKET SET WITH TRAY: 
Sizes, Xe’, 4", Ma Le MK, YH", Ke!" ll, We", and 1". 
PKG. 1. PKG. WT. 3.25 LBS. 

NO. 9840 stil vent ONLY 
STD. PKG. 1. PKG. WT. 1.00 LB. 








PKG. WT. 6.13 LBS. 























[C] NO. 1163 4%” SQUARE DRIVE IMPACT UNIVERSAL 
JOINT: For use in restricted places and to clear ob- 
structions.ye STD. PKG. 2. PKG. WT. 0.80 LB. 
D] %& %” SQUARE DR. EXTRA DEEP SOCKETS: 6 point. 
1142 He" 34" 6 2.47 Lbs. 
1143 y,!" 3%" 6 2.23 Lbs. 
1144 Hs" 3%" 6 2.05 Lbs. 
1145 5" 3%" 6 2.35 Lbs. 
1146 We" 3%" 6 3.01 Lbs. 
1147 A" 3%" 6 3.19 Lbs. 
1148 Ve" 34%" 6 3.79 Lbs. 
1149 Ze" 34," 6 4.70 Lbs. 





%* Not Guaranteed. 


F] EXTENSIONS: Two popular lengths to clear ob- 
structions. All 4” square drive. 
NO. 1155 5” EXT. * 

STD. PKG. 4. PKG. WT. 1.95 LBS. 
NO. 1156 10” EXT. %& 
STD. PKG. 4. PKG. WT. 3.74 LBS. 


HEXAGON DRIVE EXTENSION ADAPTOR: %,’ hexa- 

gon end fit Independent Pneumatic drivers—%" hexa- 

gon end fit Black and Decker and Chicago Pneumatic 
rivers. 


Xi’ MALE HEX. TO 4” MALE SQUARE DRIVE 














(9) 




















No.% | Length | Std. Pkg. Pkg. Wt. 
1158 | 2354" 4 0.95 Lb, 
1159 of 4 1.77 Lbs. 
% MALE HEX. TO 4.” MALE SQUARE DRIVE 
1160 3" 4 1.37 Lbs. 
1161 | 5 | 4 2.45 Lbs. 








%” SQUARE DRIVE IMPACT TOOL SOCKETS 





Six point impact tool sockets for power nut running 

and impact tools. Sockets have straight walls and ade- 

quate strength for removing tough nuts. Bevel on nose 

ior easy application and drilled for locking socket to 
river. 











No.% | Size | Length |Std.Pkg.| Pkg. Wt. 
4360 He" 146" 6 0.34 Lb. 
4362 %" 1%" 6 0.37 Lb. 
4364 Ae" 1%" 6 0.40 Lb. 
4366 yn" 1%" 6 0.56 Lb, 
4368 Her" 14" 6 0.68 Lb. 
4370 5" 14," 6 0.87 Lb, 
4372 TY ¢" 14" 6 1.00 Lb. 
4374 aH" 14" 6 1.37 Lbs. 





NO. 5760 8 PIECE SET, %" to %” WITH TRAY 
STD. PKG. 1. PKG. WT. 1.25 LBS. 
NO. 9841 METAL TRAY ONLY 
STD. PKG. 1. PKG. WT. 0.50 LB. 











THIN HEAD PATTERN AUTOMOTIVE TYPE 


—=£ 


Mechanics like the balanced streamlined design of 
DURO-CHROME open end wrenches. The heads are 
scientifically designed for strength to resist spreading 
and for maximum clearance. Accurately broached open- 
ings fit nuts perfectly and seat securely for safety and 
speed. Openings are set at 15° angle to handle permit- 
ting rotation of hexagon nuts with a swing of only 30°. 


Handles are smooth and comfortable with satin finish 
for sure grip in soiled hands. Forged from CHROME 
ALLOY STEEL carefully heat treated, with mirror 
polished heads. Chrome plated for lasting beauty. 


A (Type IV). 
















A choice of open end wrench sets—each set in a 
durable piastic kit with the wrench size imprinted over 
the individ pockets. 














6 PIECE SET 
CONTENTS 
No. | Size No. Size 
1020 YU xp 1027 Wal 1%" 
1723 "xm" 1729 Ax nH" 
1725B Ya" x" 1731B 1H" x " 





NO. 1703 6 PC. SET 










































































Head | Std. | Pkg. STD. PKG. 1. PKG. WT. 1.44 LBS. 
No. Size Length | Thick | Pkg. | Wt. Lbs. NO. DUK180 KIT ONLY 
1020 Ux Ke | 3%" | #" | 6 0.31 = 
1721 Kelx He" | 4%" | He" | 6 0.31 
1021 She! x MA" 
1723 He" x Hel 5" ye" | 6 0.50 
1725 He! x Ya" 5%" | a" | 6 0.68 
ye %," VAG 15g," 
17258 Hx Me, 6%) hs 6 | 1.00 7 PIECE SET 
1727 He" x Hl" 6%" ys" 6 1.12 
1027C | He" x Ye" 
1027 | "xe" | 7” ya" | 6 1.31 
1028 | A" x%" | 8” me" | 6 1.62 
1729 5" x 3A" 
1029 | A" x%" | By" | mH" | 6 2.06 
1029C | 1%" x 1%" | CONTENTS 
1731A | "x 7%" O%6" Wa" 6 2.93 No. Size . Size 
1731B | '%6" x 7%" at Wea aH Ax" 
1033A | "x '%" | 10%" 24," 6 3.93 1723 "Xx A! 1731B 1H" xh" 
1033C | '%«" x 1” 1725B Yn" x %" 1033¢ 1" x 1" 
"x . NO. 1704 7 PC. SET 
1037 | 1Y%e"x 14" STD. PKG. 1. PKG. WT. 2.19 LBS. 





“KLIP-TITE” OPEN END WRENCH SETS 





A convenient way to hold end wrenches is in a metal 
ol Set offered with 5 or 6 wrenches. No duplication 
of sizes. 




















CONTENTS 
No. | Size No. Size 
1721 Ke xh" 1029 "Ye" Khe" 
1725 He" x Yo" 1731A n"x hh" 
1721 Ha" x" 
NO. 1701 5 PC. WRENCH SET—Range %’ to 4%" 
STD. PKG. 1. PKG. WT. 1.31 LBS. 
NO. 1702 6 PC. WRENCH SET—Range %,” to 1” 
STD. PKG. 1. PKG. WT. 2.00 LBS. 


A Federal Specification GGG-W-00636c applies 
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NO. DUK181 KIT ONLY 

















a 


CONTENTS 


14 PIECE SET 

















NO. 1705 14 PC. SET 
STD. PKG. 1. 
NO. DUK182 KIT ONLY 



































PKG. WT. 5.94 LBS. 














TAPPET WRENCHES 


Extra thin heads are strong and accurately sized with 
openings at 15° for better utility. The handles are long 
to clear manifolds and all edges are rounded for com- 
fort. Forged from CHROME ALLOY STEEL, wrenches are 
brightly chrome plated with mirror polished heads. 


A (Type X, Class 1). 








Head | Std. | Pkg. 
No. Size Length | Thick | Pkg. | Wt. Lbs. 








Di He" Ka" TA" in" 6 

D1A He" x Yo" 7A" Ha" 6 

D2 Ya" x He" 7%" YA" 6 

D2A | %"x %" 776" | Ma S 1.00 
6 
6 





EXTRA LONG TAPPET WRENCHES 








LDT14 Ye" 12%" | 4" 6 1.50 
LDT16 wa 12%" | 1%" 6 1.50 
LDT18 He" 12%" | 6 1.50 











OBSTRUCTION END WRENCHES 


(Wey 


Designed for use around manifolds and in other close 








1821 ¥" x FH" SY" 4" 6 0.62 
1823 He" xX He" 5" "a" 6 0.56 
1825 Ya" x 2" 6" 4" 6 1.06 
1827 He" x He" 6y," 144" 6 1.00 
1829 Re" x %" 7%" A" 6 1.43 
1830 Ye" x Wel" 7" 4" 6 1.37 
1831 A" x 5" TY" yy" 6 1.75 





DROP FORGED IGNITION TYPE WRENCHES 
15° AND 60° OPENINGS 


Accurately sized to turn small nuts in close quarters. 
Used daily by mechanics .working on ignition and 
electrical systems, radio, television, carburetors and 
other small devices. Drop forged from high quality 
steel. Brightly chrome plated with polished heads. 


A (Type VI, Style 1). 











Openings 





DAAAAAAHAAAA 





See Page 56 for additional Ignition Tools and Sets. 


A Federal Specification GGG-W-00636c applies 



















































































TAPPET WRENCH SETS 









































4 PC. SET 6 PC. SET 





CONTENTS J 














NO. DS4 4 PC. SET 
STD. PKG. 1. PKG. WT. 0.87 LB. 
NO. DUK177 KIT ONLY 
NO. DS6 6 PC. SET 
STD. PKG. 1. PKG. WT. 1.06 LBS. 
NO. DUK178 KIT ONLY 














TAPPET WRENCH SETS 








































































































8 PIECE SET 
ais? a CONTENTS 
Quan. No. | Size 
2 DIA He" x Ya" 
2 D2 wx He" 
2 D3 A" xn” 
2 D4 Kn" x _h" 


NO. DS8 8 PC. SET 
STD. PKG. 1. PKG. WT. 1.75 LBS. 
NO. DUK179 KIT ONLY 





























































































































pea Se ae 
/ om OBSTRUCTION 
= WRENCH SET 
7 PIECE SET 
a bs CONTENTS 
No. Size [~_No. Size 
1821 Hx" 1829 Hx Kr 
1823 el X10 1830 Wha X14" 
1825 Yr xy" 1831 - nx %" 
1827 Wl XK 








NO. 1807 7 PC. SET 
STD. PKG. 1. PKG. WT. 1.50 LBS. 
NO. DUK172 KIT ONLY 
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CHROME ALLOY STEEL combination wrenches are available in the short handle as well as in the long 
handle series. Both ends of each wrench are of identical size. The box end fits hexagon nuts and bolts 
and the open end fits both hexagon and squares. Box end is offset ata 10° angle for clearance and open 
end is ata 15° angle for positive nut turning in restricted space. Completely chrome plated with highly 
polished heads and satin finished handles. 

All box ends are 12 point except No’s. 2227S, 2228S, 2231S and 2231 which are 6 point. 

















































































































































































































































































































































































































































































































SHORT HANDLE SERIES LONG HANDLE SERIES 
A (Type Ill) A (Type II!) 
Open Open 
End Pkg. End Pkg. 
Head | Std. Wt. Head | Std. Wt. 
No. Size Length | Thick | Pkg. Lbs. No. Size Length | Thick | Pkg. Lbs. 
2227S* y" A! 6 0.28 2231* ¥H" 7" He" 6 0.68 
2228S* He" 6 0.31 2232 He" THe" 1344" 6 0.87 
2231S* %" 6 0.46 2233 yn 7'Ve" Fa" 6 1.12 
2232S He" 6 0.62 2234 Hel" BY" 1544" 6 1,56 
2233S Yat 6 0.87 2235 5" 87," y," 6 1.75 
2234S He" 6 1.18 2236 We" 934" a" 6 2.18 
2235S x" 6 1.43 2237 x," 10%" 1944" 6 2.50 
2236S Yel" 6 1.75 2237B Ve" 104," Yq" 6 2.93 
2237S %" 6 2.12 2238 %e 11%" ha" 6 acs 
1 
* Indicates 6 point ae, 2239 | vw | iw | Ye | 6 | 450 
2241 1%" 144%" A" 3 3.43 
cS 2242 1%" 1544" 4 3 4.00 
2243 14" 16%" 2K" 3 5.00 
| | * Indicates 6 point 
| 
7 PIECE SET 
oe - LONG HANDLE TYPE 
CONTENTS 
5 PIECE SET 6 PIECE SET \ 
CONTENTS CONTENTS 1 
No. Size ll No. | Size 
2227S y" 2232S oe 
2228S Ke 2233S y" 
2231S H" 2234S H" 
2232S As” 2235S %" = eye 7 
2233S ae 2236S Ys" NO. 2230L-7 7 PC. SET WITH KIT 
2237S H" STD. PKG. 1. PKG. WT. 1.94 LBS. 
NO. 2230S-5 5 PC. SET WITH KIT NO. DUK176 KIT ONLY 


STD. PKG. 1. PKG. WT. 0.44 LB. 
NO. DUK187 KIT ONLY 
NO. 2308-6 OFC PeKG. I PKG. WT. 1.50 LBS 
. PKG. 1. WT. 1. ; 14 PIECE SET 
NO. DUK188 KIT ONLY eee 















11 PIECE SET 
CONTENTS = 

No. Size 

7231S a 

22325 He 

22338 yr 

2734S H 

2235S %" 

2236S ‘Yat 

2031S yw" 

22378 Ya 

2238 he 

2239 al 

2240 Mg i 














NO. 2230-11 11 PC. SET WITH KIT 
STD. PKG. 1. PKG. WT. 4.56 LBS. STD. PKG. 1. PKG. WT. 8.81 LBS. 


NO. DUK185 KIT ONLY NO. DUK186 KIT ONLY 


A Federal Specification GGG-W-00636c applies 
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DURO-CHROME box wrenches are forged from ALLOY STEEL and heat treated for extra strength. 
Unique design features afford the utmost in utility — deep double offset pattern is available in the 
short, long and extra long series — 15° pattern is available in the midget, short, long, and extra long 
series. Openings are 12 point except the %” x %” size which is 6 point. 
Wrenches have comfortable balance — handle length is proportioned to size of openings. 


DEEP DOUBLE OFFSET LONG PATTERN 





A (Type |, Class 2, Design A, Style 1). 





LONG 15° PATTERN 





































































































No. Size Length | Std. Pkg. | Pkg. Wt. Lbs. No. | Size Length | Std. Pkg. | Pkg. Wt. Lbs. 
2051* "x He" | 7%" 6 1.18 2011* | "x %" 6y," 6 0.93 
2051A "x yy" | 84" 6 1.43 2011A| %"x 4" 7%" 6 1.12 
2052 | "x %" | 8%" 6 1.68 2012 | %"x He" | BH" 6 1.56 
2052A| %"x %" | 9%" 6 2.18 2013 "x 5%" 95%" 6 1.93 
2053 | %"x'Ye" | 9%" 6 2.50 2013A| %"x'"%e" | 10%" 6 2.93 
2053A| %"x 34" | B%" 6 2.56 2013B| %"x %" | 104" 6 2.93 
2053B | "Ye" x '%" | 10%" 6 3.00 2014B | "6" x '%" | 12" 6 2.87 
2054 | %4"x%" | 11%" 6 3.43 2015 | %"x %" | 13%" 6 3.68 
2054A | "x 74" 1a § 3.50 2016 | '%"x 1" 16" 6 5.62 

yet 
oe ler |i | 6 oy EXTRA LONG PATTERN 
2017 | 1%"x 1%" | 16%" 3 3.62 
EXTRA LONG PATTERN 2017A| 1%"x i" | 164" | 3 3.68 
2057 | 1%" x 1%" | 16” 3 3.93 2018E | 14" x 1%" | 17%" 3 5.31 
2058A | 1%" x 114" | 18%." 3 5.12 MIDGET IGNITION BOX WRENCHES 
2058B | 144" x 114" | 1734" 3 5.25 —— - 
2059A | 1%" x 13%" | 20" 3 6.25 2021 A" x He 37% 6 0.18 
2059B | 1%" x 1%" | 22%" 3 8.75 2022 | %" xo" | 3%" 6 0.18 
j 
6 PIECE SET * 
CONTENTS 6 PIECE SET 
: CONTENTS 
No. | Size | Te] 3 
2051 Hx Kee . ize 
2052 rr nt 2011 Rx te 
2053A | "x %" 2012 Yr x mi 
2053B | 1149" x 1%" 20138 | %"x %" 
amet Kx Kr 20148 "me Xe 
205 1H x1" "x KY 
ae eho, 2016 WA xT 


NO. 2050-6 6 PC. SET WITH KIT 
PKG. WT. 3.31 LBS. 


STD. PKG. 1. 





NO. DUK184 KIT ONLY 


NO. 2010-6 6 PC. SET WITH KIT 
STD. PKG. 1. 











PKG. WT. 3.25 LBS. 


NO. DUK173 KIT ONLY 











DEEP DOUBLE OFFSET SHORT PATTERN 


A (Type |, Class 2, Design A, Style 2). 




















No. | Size | Length |Std. Pkg. | Pkg. Wt. Lbs. 
2041* | %" x He" 4H." 6 0.68 
2042 YA" x el" 5y" 6 1.00 
2043 Ya" x Ye" 6" 6 1.43 

3 PIECE SET 
CONTENTS 
No. | Size 
2041 "x HK" 
2042 Ye" x He" 
2043 a" x1%y" 


NO. 2040-3 3 PC. SET WITH KIT =| 
STD. PKG. 1. PKG. WT. 0.62 LB. 


NO. DUK174 KIT ONLY 





A Federal Specification GGG-W-00636c applies 


DURU 

















SHORT 15° PATTERN 


a 


A (Type |, Class 1, Style 2). 























No. | Size | Length | Std. Pkg. | Pkg. Wt. Lbs. 
2061* | %"x He" | 4" 6 0.56 
2062 Ya" x He" | 45%" 6 0.75 
2063 a" x Ye" 5¥" 6 0.93 

3 PIECE SET 
CONTENTS 
No. | Size 
2061 Ax AW 
2062 Yu" x yw" 
2063 Sa" XY" 


NO. 2060-3 3 PC. SET WITH KIT! 
TD. PKG. 1. 


Ss 
NO. DUK175 KIT ONLY 


* Indicates 6 point 
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PKG. - 0.44 LB. 








These wrenches combine best features of open end and box end wrenches. Both ends of each wrench have identical 
size openings. The box end is offset 10° for clearance and the open end is at 15° angle for positive nut turning in 
restricted space. Box opening fits hexagon nuts or bolts; open end will fit both hexagons and squares. Each wrench 
is brightly chrome plated with polished heads and satin finished handles. Forged from CHROME ALLOY STEEL. 
Box end of No. 2031 is 6 point for better fit on this small size. All other wrenches are 12 point. 


A Federal Specification GGG-W-00636c, Type III, applies. 
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NORMAL DUTY STILLSON PATTERN 


The popular pattern of these normal duty all steel 
wrenches meet all requirements for use on the farm, 
in the home, and light industrial applications. Handles 
and heads are of special analysis steel, heat treated. 
Drop forged handles have the I beam, or recessed 
panel design for greater strength and less weight. Jaw 
teeth are deep milled, uniformly spaced, and induction 
hardened locally —an exclusive feature. Head has 
attractive machine ground finish. 


A Federal Specification GGG-W-65lc, Type |, Class A, 
applies. 


HEAVY DUTY TYPE 

These Heavy Duty Pipe Wrenches will withstand the 
roughest treatment. Perfectly balanced for ease of 
operation. Outstanding features include, easy adjust- 
ment, calibrated hook jaw and a patented double action 
spring for faster and easier bite, ratchet and release. 
Made of alloy steel scientifically designed for maximum 
strength. Steel jaws are forged and heat treated to just 
the right hardness. 

A Federal Specification GGG-W-651c, Type II, Class A, 
applies. 


























No. Size | Pipe Capacity Std. Pkg.| Pkg. Wt. 
| Size | Pipe Capacity] Std. Pkg. | 3528 | 8" | %"tol” , 6.00 Lbs. 
8" Yy"to 34" 4.25 Lbs. 3530 | 10” Y%" to 144" 6 12.00 Lbs. 
10" YQ" to 1" 9.00 Lbs. 3532 14” %" to 2" 6 21.00 Lbs. 
3514 Y" to 114" 18.00 Lbs. 3534 | 18” Y%4" to 242" 6 33.00 Lbs. 
%h" to 2" 26.50 Lbs. 3536 | 24" Y4" to 3” 6 60.00 Lbs. 
45.50 Lbs, 











YA" to 242" 





A practical tool for the many instances where an or- 
dinary pipe wrench will not fit. Excellent for pipe and 
fittings, this chain wrench is also useful in removing 
automobile oil filters. Has — strong I beam handle 
fully chrome plated — even tempered chain for maxi- 


mum strength. 
Pipe Capacity | Std. Pkg. | 
7%" to 4" 1 [ 











No. Size 
3504 12° 


Pkg. Wt. 
1.50 Lbs. 
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PURO» CHROME 
ae 
a! a 
fine 


r 


Std 
Pkg. 






6 PIECE SET 


Range 4%" to %". This 6 
Piece set covers the eleven 
most popular sizes. Beau- 
tifully packaged in two 
color reinforced, Vinyl 
| plastic kit. Each wrench 
partition is wrench sized 
for your convenience. 








*Indicates 6 Point. Balance are 12 Point. 














CONTENTS 

No. Size 

0701 YU" xX Her 
0702 "x Ke! 
0703 A" x He" 
0704 He" xy" 
0705 "x" 
0708 yx Te" 





NO. 0700-6 6 PC. RATCHETING BOX WRENCH SET 
STD. PKG. 1, PKG. WT. 2.62 LBS. 
NO. DUK153 KIT ONLY 


Smooth and easy working; thin tapered jaws to work 
in most restricted places; balanced design, strong con- 
struction — that’s what you get in these adjustable 
wrenches. Forged from alloy steel to develop their great 
strength with light weight. Brightly plated, heads pol- 
ished and handles in satin finish. A mechanic's wrench 
built for every day hard work. 


REPLACEMENT PARTS 
Jaw 















2085 2085-2 

2086 2086-2 2086-3 2086-5 
2087 2087-2 2087-3 2087-5 
2088 2088-2 2088-3 2088-5 
2089 2089-2 2089-3 2089-5 
2090 2090-2 2090-3 2090-5 





The utility of a box wrench plus the advantages of a ratchet all combined in one tool. Six 
popular wrenches — 12 openings. Available on self merchandising card or without card. 
Brightly plated. 
















Pkg. 
Wt. Lbs, 


5 PIECE SET 


Range 4" to %”. This five 
Piece set covers the ten 
most popular sizes with- 
out duplication. Beautiful- 
ly packaged in a Vinyl 
plastic pouch. 











CONTENTS 
No. Size 
0701 Un xy" 
0702 A" XH" 
0703 A" xm" 
0705 A" xy" 
0708 fe" x Te" 





NO. 0700-5 5 PC. RATCHETING BOX WRENCH SET 
STD. PKG. 1. PKG. WT. 2.00 LBS. 


NO. DUK156 POUCH ONLY 





A Federal Specification GGG-631a, Type |, applies. 











Max. Std. Pkg. 
No. Size Opening Pkg. Wt. Lbs. 
Yr 








2085 4" 0.12 
2086 6" 3" 0.28 
2087 8" "fe" 0.43 
2088 10" 1%" 0.81 
2089 Lae 1%¢" . 
2090 15° 1%" 










































































































































































































































































































































































































































































































































































































































































































































































































































































































































































Indispensable wherever hollow head screws are used. A very necessary tool around an automobile, 
lawnmower, oil burner, refrigerator, appliances, machinery, etc. Made of CHROME ALLOY STEEL and 
scientifically hardened for satisfactory service and long life. Accurately made for perfect fit. Bright- 


ly plated — easy to find on the job or in a tool box. 


REGULAR LENGTH 


“ORDERING REFERENCE IN BOXES OF 24 


HEXAGON TYPE 


| LONG TYPE 


“ORDERING REFERENCE IN BOXES OF 24 

















Std. Pkg. Std. Pkg. 
No, Wrench Size Pkg. | Wt. Lbs. No. Wrench Size Pkg. | Wt. Lbs. 

0202A-24 Ye"—Box of 24 1 0.12 0202L-24 %"—Box of 24 1 0.18 
0202-24 5u"—Box of 24 1 0.12 0203L-24 ¥o"—Box of 24 i 0.25 
0203-24 ¥a"—Box of 24 1 0.15 0204AL-24 %"—Box of 24 L 0.31 
0204A-24 %u"—Box of 24 a 0.19 0204L-24 Y_"—Box of 24 1 0.43 
0204-24 Ye"—Box of 24 1 0.25 O205AL-24 %x"—Box of 24 1 0.50 
0205A-24 Yu"—Box of 24 1 0.31 O205L-24 "—Box of 24 1 0.75 
0205-24 ¥2"—Box of 24 1 0.50 O206L-24 "—Box of 24 i 1.18 
0206-24 %o"—Box of 24 1 0.81 0207L-24 %2"—Box of 24 1 1.68 
0207-24 %"—Box of 24 1 1.18 0208L-24 Y4"—Box of 24 1 2.43 
0208-24 Y4"—Box of 24 1 1.68 0210L-12 He"—Box of 12 1 2.12 
0210-12 He"—Box of 12 1 1.50 0212L-12 ¥e"—Box of 12 i 3.43 
0212-12 ¥e"—Box of 12 1 2.43 











size ki". 








FOR ECONOMY — BUY IN BOXES OF 100 PIECES 


ORDERING REFERENCE IN BOXES OF 100 


Ordering Reference Explanation: When ordering 1 No. 0202A-24, you receive one box of 24 set screw wrenches, 


ORDERING REFERENCE IN BOXES OF 100 








0202A-100 Ye"—Box of 100 1 0.25 0202L-100 "—Box of 100 1 0.56 
0202-100 +44"—Box of 100 1 0.43 0203L-100 %"—Box of 100 1 0.90 
0203-100 ¥2"—Box of 100 1 0.62 0204AL-100 %u"—Box of 100 1 1.00 
0204A-100 %"—Box of 100 1 0.69 0204L-100 Y"—Box of 100 1 1.75 
0204-100 Y_"—Box of 100 1 1.18 0205AL-100 Y%"—Box of 100 1 2.00 
0205A-100 %"—Box of 100 1 1.50 0205L-100 %2"—Box of 100 1 3.00 
0205-100 ¥2"—Box of 100 1 2.06 0206L-100 %e"—Box of 100 1 4.81 
0206-100 Y%e"—Box of 100 1 3.37 0207L-100 %2"—Box of 100 al 7.12 
0207-100 %2"—Box of 100 1 4.87 0208L-100 Y¥4"—Box of 100 1 10.06 
0208-100 Y%4"—Box of 100 1 6.75 0210L-100 %e"—Box of 100 iq 17.37 
0210-100 %e"—Box of 100 1 12.06 0212L-100 ¥e"—Box of 100 us 28.43 
0212-100 ¥"—Box of 100 1 19.50 








+ Ordering Reference Explanation: When ordering 1 No. 0202A-100, you receive one box of 100 set screw wrenches, 


size \¢". 


DIMENSIONS OF REGULAR LENGTH AND LONG TYPE HOLLOW HEAD SET SCREW WRENCHES 


Wrench Size 











Length of Long Arm 














Fits Screw Sizes Length of 
Set Screw Cap Screw Short Arm Regular Type 
#5&6 #2 a" 116" 
#8 #2-3-4 YQ" 1%" 
#10 & 12 #4-5-6 2Yq" 2" 
#6 Ye" 2%" 
yy" #8 A" 24" 
#8 1H" 2%" 
” #10 2%ai" 24" 
7 1 /," 1g" 2%" 
Ae" if 1%" 3" 
Ya" & He" "Ae" 1%" 3%" 
5," Jatt iy" 3%" 
A" He"-Yo"-Ts!-Yo" 1%" 4y" 


| 


Long Type 




















Listed below are several Hollow Head Set Screw Wrench Sets — each with a selection of wrenches 
to satisfy the demand for popular sizes. Sets are offered in the regular length or the long type and 
with a choice of either the durable transparent envelope type container or the plastic hang up type 
kit with individual pockets for each wrench. 


(A) NO. 199 7 PIECE SET — REGULAR LENGTH: Con- 
tains seven popular sizes — %j" %)", 4" 34", 4", Kl’, 
“. Each wrench has individual pocket in this durable 
plastic kit. STD. PKG. 6. PKG. WT. 1.25 LBS. 


NO. DUK143 KIT ONLY 


B] NO. D200 8 PIECE SET — REGULAR LENGTH: The 
most frequently used wrenches are in this set. Con- 
tained in kit for convenience in use. Sizes are: i", 5, 
He", Ke", Ha", He", Ky", wy". 

STD. PKG. 6. PKG. WT. 1.25 LBS. 
NO. DUK51 KIT ONLY 


[(C) NO. 197 10 PIECE SET— REGULAR LENGTH: A 
range of wrenches for greatest utility are offered in this 
handy plastic kit. Individual pockets for each of the 
sizes. Sizes are: 6", %4!, a, Ye", Sl", Hel", ", MY", 
Ke", %". STD. PKG. 6. PKG. WT. 3.25 LBS. 
NO. DUK77 KIT ONLY 


[D] NO. 196 10 PIECE SET— REGULAR LENGTH: A 
wide range of wrenches is offered in this plastic en- 
velope type container. Sizes are: e", 4", 2", %"', 34", 
He", Ky, Ky", Kel, KH". 

STD. PKG. 6. PKG. WT. 3.50 LBS. 
NO. DUK80 ENVELOPE ONLY 


SY 

















NO. 199DM DISPLAY MERCHANDISER: Can be either 
hung or displayed on counter or in window. Contains 
24 of the popular No. 199 7 piece wrench sets mounted 
to a colorful merchandiser. 

STD. PKG. 1. PKG. WT. 6.00 LBS. 





[E] NO. 198 12 PIECE SET — REGULAR LENGTH: The 
complete range of wrenches packed in a plastic en- 
velope type container. Sizes are: 4”, 54’, ¥2", Ke", Ye", 
Hal, Bal, Kel, Teal Mal, Kell, Hl 

STD. PKG. 6. PKG. WT. 3.75 LBS. 
NO. DUK80 ENVELOPE ONLY 


[F] NO. 191 7 PIECE SET—LONG TYPE: The most 
frequently used long type wrenches in a plastic en- 
velope. Sizes are: 54", ¥", Ye", Sal, Ke", Ka", YY" 

STD. PKG. 6. PKG. WT. 2.00 LBS. 
NO. DUK74 ENVELOPE ONLY 


[@ NO. 193 9 PIECE SET — LONG TYPE: Nine popular 
size wrenches in plastic envelope. Sizes are: %,", ¥,", 
Ke", He", He", Ky", yw", He", x". 

STD. PKG. 6. PKG. WT. 4.50 LBS. 
NO. DUK76 ENVELOPE ONLY 





fH NO. 195 11 PIECE SET— LONG TYPE: The com- 
plete range of long type wrenches packed in a plastic 
envelope. Sizes are: 34", Ma’, Kal’, Ya", Kall, Kal", Ke", 
Ky, Kw", He", FS es 

STD. PKG. 6. PKG, WT. 6,00 LBS. 
NO. DUK75 ENVELOPE ONLY 


Display Merchandisers 





—— SSeS 


No. 200-1DM DISPLAY MER@HANDISER: Attractive 
metal box merchandiser for displaying and storing all 
regular length hollow head set screw wrenches. Con- 
tains 12 of each wrench sizes \,” thru 4%", and 6 
of each, sizes %,’ and %”. 

STD. PKG. 1. PKG. WT. 7.50 LBS. 








Duro Chrome screw drivers have long been known for their durability, shock resistance and comfort 
in the hand. Coupled with a forged ALLOY STEEL blade accurately heat treated and properly ground 


makes them truly a mechanic’s tool. 


Clear amber handle corresponds to the shape of a normal grip. Blade is fully chrome plated — has 


satin finish with polished tip. 
























































(Al B) SQUARE BLADE TYPE 
Blade Dimensions Pkg. 
Tip | Overall | Std. Wt. 
No. Stock} Length| Width | Length | Pkg.| Lbs. 
4702 ye" Py Ya" oF 6 0.28 
4703 yy" 3" Yan 6" 6 0.31 
*4711 He" 14"| He" 3%" 6 0.43 
4713 Hel" 3" He" 6%" | 6 0.68 
4714 Ye" 4" Ye" 7%" | 6 0.75 
4716 He" 6" He" 9%" | 6 0.87 
*4720 yy" 14" | "KH" 3" 6 0.43 
*4721 yy" 1A" | me" 3%" | 6 0.68 
4722 yy" 2 "Ya" 6%" | 6 1.06 
4724 yu" 4" 1H" 8%" | 6 1.25 
4726 y" 6" "| 10%" | 6 1.43 
4728 yy" 8” Wu" | 124%" | 6 1.68 
*4731 He" 14" " 3H" | 6 0.68 
4730-6 | %" ” id 10%" | 4 1.31 
4730-8 | %" 8" ‘d 12%" | 4 1.62 
4740-6 | %" 6" He" 10%" | 2 1.13 
4740-8 | %" 8" He" 12%" | 2 1.25 
4740-10| %" | 10” He" 15%" |_ 2 1.31 
(a ROUND BLADE TYPE 
Blade Dimensions Pkg. 
| | Tip | Overall | Std. Wt. 
No. Stock] Length] Width | Length | Pkg. | Lbs. 
+182 yar 1%" | %" | 3%" | 12 | 0.34 
4603 Ya" 3" yy" 6" 6 | 0.29 
4606 yy" 6" Ya" 9” 6 | 0.25 
4614 Yel" 4" He" 7%" 6 | 0.56 
4616 He" 6" Ye" | 95%" 6 | 0.81 





* Stubby Handle Type 
+ With Pocket Clip 


DURO Al PRODUCTS CO 














[E) NO. 4691 SPARK TESTING SCREW DRIVER: A con- 
venient pocket size screw driver with NEON tube spark 
testing handle and a pocket clip Blade is %” x 2%” 
and overall length is 5’. 

STD. PKG. 6. PKG. WT. 0.25 LB. 


[F] NO. 4692 SPARK TESTING SCREW DRIVER: Indis- 
pensible for testing High Voltage Circuits in X-Ray, 
radio and television as well as testing spark plugs. A 
sturdy screw driver blade %;" x 4” with NEON tube in 
handle. Overall length 734". 

s PKG. WT. 0.68 LB. 


TD. PKG. 6. 
== =) 
OFFSET SCREW DRIVERS 


A necessity for close quarter work where regular type 
screw drivers cannot be used. Forged from square 
stock chrome alloy steel. Satin finish for sure grip. 


Stock Tip Std. Pkg. 
Size | Length | Width 











No. Pkg. | Wt. Lbs. 
4771A yy" 3%" Yu" 6 0.10 
4771 He" Be" 1%" 6 0.27 
4772 yn 4%" "a" 6 0.50 
4773 He" 5%" au" 6 0.93 
4774 ye" 6%" He" 6 1.62 





5 PIECE SET 
NO. 4770-5K SET OF 5 OFFSET SCREW DRIVERS: A 
set of 5 DURO-CHROME double end offset screw 
drivers to service screws in hard-to-reach or limited 
places. Assembled in the popular Klip-Tite holder. 
STD. PKG. 1. PKG. WT. 0.68 LB. 









































PHILLIPS TYPE SCREW DRIVERS 


So many cars, trucks and busses are using Phillips 
Screws on panels, mouldings, hinges, etc. that every 
mechanic must be equipped with a set of Phillips type 
Screw Drivers. Phillips type Screws are also used ex- 
tensively on furniture, fixtures and many appliances, 
both in industry and around the home. 


All DURO-CHROME Phillips type blades are made from 
CHROME ALLOY STEEL. Fully polished and chrome 
plated. 


Available with either Tenite II plastic or wood handle. 
The plastic handle is the best looking as well as the 
toughest handle to be had on tools of this type. Shaped 
to fit the hand. 


Wood handle has metal ferrule for added strength. 














CLUTCH HEAD SCREW DRIVERS 


Clutch head screws are now widely used on auto- 
mobiles, trucks, refrigerators, radios and a variety of 
other products. In addition to being self centering and 
non-marring, this design is most popular for service 
work, driving both old and new style clutch head 
screws. Blade of CHROME ALLOY STEEL for extra 
strength. Chrome plated and polished. A necessary 
tool for every mechanic’s tool box and around a 
household. 


Plastic handles are almost indestructible, shockproof 
and eye appealing, and are especially shaped to fit 
your hand for a comfortable grip. 


[EF] PLASTIC HANDLES 


Blade | Overall | Std. | Pkg. Wt. 
No. Size | Length| Length | Pkg. Lbs. 








































































































A quality tool at a competitive price. 
4640 " 4" 7" 6 0.56 
PLASTIC HANDLES 
ae Blade | Overall | Std. | Pkg. eae ue or 18" 6 Lee 
No. Size | Length| Length | Pkg. |Wt. Lbs. nar Af € hee A O76 
mr le | ml: | ee 7 
6 fa B 
sep | 3 1S |e | S| toe eee | ae 
ks 4649 tn" . | 34" | 6 0.37 
STUBBY TYPE CHART OF CLUTCH HEAD SCREW SIZES 
4688 1 14" 3" 6 | 0.37 Flat & Truss & 
4689 2 1A" BH" 0.59 Driver | Oval Fill. Hex. Pan_ | Binding 
No. Head | Head Head Head Head 
(©) WOOD HANDLES 4640 | 6-8 | 8-10 | 6-8-10 | 6-8-10 | 8 
4661 1 3" 6%" 6 0.56 4641 | 10 [32 12 | 12 10-12 
4662 2 4" 9" 6 1.31 4642 | 12-14 | % %-14 M14 %y-14 
4663 3 6" 12t 4 1.40 %-16 16-18 16-18 16-18 
4664 4 8" 144" 2 1.08 4643 | Hols | He | %_20 | 420 4.20 
2 4 
STUBBY TYPE 4644 | %-24 | % | % | He Ke 
4668 I 1%" 35" 6 0.50 4649 | 68 | 8-10 | 810 | 6810 | 8 
4669 2 14" 3%" 6 0.59 
CHART OF PHILLIPS SCREW SIZES 
[E] DOUBLE OFFSET TYPE Point Fits Phillips 
| Point | Std. Pkg. Wt. Size Screw Size 
No. Size Length | Pkg. Lbs. 1 2 to 5 inclusive 
4656-12 land 2 4" 6 0.43 2 5 to 10 inclusive 
4656-23 2and3 5%" 6 0.87 3 10 to 16 inclusive 
4656-34 3and4 64" 4 1.00 4 | 18 and larger 















































































































































































































































































































































































































































































































































































































































































































































































































































Made from ALLOY STEEL these Nut Drivers have hol- 
low shanks, extra deep sockets and plastic handles. 
Ideal for radio, television, ignition or switchboard work. 
voreles are color coded for quick and easy size identi- 
ication. 








| {caret Shaft Std. Pkg. 
No. Size | Length] Length 





Pkg. | Wt. Lbs. 
71 Yel 6%" 344" 6 0.85 
72 Ar" 6%" 34%" 6 0.85 
73 yy" 7" 34%" 6 0.85 
74 Yel" 7" 3%" 6 0.85 
75 Hel" yi 34%" 6 0.85 
a Se ae: 
78 He" 7%" 3%" 6 1.40 
79 y," 7%" 344" 6 1.40 
80 He" 7%" 3%" 6 2.10 
81 5" Tf 3%" 6 2.30 














Forged chrome alloy steel screw extractors, scientifi- 
cally heat treated and brightly chrome plated. To re- 
move broken threaded studs or screws, drill a hole in 
the part to be extracted in accordance with table below. 
Insert proper size extractor and remove broken part by 
turning counter-clockwise. 





























































































































Use Pkg. 
Part | Point |Shank| For Bolt Drill | Std. | Wt. 
No. | Size | Size Size Size | Pkg. | Lbs. 
1391/ 4%" | 4" "— 4" | Kr 6 | 0.25 
1392 | %" | He" v— 3%" | Fal 6 | 0.37 
1393| %4" | %" — He" | Ya" 6 | 0.62 
1394| %" | %" "— He" | We" 6 | 1.13 
1395] %" | YB" Be'—1¥_" | a" 6 | 1.25 
1396] %" | %" | 1%"—1%" | 1%" 6 | 125 
Hig aul U. 2649 





























Each driver in individual pocket with size imprinted on 
kit. Sizes included are: 44”, 4", He", "%o"", 4", Ke" and 
yy", 

NO. 70-7 NUT DRIVER SET 


STD. PKG. 1. PKG. WT. 1.60 LBs. 
NO. DUK195 KIT ONLY 


Three sizes of Screw Starters, each with automatic grip 
and release unit made of tool steel. The entire unit is 
Pressed into a handle of molded (non-conductive) 
NYLON. 
NO. 4780 SCREW STARTER 2)4” LONG. 

STD. PKG. 6. PKG. WT. 0.19 LB. 
NO. 4781 SCREW STARTER 6” LONG 

STD. PKG. 6. PKG. WT. 0.25 LB. 
NO. 4782 SCREW STARTER 9” LONG 

STD. PKG. 6. PKG. WT. 0.37 LB. 


4 AND 6 PIECE SETS 





Four and six piece screw extractor sets in durable, eye 
appealing plastic rolls with individual pockets. Screw 
extractors are forged of chrome alloy steel, heat treated 
and finished in a bright chrome plate. 
NO. 1398 SET OF 4 EXTRACTORS (1391 to 1394) 
IN PLASTIC ROLL 

STD. PKG. 1. PKG. WT. 0.50 LB. 
NO. DUK29 KIT ONLY 


NO. 1399 SET OF 6 EXTRACTORS (1391 to 1396) 
IN PLASTIC ROLL 

STD. PKG. 1. PKG. WT. 1.00 LBS. 
NO. DUK30 KIT ONLY 






























































































































































































































































































































































































































































































































































































































































































































































Punches and Chisels 














_————EE 
i 


Mechanics appreciate the quality built into DURO-CHROME Punches and Chisels. The best CHROME 
ALLOY STEEL is used and by skillfully controlled heat treating the right degree of hardness and 
toughness is developed throughout. Tips and cutting edges are hard enough to retain their shape or 
































































































































cutting edge while the body and head are softer to withstand hammer blows without chipping. Handles 
are octagon in satin finish. Blades and tips are polished. All brightly chrome plated. 
[A] FLAT COLD CHISELS: Correctly beveled edges for iF] PIN PUNCHES: Made with straight shank to finish 
fast cutting and long life. driving pin or rivet out of a hole. 
Bit Size | Std. Pkg. Bit Size | Std. Pkg. 
No. Width | Length | Stock | Pkg. | Wt. Lbs. No. Width | Length | Stock | Pkg. | Wt. Lbs. 
1900 3" ot He" 6 0.68 1940 %" 4y," Her" 6 0.50 
1901 ys" 5%" ¥" 6 1.12 1941 yr 4y" He" 6 0.50 
1902 5" 6" y," 6 2.00 1942 A" 4y," He" 6 0.50 
1903 4" ial %" 6 3.62 1943 \ So He" 6 0.68 
1904 7" 8" 4" 6 5.87 1944 He" 6y," ‘i 6 1.00 
1905 a* 9" %" 6 8.68 1945 Fe" 6%" %" 6 1.06 
1946 yu" 7%" %" 6 1.12 
[B) GOUGE CHISELS: For grooving and filleting work. 1947 Se! Te *" 6 2.06 
1920 iy" Sf He" 6 0.68 
1921 ye 6" %" 6 1.06 [6] CENTER PUNCHES: Used to locate hole for drilling. 
Makes a small 60° punch mark. 
[(C) CAPE CHISELS: Shank is narrower than cutting edge 1970 =e 4a" Her 6 0.43 
for use in keyways. 1971 at 5" 34M 6 0.93 
gee] |e]? | ie 
1 He 5 i 
1H] LONG DRIFT PUNCHES: Used to line up two or more 
1912 %" Se *" 6 1.87 pieces before applying bolt, key or rivet. 
[) DIAMOND POINT CHISELS: For cutting sharp V gooey gee | ee || oe) SS 
grooves or square corners. 1992 yer 12" HN 6 2°18 
1931 er 5%" | He 6 1.06 
1933 Y" SY" ye" 6 1,37 
CLOSE QUARTER PRY BAR: Will give needed prying 
[E] SOLID OR LONG TAPER PUNCHES: Always use this ectlonsont Gears; bushings, beating seale;setcy/in close 
type of punch to start driving a pin or rivet out of a q at 
hole. 1988 5" 15? y," 6 5.12 
1950 vA an" Ke 6 0.50 
fees we | core % | & | wa IK] JIMMY PRY BARS: One end has aligning point, the 
1953 Ya" 7y,H ign 6 1:93 other a curved chisel face. 
1954 y," 8" 5" 6 3.25 1981 rid 16" %" 6 7.68 
1955 He" 11” %" 6 5.01 1982 1%" 20" %" 6 13.81 














































4 PIECE SET 

A basic set for general 
use. 

In attractive heavy plastic 
kit with each tool in in- 
dividual pockets. 











CONTENTS 
No. I Description 
1971 3" Center Punch 
1902 %" Cold Chisel 
1912 %" Cape Chisel 
1943 %." Pin Punch 








NO. 19004 4 PC. PUNCH AND CHISEL SET IN KIT 
STD. PKG. 1. PKG. WT. 1.00 LBS. 
NO. DUK25 KIT ONLY 


5 PIECE SET 


This set has one each 
of the various types of 
chisels as well as center 
| punch. In durable plastic 
| kit. 


CONTENTS 











No. | Description 

1900 ¥4" Cold Chisel 

1910 %" Cape Chisel 

1920 %q" Gouge Chisel 

1971 %" Center Punch 

1931 ¥_" Diamond Point Chisel 





NO. 19006 5 PC. PUNCH AND CHISEL SET IN KIT 
STD. PKG. 1. PKG. WT. 0.50 LB. 
NO. DUK26 KIT ONLY 


5 PIECE SET 





A primary punch set with a popular size cold chisel in 
durable plastic kit. 


15 PIECE SET 





A most complete set of punches and chisels for the 
Professional mechanic. Contains the most used sizes 
of each style of punch and chisel. 

Colorful, heavy gauge plastic kit has individual pocket 
for each tool. A convenience in selecting the tool 
needed for the job at hand. 











CONTENTS 
No. | Description | No. | Description 
1900 ¥%" Cold Chisel 1950 %" Taper Punch 
1901 ¥%" Cold Chisel 1952 %e" Taper Punch 
1902 %" Cold Chisel 1953 7%" Taper Punch 
1921 Y," Gouge Chisel 1943 2" Pin Punch 
1910 %" Cape Chisel 1944 %" Pin Punch 
1912 %" Cape Chisel 1945 %" Pin Punch 


1931 Ya" Dia. Pt. Chisel 946 %" Pin Punch 


1 

1971 ¥%" Center Punch 

No. 19001 15 PC. PUNCH AND CHISEL SET IN KIT 
STD. PKG. 1. PKG. WT. 3.00 LBS. 

NO. DUK28 KIT ONLY 





5 PIECE SET 





Five sizes of chisels are offered in this set. Have the 
right size for every job. In heavy gauge plastic kit. 











CONTENTS CONTENTS 
No, | Description No. | Description 
1900 %" Cold Chisel 1901 ¥” Cold Chisel 
1940 ¥%_" Pin Punch 1902 %" Cold Chisel 
1941 ¥" Pin Punch 1903 %" Cold Chisel 
1950 ¥%_" Taper Punch 1904 %" Cold Chisel 
1970 xe" Center Punch 1905 1" Cold Chisel 





NO. 19002 5 PC. PUNCH AND CHISEL SET IN KIT 
STD. PKG. 1. PKG. WT. 0.50 LB. 
NO. DUK26 KIT ONLY 


NO. 19005 5 PC. CHISEL SET IN KIT 
STD. PKG. 1. PKG. WT. 3.50 LBS. 
NO. DUK27 KIT ONLY 











A] UTILITY SLIP JOINT PLIER: All purpose plier drop 
forged from high grade tool steel, has 2 position 
Rourled handles and wire cutter. Nickel plated satin 
inish. 

NO. 2193 5” PLIER 

STD. PKG. 12. PKG. WT. 2.75 LBS. 


NO. 2194 6” PLIER 
STD. PKG. 12. PKG. WT. 5.25 LBS. 


NO. 2195 8” PLIER 
STD. PKG. 12. PKG. WT. 6.88 LBS. 








PROFESSIONAL SLIP JOINT PLIER: Hand finished 
from special steel with a high lustre, nickel finish. Has 
wire cutter and 2 position knurled handles for a com- 
fortable non-slip grip. 
NO. 2196 6” PLIER 

STD. PKG. 6. PKG. WT. 2.37 LBS. 


NO. 2197 8” PLIER 
STD. PKG. 6. PKG. WT. 3.25 LBS. 


NO. 2198 10” PLIER 
STD. PKG. 6. PKG. WT. 5.50 LBS. 





[C] NO. 2150 GROOVE JOINT IGNITION PLIER: Featur- 
ing the forged rib groove design, this plier has four 
opening positions. With bonded vinyl plastisol grips. 
Alloy steel. Length 4”. Capacity 0-4”. 

STD. PKG. 1. PKG. WT. 0.13 LB. 











a 





[DD GROOVE JOINT PLIER: A new rugged steel plier. 
Adequate grooves provide a wide range of holding and 
turning operations. Forged rib groove design prohibits 
slippage under pressure. With bonded vinyl plastisol 
grips. 
NO. 2151 6” PLIER—CAP. 0-1” 

STD. PKG. 1. PKG. WT. 0.31 LB. 


NO. 2153 10” PLIER—CAP. 0-14” 
STD. PKG. 1. PKG. WT. 0.70 LB. 


NO, 2154 12” PLIER—CAP. 0- 2%” 
STD. PKG. 1. PKG. WT. 1.45 LBS. 


NO. 2156 16” PLIER—O- 4)” 
STD. PKG. 1. PKG. WT. 2.43 LBS. 


[E) NO. 2110 IGNITION PLIER: Ideal for ignition and 
other fine service work. Has extra thin parallel jaws 
with 4 adjustments from closed position to %’’ opening. 
Forged CHROME ALLOY STEEL with polished jaws and 
satin finished handles. Brightly chrome plated. Length 
5, STD. PKG. 6. PKG. WT. 0.62 LB. 


[F] NO. 2103 WATER PUMP PLIER: A very good plier 
forged from special steel. Has thin jaws with 8 position 
slip joint. Range from closed to 15%” with jaws parallel. 
Handles are comfortably curved. Fully polished and 
brighty chrome plated. Length 9%”. 

STD. PKG. 6. PKG. WT. 3.00 LBS. 


(G] NO. 2116 BATTERY PLIER: This plier is designed to 
provide positive grip of badly corroded or mutilated 
battery terminal nuts. Hand fitting handles enable con- 
fident grasp and will not pinch fingers. Forged special 
steel with chrome plating. Length 8”. 

STD. PKG. 6. PKG. WT. 2.25 LBS. 

















Pliers 


[A] NO. 2105 SHORT NOSE CUTTING PLIER: Aviation 
type short nose plier with rivet very close to jaws for 
greater leverage. Cutting edges meet accurately. Forged 
alloy steel with polished head. Comfortable vinyl! plas- 
tisol grips bonded to handles. Length 5%’. 

STD. PKG. 1. PKG. WT. 0.31 LB. 


(B] NO. 2106 6” CUTTING PLIER: Accurately forged, 
tempered and ground cutting edges assure long, satis- 
factory service. 


Alloy steel with polished heads. Comfortable viny! plas- 
tisol grips bonded to handles. Length 6”. 
STD. PKG. 1. PKG. WT. 0.37 LB. 


{C] NO. 2107 HEAVY DUTY CUTTING PLIER: Of heavier 
construction, with cutting edges tempered to cut piano 
wire, making it popular with mechanics working on 
manual control wires. Forged alloy steel with polished 
head. Comfortable vinyl plastisol grips bonded to 
handles. Length 7”. 

STD. PKG. 1. PKG. WT. 0.43 LB. 


{D] NO. 2124A 7” LINEMAN’S PLIER: A heavy duty alloy 
steel plier used primarily in electrical maintenance and 
wiring. Strong perfectly matched cutting edges. Pol- 
ished head. Handles have bonded vinyl plastisol grips. 
Length 7”. STD. PKG. 1. PKG. WT. 0.62 LB. 














E] NO. 2111 LONG NOSE CUTTING PLIER: The long 
thin jaws make this plier popular with mechanics, elec- 
tricians and especially radio and television workers. 
Strong accurately matched cutting edges. Jaws are 
cross grooved for holding power. Forged alloy steel 
with polished head. Handles have bonded vinyl plasti- 
sol grips. Length 6”. 

STD. PKG. 1. PKG. WT. 0.25 LB. 











F] NO. 2131 EXTRA HEAVY DUTY CUTTING PLIER: An 
extra sturdy cutting plier forged from alloy steel for 
increased strength and toughness. Scientifically hard- 
ened cutting edges are strong and sharp. Will give. long 
service on heavy duty jobs. With bonded vinyl plastiso! 
grips. Length 7”. 

STD. PKG. 1. PKG. WT. 0.50 LB. 











(G) NO. 2109 NEEDLE NOSE PLIER: Just the plier for 
reaching into tight places, Strong thin jaws with broad 
curved handles affords firm grip with complete com- 
fort. Jaws are cross grooved for holding power. 
Forged alloy steel with polished head. Handles have 
bonded vinyl plastisol grips. Length 8”. 

STD. PKG. 1. PKG. WT. 0.34 LB. 








H) NO. 2108 “DUCK BILL” PLIER: Broad, flat point 
makes this plier indispensable for straightening fins on 
heaters, condensers, evaporators, etc. Also popular 
with mechanics and electricians for pulling wire. Cross 
grooved in jaws for firm grip. Forged alloy steel with 
Polished head. Handles complete with bonded vinyl 
plastisol grips. Length 734”. 

STD. PKG. 1. PKG. WT. 0.37 LB. 























[A] NO. 2125 BRAKE SPRING PLIER: Three tools in 
one for removing and applying brake springs. Has plier 
action for positioning spring; cam action for releasing 
spring from anchor post and groove action to replace 
spring over anchor post. Forged alloy steel brightly 
chrome plated. Length 84". 

STD. PKG. 3. PKG. WT. 1.50 LBS. 


AB) NO. 2126 HEAVY DUTY BRAKE SPRING PLIER: 
Makes an easy job of removing and applying brake 
springs. Pointed jaw holds in lined shoe while hook 
draws spring into position. End of one handle has cam 
which releases spring from anchor post with a simple 
turning motion. Other handle for replacing springs, is 
grooved to slip spring over anchor post. Forged alloy 
steel. Sturdily built to handle the strongest springs. 
Brightly chrome plated. Length 13/4”. 

(Type V, Class 2.) STD. PKG. 3. PKG. WT. 3.75 LBS. 


[E] NO. 2140 HOSE CLAMP PLIER: A slip joint plier 
made especially for removing and applying small hose 
clamps used on air lines, fuel lines on outboard motors 
and automobiles. There are recesses in the end and 
the side of the jaws to grip the ends of the spring 
clamp making it impossible for it to slip or twist. 
Fully chrome plated. Length 6”. Capacity 0 to 1”. 
STD. PKG. 1. PKG. WT. 0.47 LB. 


A Federal Specification GGG-P-480a applies 











1D] NO. 2141 HOSE CLAMP PLIER: A heavy duty hose 
clamp plier for removing and applying the new spring 
hose clamps now standard on many new automobiles. 
Has recesses in the end and the side of the jaws, 
making it easy to get into tight places and assures 
positive gripping action. Slip ring on handle permits 
one to remove hand from plier to adjust hose. Fully 
chrome plated. Length 8”. Capacity 0 to 1%”. 

STD. PKG. 1. PKG. WT. 0.56 LB. 














E] NO. 2133 GRIP ALL WRENCH: This versatile tool 
can be used as a plier, wrench, clamp or vise. Has 
one ton test grip. Made of alloy steel with heat treated 
jaws. Securely holds work up to 1%”. Length 10”. 

STD. PKG. 1. PKG. WT. 1.25 LBS. 








[F] NO. 2112 LOCK RING PLIER: Lock rings are easily 
removed with this tool. Jaws are thin and strong with 
cross grooves on outside to prevent slipping. Jaw tips 
are offset to handle brake shoe lock rings and other 
shaft assemblies. Spring holds Jaws in closed position. 
Forged alloy steel with comfortable handles and pol- 
ished head. Length 8”. 

STD. PKG. 1. PKG. WT. 0.50 LB. 














Hacksaws and Snips 


Performance is what counts with mechanics who use 
tin snips. The DURO series listed here are noted for 
their thinner cutting edges and handle design that per- 
mit smooth clean cuts with strong handle leverage. The 
CIRCLE PATTERN is designed for the professional 
mechanic for work on intricate patterns and for either 
a straight cut or cutting right or left hand corners in 
a small radius. The STRAIGHT PATTERN is budget 
priced and is highly efficient for straight cutting. 


Forged special analysis steel, heat treated for long con- 
tinuous usage. Fully polished jaws with handles in a 
bright red. 





























(A) STRAIGHT PATTERN 
| | Cutting Std. Pkg. Wt. 

No. Length Edge Pkg. Lbs. 
5407 - 2 1 0.50 
5410 10" 2%" 1 1.00 
5412 12%" 3" 1 1.50 

(8) CIRCLE PATTERN 
5507 Tid 1h 1 0.50 
5510 10" 21," 1 1.00 
5512 12%" 3 1 1.50 





9012 HACKSAW BLADES: High quality hacksaw blades 

for all around general purpose work. Have 24 teeth per 

inch. Length 10”, Package 1 dozen hacksaw blades. 
STD. PKG. 1. PKG. WT. 0.50 LB. 





Power cut snips for effortless cutting power up to 18 
gauge. Blades feature 52 serrations to the inch and 
are curved to divert the sheared metal. Drop forged. 


C) [D) E) POWER CUT SNIPS 


| Length| Std. | Pkg. Wt. 
No. Size | of Cut | Pkg.| Lbs. 



































5401—Cuts Left (C) 10" 1%" 1 1.00 
5402—Cuts Right (D) 10" 1%" 1 1.00 
5403—Cuts Straight (E)| 10” 14" i 1,00 








{F] NO. 9031 ALL METAL HACKSAW: Rugged all metal 
frame with knurled metal pistol! grip. Adjustable from 
8” to 12”. Depth of cut 3”. This type is especially 
adaptable to hard service conditions. Brightly plated. 
Complete with blade. 

STD. PKG. 1. PKG. WT. 1.50 LBS. 








iG] NO. 9035 DELUXE HACKSAW: This rigid frame 
hacksaw will furnish a lifetime of service. Note these 
outstanding features: CHROME PLATED highly pol- 
ished %” steel tube — UNBREAKABLE die cast com- 
fortable grip handle — ADJUSTABLE for 10” and 12” 
blades — GREASE PROOF, CHIP RESISTANT baked 
enamel finish on handle— Blade can be set to 
VERTICAL or HORIZONTAL positions. 

STD. PKG. 1. PKG. WT. 1.50 LBS. 











TOOLS 
PROGRESS 









[A] BALL PEIN HAMMERS: This line of Machinists’ 
Forged Pein Hammers is of the very highest quality. 
The heads are forged from special steel, heat treated, 
tempered and ground, with faces polished. Handles 
are top grade hickory. 




















| Std. | Pkg. Wt. 
No. Weight Length Pkg. Lbs. 
1530-2 2 oz. 9Y," 3 0.62 
1530-4 4 oz. 1044" 3 1.31 
1530-8 8 oz. 11%" 6 4.50 
1530-12 12 oz. 1344" 3 3.31 
1530-16 16 oz. 14%" 6 8.06 
1530-20 20 oz. 15” 3 5.00 
1530-24 24 oz. St 3 5.93 
1530-32 32 oz. 164" 3 7.50 





HANDLES FOR BALL PEIN HAMMERS 
Top grade hickory handles for hammers listed above. 











Std. | Pkg. Wt. 
No. Length Pkg. Lbs. 
1530-2H gy" 6 0.50 
1530-4H 104," 6 0.75 
1530-8H 11%" 6 1.12 
1530-12H 134%" 6 1.31 
1530-16H 14%" 6 1.62 
1530-20H 15° 6 2.06 
1530-24H 15" 6 2.18 
1530-32H 1644" 6 2.50 











B] NO. 1512 CURVED CLAW HAMMER: The popular 
hammer for general use — heads forged from special 
analysis steel —claw slot ground to draw any size 
nail — black baked enamel finish. First quality hickory 
handles. Weight 1 Ib. 








STD. PKG. 6. PKG. WT. 9.06 LBS. 
NO, 1513H HANDLE ONLY FOR ABOVE 
STD. PKG. 6. PKG. WT. 2.68 LBS, 





NO. 1513 STRAIGHT CLAW HAMMER: The straight 
claw hammer is generally used for ripping. Permits 
drawing any size nail without bending or broadening 
nail hole. Weight 1 Ib. 





(2) 








STD PKG. 6. PKG. WT. 8.43 LBS. 
NO. 1513H HANDLE ONLY FOR ABOVE. 
STD. PKG. 6. PKG. WT. 2.68 LBS. 
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Hammers 











ID) RUBBER MALLETS: These special composition rub- 
ber mallets have the unusual feature of all being the 
same head size, about 2” in diameter and 3%” long, but 
having different weights distinguished by handle color. 


NO. 1537 18 OZ. MALLET 








STD. PKG. 4. PKG. WT. 5.93 LBS. 
NO. 1538 24 OZ. MALLET 
STD. PKG. 4. PKG. WT. 7.12 LBS. 





NO. 1577 12 OZ. MECHANICS SPECIAL HAMMER: 
Equipped with one medium and one tough plastic tip. 
Non-sparking tips do not flake off and are resistant to 
gasoline, oil and grease. Fiberglas handle with molded 
cushion grip. Dia. of tip 1%”. 





m7] 








TD. PKG. 4. PKG. WT. 3.75 LBS. 
NO. 1577-2 MEDIUM TIP ONLY 
STD. PKG. 6. PKG. WT. 0.25 LB. 


NO. 1577-3 TOUGH TIP ONLY 
STD. PKG. 6. PKG. WT. 0.25 LB. 


SURFACE PROTECTIVE HAMMERS 
With color coded plastic tips — fibre glass handle — 
molded cushion grip. Patented screw in tip feature for 
ease in replacing or interchanging tips. Available in 
two popular sizes listed below. 








F] NO. 1578 10 OZ. SOFT-FACE HAMMER: Has one 
medium and one tough plastic tip. Diameter of tip 14". 
STD. PKG. 4. PKG. WT. 3.00 LBS. 


NO. 1578-2 MEDIUM TIP ONLY 
STD. PKG. 6. PKG. WT. 0.25 LB. 


NO. 1578-3 TOUGH TIP ONLY 
STD. PKG. 6. 








PKG. WT. 0.25 LB. 








iG] NO. 1579 16 OZ. SOFT-FACE HAMMER: With one 
medium and one tough replaceable plastic tip. Diam- 
eter of tip 1%”. 

STD. PKG. 4. 


NO. 1579-2 MEDIUM TIP ONLY 
STD. PKG. 6. PKG. WT. 0.25 LB. 


NO. 1579-3 TOUGH TIP ONLY 
STD. PKG. 6. 








PKG. WT. 4.50 LBS. 


PKG. WT. 0.25 LB. 





Body and Fender Tools 





A complete selection of Body and Fender Hammers for the professional. Each hammer is designed 
to do a specific job efficiently, quickly and thoroughly. 


Hammers are forged from special steel, hardened and have polished faces. Handles are made from 


tough long lasting hickory. 








[A] NO. 1552 DINGING HAMMER: Drop forged from 
select steel, carefully heat treated. Hickory handle. 
One round face 1%” diameter and one face 1%” 
square, both highly polished. Head 6” long. Weight 13 
oz. Used for pounding down ridges. 


STD. PKG. 4. PKG. WT. 3.43 LBS. 














B}] BUMPING HAMMER: Two weights of hammers are 
offered for light and heavy gauge metal bumping. Each 
has one head 1%” diameter, the other 1%” square. 
Head length 4”. Forged and hardened with hickory 
handle. 


NO. 1551 BUMPING HAMMER, 10 OZ. 
STD. PKG. 4. PKG. WT. 3.18 LBS. 


NO. 1550 BUMPING HAMMER, 13 OZ. 
STD. PKG. 4. PKG. WT. 4.31 LBS. 











C] NO. 1539 MEDIUM DINGING HAMMER: A forged 
and heat treated hammer for dinging and for driving 
up low spots where extra reach is needed. Head diam- 
eter 1%", overall 6”. Diameter of rounded end 5%”. 
Weight 11 oz. STD. PKG. 4. PKG. WT. 3.06 LBS. 














Dp] NO. 1549 DIMPLE DINGING HAMMER: For work in 
close quarters, head 4” overall, 14%” diameter face 
with pein 3%” diameter for driving up metal in high 
crown sections. Forged, polished faces, hickory handle. 
Weight 9 oz. STD. PKG. 4. PKG. WT. 2.81 LBS. 








[E] NO. 1526 LONG DIMPLE DINGING HAMMER: Forged 
head 1%” diameter by 8” overall with pick end 5%” 
long and point \%” dia. for dinging up low spots in 
metal finishing. Weight 10 oz. 

STD. PKG. 3. PKG. WT. 2.68 LBS. 


[F) NO. 1527 NARROW PEIN BUMPING HAMMER: For 
driving up small dents, and in sharp corners, beads, 
and mouldings. Forged head 14%” diameter, pein is X,”’ 
thick and %” wide. Working surfaces highly polished. 


Weight 12 oz. STD. PKG. 3. PKG. WT. 2.81 LBS. 





IG) NO. 1545 SHRINKING HAMMER: Round 1%” diam- 
eter face has cross milled serrations for shrinking. 
Square 14” face is smooth for finishing. Length 1244”. 


Weight 16 oz. STD. PKG. 4. PKG. WT. 4.50 LBS. 











H] NO. 1553 FENDER BUMPING HAMMER: Designed 





for roughing out heavy dents preparatory to using 
Dollies and Bumping Hammers. Long reach enables 
use on fenders without removing the tire. 

A forged hammer with polished head and_ hickory 
handle. Face of hammer is 1%” diameter by 154” long. 
Head is 844” overall. Weight 2 Ibs. 


STD. PKG. 4. PKG. WT. 8.81 LBS. 





Body and Fender Tools _ : 








[A] NO. 1584 TOE DOLLY: One of the most used tools 
for flat or low crowned panels. Polished working faces. 


STD. PKG. 1. PKG. WT. 2.25 LBS. 


B] NO. 1585 HEEL DOLLY: Wide crowned surfaces and 
almost square corners make this dolly a basic repair 
tool. Polished working faces. 


STD. PKG. 1. PKG. WT. 2.25 LBS. 


[|] NO. 1586 UTILITY DOLLY: The combination of 
shapes on this anvil type dolly makes it popular for all 
around use. Polished working faces. 


STD. PKG. 1. PKG. WT. 2.69 LBS. 


NO. 1581 CURVED DOLLY: Convenient for reaching 
ito corners. Polished working faces. 


STD. PKG. 1. PKG. WT. 2.69 LBS. 


NO. 1582 WEDGE DOLLY: Heavy duty wedge dolly 
also can be used as a toe dolly. Bottom is flat for shink- 
ing. Drop forged and polished. 

STD. PKG. 1. PKG. WT. 2.56 LBS. 


[F] NO. 1583 “COMMA” OR WEDGE DOLLY: This dolly 
can be used as a short spoon or wedge tool in roof 
rails, under fender curves, braces, etc. Drop forged 
and polished. .« STD. PKG. 1. PKG. WT. 2.19 LBS. 

















Ei) 


[Im] 
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[A] NO. 164 MUFFLER AND TAIL PIPE CUTTER: Offset 
handle type with patented “‘Curl-cut”’ feature eliminating 
pinching or binding. Handle 744” — cutter 4” x 5”. 

STD. PKG. 6. PKG. WT. 4.68 LBS. 


[B] NO. 163 MUFFLER AND TAIL PIPE CUTTER: Long 

















offset type for speedy removal of corroded mufflers 
and tail pipe. Has ‘‘Curl-cut’’ feature. 4” x 10%". 
STD. PKG. 6. PKG. WT. 2.87 LBS. 


(@ NO. 1576 FLANGE TOOL: Used to apply leverage on 
fender and skirt panels to snap out dents. Has leather 
pad to prevent damaging finish. Handle is finished off 
as a spoon for prying. Length 174” 

STD. PKG. 1. PKG. WT. 2.25 LBS. 


(NO. 1561 CURVED FLAT SPOON: To pry up dents 
behind other body members and to spread hammer 
blows when dinging high spots. Polished face 2” x 6”. 
STD. PKG. 1. PKG. WT. 1.43 LBS. 








FLEXIBLE FILE AND HOLDER: An essential tool for 
body repair men. Can be made either concave or convex 
with simple adjustment. Comfortable form fit handle. 
NO. 1572 14” FLEXIBLE FILE AND HOLDER 

STD. PKG. 1. PKG. WT. 2.25 LBS. 


NO. 1572H ADJUSTABLE HOLDER ONLY 
STD. PKG. 1. PKG. WT. 1.88 LBS. 


NO. 1571F 14” FILE ONLY FOR ABOVE 
STD. PKG. 6. PKG. WT. 4.50 LBS. 


= 











PANEL MUFFLER AND TAIL PIPE CUTTERS 


ee 
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(NO. 165 MUFFLER AND TAIL PIPE CUTTER: Short 
offset type can also be used for sheet metal cutting. 
Has “‘Curl-cut’’ feature. 4” x 7%". 

STD. PKG. 6. PKG. WT. 2.62 LBS. 
NO. 162 AUTO BODY PANEL CUTTER: Offset for am- 
ple clearance—has ‘‘Curl-cut’” feature. Easily guided— 
turns in short radius. Forged from Alloy Steel. %" x 10”. 
STD. PKG. 6. PKG. WT. 2.06 LBS. 
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13 PIECE 
DELUXE BODY AND FENDER SET 


Auto body damage can be repaired easily and efficient- 
ly with the tools in this set. Set includes — an excellent 
selection of dollies and hammers that are made from 
FORGED STEEL for many years of trouble free service 
—a curved spoon —a panel cutter —a flexible file 
and file holder. Set is available with a metal box and 
tote tray or in a fibre carton. 














CONTENTS 
No. l Description il No. | Description ll No. | Description 
1550 Bumping Hammer 1585 Heel Dolly 1572 File & Holder 
1552 Dinging Hammer 1581 Bead Dolly 1561 Curved Spoon 
1553 Fender Hammer 1583 Wedge Dolly 162 Panel Cutter 
1545 Shrinking Hammer 1582 H.D. Wedge Dolly 
1586 Universal Dolly 1584 Toe Dolly 
NO. 1596 13 PIECE BODY AND FENDER SET IN METAL BOX STD. PKG. 1. PKG. WT. 40.75 LBS. 


NO. 9816 METAL BOX ONLY 
NO. 1596F ABOVE SET LESS METAL BOX 





STD. PKG. 1. PKG. WT. 12.50 LBS. 
STD. PKG. 1. PKG. WT. 29.25 LBS. 


7 PIECE 
FOUNDATION SET 


A foundation set for the professional body and fender 
ropa man. Seven of the most popular body and fender 
tools. 











CONTENTS 
No. | Description 
1550 Bumping Hammer 
1552 Dinging Hammer 
1584 Toe Dolly 
1586 Universal Dolly 
1585 Heel Dolly 
1583 Wedge Dolly 
1561 Curved Spoon 
NO. 1591 7 PIECE BODY AND FENDER SET IN TOTE TRAY STD. PKG. 1. PKG. WT. 20,50 LBS. 


NO. 9816-2 TOTE TRAY ONLY 





STD. PKG. 1. PKG. WT. 4.31 LBS. 


SWEDISH STEEL 





Every DURO-CHROME feeler gauge is made of the finest grade Swedish Steel famous for a long life 
of extreme accuracy. Blades are ground to size, hardened, and tempered to withstand hard use without 
change in dimension. Each gauge has size clearly marked and can be instantly locked in working 


Position by means of a thumb nut. 


Clearances measured by means of feeler gauges are vital to the performance of engines, fuel and 
ignition systems, brakes and transmissions of cars, trucks, busses, tractors, airplanes, trains and 


installations using gas or diesel power. 


Use the right gauge for the job. A DURO-CHROME Feeler Gauge will be found ideal for every purpose. 


[A] NO. 229 MASTER IGNITION GAUGE: Services Do- 
mestic and Foreign cars. Has 16 blades 1%” long x 4” 
wide in following thicknesses: .011”, .012”, .013”, 
014”, .015”, .016”, .017”, .018”, .019”, .020”, .022”, 
-024", .025”, .028”, .030", .032”. 

STD. PKG. 6. PKG. WT. 0.37 LB. 








NO. 214 IGNITION GAUGE: Gauge consists of 14 
blades 14” long x 4" wide tapered, and is used very 
extensively in the adjustment of distributor breaker 
points on all cars, trucks, etc. Can be used to set the 
gap on new spark plugs. Blade sizes: .013”, .015”, 
-016", .017”, .018”, .020", .022”, .024”, .025”, .028”, 
.030", .032”, .035”, .040”. 

STD. PKG. 6. PKG. WT. 0.31 LB. 


[C) NO. 225 MASTER GAUGE: The Master Feeler Gauge 
is a necessity around any automotive repair shop or 
manufacturing plant. This gauge offers a complete 
range of sizes from .0015” to .035” with 25 blades 
3%" long x 4%” wide. Like all DURO-CHROME Feeler 
Gauges, it is equipped with a thumb locking nut. 
Sizes: .0015”, .002”, .003”, .004”, .005”, .006”, .007”, 
008”, .009”, .010”, .011”, .012”, .013”, .014”, .015”, 
016", 018”, .020”, .022”, .024”, .025”, .028”, .030”, 
032”, .035”. STD. PKG. 6. PKG. WT. 1.31 LBS. 


NO. 226 FORD GAUGE: A necessity for a mechanic 
working on Ford cars. Has three bent wire gauges, 
.025", .028”, .035” for spark plug gaps, and two 
straight wire gauges, .017”, .030”. Four 3%," x 4%” 
ignition blades .015”, .016”, .020”, .025”; also thirteen 
step-ground 3%," x 4%” Go-No-Go blades of the follow- 
ing thicknesses: .010”-.012”, .011”-.013”, .012”-.014", 
.013"-.015", .014”-.016", .015”-.017", .016”-.018", 
-017"-.019", .018”-.020", .019”-.021", .021”-.023”, 
-024’-.026", .025’-.027". Handy spark plug electrode 
bender included. STD. PKG. 6. PKG. WT. 1.31 LBS. 


{E] NO. 210 STANDARD GAUGE: This Gauge has 10 
blades 34%" long x 4” wide in popular thicknesses for 
piston ring clearances, valve clearances, brake shoe 
clearance and distributor breaker point opening. Sizes: 
002”, .003”, .004”, .005”, .006”, .007”, .008”, .010”, 
:012”", .015”. STD. PKG. 6. PKG. WT. 0.53 LB. 


NO. 228 GENERAL PURPOSE GAUGE: A combina- 
tion gauge for both ignition and tappet work. One end 
has ten 3” x 4%” blades for tappet and valve work— 
the other has twelve 1%" x 4” blades for breaker 
point, spark plug, carburetors, and other adjustments 
confined to small working space. Long Blade sizes: 
-002”, .003”, 004”, .005”, .006”, .007”, .008”, .010", 
-013”, .015”. Short Blade sizes: .011”, .012”, .013”, 
014", .015”, .016”, .017”, .018”, .019”, .020”, 
-022", .025”. STD. PKG. 6. PKG. WT. 0.75 LB. 


{@) NO. 208 SPARK PLUG GAUGE: The correct way 
to measure the gap between spark plug electrodes, 
especially those that have seen service, is with a wire 
gauge. Accurately spaces gaps worn concave. Wire 
gauge has bent end for those plugs having recessed 
electrodes. Has handy electrode bender for setting 
side electrodes to proper gap. 8 sizes to fit specifica- 
tions for all modern engines. Sizes: .022”, .025”, .028”, 
-030", .032”, .035”, .038”, .040”. 

STD. PKG. 6. PKG. WT. 0.42 LB. 


[W) NO. 227 CHEVROLET GAUGE: Especially designed 
for use on Chevrolet cars. Has three bent wire gauges, 
032", .035”, .040”, and four 3%” x %” ignition 
blades, .016”, .018”, .020”, .022”. Also contains eight 
3%.’ x 4%" regular blades in the following sizes: .006”, 
007”, .008”, .010”, .012”, .013”, .015”, .020", and 
electrode bending tool. 

STD. PKG. 6. PKG. WT. 0.75 LB. 











Feeler Gauges 








PISTON FEELER GAUGE 





NO. 207 PISTON FEELER GAUGE: This 8 blade Feeler 
Gauge, made from Swedish Steel, is especially adapted 
to fitting pistons. Practically every recommended 
clearance is contained in this Gauge or can be made 
up from a combination of two of the blades. Also used 
to check air gaps in electric motors. The blades are 9 
inches long and the locking thumb nut allows the 
locking of any Gauge in using position. The following 
thickness blades are included: .002”, .003”, .004”, 
-005”, .006”, .008”, .010”, .015”. 


STD. PKG. 6. PKG. WT. 1.00 LB. 





A quality Feeler Gauge in every respect, mounted 12 on attractive three color 
display merchandiser 15” high x 104” wide, as illustrated. Genuine Swedish 
Steel is used in the nine Thickness Gauges ranging from .004” to .025” 
together with 3” Scale making ten Blades in all. Each gauge is in a trans- 
parent envelope protecting it from tarnishing. Besides accuracy the outstand- 
ing feature of these gauges is the locking nut which holds any blade firmly 
when in use. Blades as follows: .004”, .006”, .008”, .010”, .012”, .013”, 


015”, .018”, .025”, 3” Scale. 
NO. 166-C12 DISPLAY OF 12 FEELER GAUGES 
NO. 166 FEELER GAUGE ONLY 


REPLACEMENT BLADES FOR FEELER GAUGES 


e« Ss SD 











No. Thickness No. Thickness 
204A -0015 204N -014 
204B -002 204P .015 
204C .003 204Q .016 
204D .004 204R .018 
204E .005 204S .020 
204F -006 204T .022 
204G .007 204U .024 
204H ,008 204V 025 
204HH .009 204W .028 
204J .010 204X .030 
204K 011 204Y .032 
204L .012 204Z .035 
204M .013 

















For those desiring to replace worn out or broken Feeler 
Gauges, these standard 3%” length Replacement 
Blades with hole in end are offered in the thicknesses 
shown. Packed 6 of one size to an envelope. 

NOS. 204A to 204Z REPLACEMENT BLADE 


STD. PKG. 1. PKG. WT. 0.06 OZ. 


ALL PURPOSE FEELER GAUGE 


BRAKE SERVICE FEELER GAUGE 





NO. 221 BRAKE SERVICE FEELER GAUGE: A correctly 
designed gauge with 9 blades 4” long, narrowed down 
to 4%” width for accurate setting of brake clearances. 
The narrow blades allow the proper setting which wider 
blades do not permit. Will check fits of Master and 
Wheel pistons to cylinder as well. For Bendix, Lock- 
heed, Timken, Wagner and other brakes on passenger 
cars, trucks and busses. Every mechanic needs one of 
these gauges in his kit. Sizes: .002”, .004”, .005”, 
006", .007”, .008”, .010”, .012”, .015”. 


STD. PKG. 6. PKG. WT. 0.28 LB. 





aa 
ACCURACY 


& 
DURO METAL PRODUCTS COMPANY So 
Chicago Illinois U. S.A. 








STD. PKG. 1. PKG. WT. 1.25 LBS. 
STD. PKG. 6. PKG. WT. 0.59 LB. 


FEELER GAUGE STOCK 

















Ee i™ oy: -) 
Thick- Thick- Thick- 
No. ness No. ness No. ness 





205A .0015|| 205K O11 205S -020 
205B .002 205L .012 205T .022 
205C .003 205M -013 205U 1024 
205D .004 205N -014 205V .025 
205E .005 205P .015 205W .026 
205F .006 205Q .016 205Y .032 
205H .008 205R .018 2052 .035 
2055 -010 





Genuine Swedish Steel, accurately sized and scientifi- 
cally hardened. Length 12”. Packed 6 of one size to an 
envelope. 
NOS. 205A to 205Z FEELER GAUGE STOCK 

STD. PKG. 1. PKG. WT. 0.06 OZ. 











Rim Wrenches 


(A) DOUBLE END TRUCK RIM WRENCHES: Forged 
steel with baked red enamel. 


No. 457 %” and '%,’ HEX: A wrench for Chevrolet, 7% 
opening for use on light series trucks and '%"’ opening 
for heavy series trucks, 1946 and later. Length 16”. 

STD. PKG. 1. PKG. WT. 3.75 LBS. 


No. 449 %” and 1,” HEX: For International trucks, 
Federal, Mack, Studebaker, Diamond T, etc. Length 16”. 


STD. PKG. 1. PKG. WT. 3.75 LBS. 


DOUBLE END TRUCK RIM WRENCHES: Forged 
steel with baked red enamel. 


No. 452 %” HEX x %” SQUARE x 1” HEX: Fits Chev- 
rolet dual wheels, Mack and many others. Length 16”. 


STD. PKG. 1. PKG. WT. 4.25 LBS. 


NO. 453 1%” HEX x 1” SQUARE x 14” HEX: Fits Ford 
dual wheels, Budd wheels, also Dodge and many 
others. Length 16”. STD. PKG. 1. PKG. WT. 4.75 LBS. 


[C) NO. 459 '%.” and 1” HEX TRUCK RIM WRENCH: 
For late model Chevrolet trucks. Length 16”. 


STD. PKG. 1. PKG. WT. 4.25 LBS. 





[D) NO. 447 CROSS BAR: This hexagon bar fits 
wrenches 449, 452, 453, 457, and 459. Provides 
adequate leverage for toughest nuts. Length 20”. 


STD. PKG. 1. PKG. WT. 2.75 LBS. 














—E] NO. 455 HEAVY DUTY TRUCK CROSS RIM 
WRENCH: A real service tool for trucks. Will loosen 
and “spin off’ wheel nuts on most popular trucks. 
Length of wrench is 24, affording ample leverage and 
permitting use of two hands. In the combination of 
sockets will be found those that fit most popular 





trucks. The six sizes are 4%", 14”, 14%", 14” Hexagon, 
%" and 'X,” Square. Forged, heat treated and finished 
in baked red enamel. 


STD. PKG. 1. PKG. WT. 13.37 LBS. 


F] CROSS RIM WRENCHES: Welded four way rim 
wrench. Popular socket sizes will handle wheel nuts 
on nearly all cars and trucks. 4%” x %” x "%," x 4". 
Brightly plated. 























No. | Length | Std. Pkg. | Pkg. Wt. Lbs. 
620 144," 25 61.00 
621 16" 25 66.00 
622 20" 25 78.00 











iG] NO. 446 CROSS RIM WRENCH: Forged cross rim 
wrench to service cars having deepest fender skirts as 
well as earlier models. Hexagon openings, sizes %", 
1%", %" and '%,’. Forged from CHROME ALLOY STEEL, 
sockets polished, fully chrome plated. Length 20”. 


STD. PKG. 6. PKG. WT. 24.00 LBS. 








Truck Rim Wrench Sets 


NO. 450-C SET FOR CHEVROLET TRUCKS: A combina- 
tion of numbers 447 and 452 giving a Slide Bar as 
well as a Wrench with openings %” and 1%" hexagon 
together with %” square. For all Chevrolet Dual Wheels. 


STD. PKG. 1. PKG. WT. 7.25 LBS. 


NO. 450-F SET FOR FORD TRUCKS: A combination of 
numbers 447 and 453 giving a Slide Bar as well as a 
Wrench with openings 14%” and 14” hexagon together 
with '¥, square. STD. PKG. 1. PKG. WT. 7.50 LBS. 





NO. 450-IN SET FOR INTERNATIONAL TRUCKS: A 
combination of numbers 447 and 449 giving a Slide 
Bar as well as a Wrench with openings %” and 1), 
hexagon. 


STD. PKG. 1. PKG. WT. 6.50 LBS. 











Tire and Rim Service Tools 
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(A) NO. 1758 CURVED SPOON TIRE IRON: The broad 
blades avoid damage and bruises to tire. For passenger 
cars and trucks. Forged, heat treated and finished in 
red baked enamel. Length 18”. 

STD. PKG. 1. PKG. WT. 2.13 LBS. 


[B] NO. 1756 FLAT TYPE TIRE IRON: Can be used in 








conjunction with spoon tire iron for more efficiency. 
Forged, heat treated and finished in red baked enamel. 
Length 18”. STD. PKG. 1. PKG. WT. 2.13 LBS. 
(C) NO. 1755 TIRE RING TOOL: An ideal tool for re- 
moving and replacing lock rings on various types of 
rims. Forged, heat treated and finished in red baked 














Brake Service Tools 





[A) NO. 2162 BRAKE ADJUSTING TOOL: For adjusting 
Bendix, Huck and other hydraulic brakes. Both ends 
are notched to prevent slipping. Made from CHROME 
ALLOY STEEL. Scientifically hardened, polished and 
chrome plated. Length 6”. Uncarded. 

STD. PKG. 6. PKG. WT. 1.31 LBS. 
NO. 2162C BRAKE ADJUSTING TOOL ON SELF 
MERCHANDISING CARD. 

STD. PKG. 6. PKG. WT. 1.50 LBS. 


B) NO. 2161 BRAKE ADJUSTING TOOL: Universal 
type for Bendix and Huck hydraulic brakes as well as 
brakes on compact model cars. Side of curved end is 
“notched” to clear front suspensions — ‘‘Angled” to 
clear brake drum flanges and ‘‘long’’ enough to clear 
wheel diameters. Made from CHROME ALLOY STEEL, 
hardened, polished and chrome plated. Length 94”. 
Uncarded. STD. PKG. 6. PKG. WT. 2.44 LBS. 
NO. 2161C BRAKE ADJUSTING TOOL ON SELF 
MERCHANDISING CARD. 

STD. PKG. 6. PKG. WT. 2.50 LBS. 


(c] NO. 2125 8%” BRAKE SPRING PLIER: Pointed 


























jaw holds in lined shoe while hook draws spring into 


endmel. Length 20”. 

STD. PKG. 1. PKG. WT. 2.00 LBS. 
[Db] WIRE BRUSHES: Stiff wire bristle brushes for rim, 
tire and general use. Length 14” overall. Curved 
handle has 6%” of bristles. 
NO. 851 3 ROW BRUSH 

STD. PKG. 6. PKG. WT. 2.63 LBS. 
NO. 852 4 ROW BRUSH 

STD. PKG. 6. PKG. WT. 3.56 LBS. 
[E] NO. 1538 24 Oz. RUBBER MALLET: For mounting 
tires. Will not mar or injure rims or tires. 

STD. PKG. 4. PKG. WT. 6.75 LBS. 





position. End of one handle has cam which releases 
spring from anchor post. End of other handle grooved 
for replacing springs. CHROME ALLOY STEEL, brightly 
plated. Uncarded. 

STD. PKG. 3. PKG. WT. 1.50 LBS. 
[D) NO. 2126 13,” BRAKE SPRING PLIER: Same speci- 
fications as above only larger for heavy duty work. 


Uncarded. STD. PKG. 3. PKG. WT. 2.81 LBS. 
NO. 2126C 13,” BRAKE SPRING PLIER ON SELF 
MERCHANDISING CARD. 
STD. PKG. 3. PKG. WT. 3.00 LBS. 
[E]) NO. 221 BRAKE SERVICE FEELER GAUGE: Swedish 
steel blades 4” long by 4%” wide for accurate setting 
on Bendix, Lockheed, Timken, Wagner and other 
brakes. 9 blade sizes. .002”, .004”, .005”, .006”, 
-007”, .008”, .010”, .012” and .015”. 

STD. PKG. 6. PKG. WT. 0.30 LB. 
[F) NO. 3430 BRAKE SPRING TOOL: For removal or 
replacement of Bendix brake springs or any spring that 
is attached to a post. Use socket end for removing and 
hook end for replacing springs. 

STD. PKG. 6. PKG. WT. 2.00 LBS. 
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NO. 2356 3 ARM GEAR PULLER: Heavy duty type. 
Arms and center yoke are drop forged for maximum 
strength. Heavy long screw has %” hexagon head. 
Arms are 8” long with three length adjustments. 
Hooks are offset 44" at one end of arm and 1” at the 
other. Yoke has three radial adjustments ranging from 
3” to 6” in diameter. Maximum reach of arms is 644”. 
Body is finished in red enamel, arms are brightly 
chrome plated. Can be used for external or internal 
ulling. STD. PKG. 1. PKG. WT. 7.44 LBS. 
IB] NO. 2355 2 ARM GEAR PULLER: Heavy duty type 
with two arms and 2 arm yoke. Other specifications 
same as No. 2356. 
STD. PKG. 1. PKG. WT. 5.25 LBS. 
NO. 2363 314” GEAR PULLER: Improved medium 
duty type. Cone which controls the spread of the arms 
operates independently of the puller screw. Allows firm 
clamping of the jaws without a locking or binding 
effect. Quick action pins provides easy changing of 
arms. Maximum spread approximately 2% between 
points and will pull a gear 34%” diameter by 1%” 
width of face. Effective reach of arms is 24%”. With 
adaptor No, 2374 can be used with Slide Hammer 
Handle No. 2370. 
STD. PKG. 1. PKG. WT. 1.38 LBS. 
(C) & [Db] NO. 2358 LARGE INTERNAL-EXTERNAL GEAR 
PULLER SET: A combination puller which includes 
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Gear Pullers 


No. 2363 Gear Puller plus a set of No. 2377 Long 
Internal Arms. Ball and spring loaded pins are easily 
removed to permit changing arms in a matter of 
seconds. STD. PKG. 1. PKG. WT. 1.65 LBS. 
[Dp] NO. 2377 LONG INTERNAL ARMS: In pairs with 
Large Puller Body arms will enter holes as small as 
1” diameter and will pull recessed bearings, long 
bushings, etc. as large as 3” diameter bore. Forged 
alloy steel, chrome plated. Length overall 64”. 
STD..PKG. 1. PKG. WT. 0.25 LB. 
[E] NO. 2362 2)” GEAR PULLER: Improved light duty 
type has maximum spread approximately 1%” between 
points and will pull gear 24%" diameter by 4” width of 
face. Effective reach of arms is 13%”. Can be used with 
Slide Hammer Handle No. 2370. 

STD. PKG. 1. PKG. WT. 0.75 LB. 
fl & FF) NO. 2359 SMALL INTERNAL-EXTERNAL 
GEAR PULLER SET: Set includes No. 2362 Gear 
Puller plus a set of No. 2373 Short Internal arms. Ball 
and spring loaded pins for quick changing of arms. 
STD. PKG. 1. PKG. WT. 0.88 LB. 
F] NO. 2373 SHORT INTERNAL ARMS: Used in pairs 
with the Small Puller Body, arms will enter a hole as 
small as %” diameter and will pull bearings, sleeves, 
etc. having a bore up to 2” in diameter. Forged alloy 
steel and chrome plated. Length overall 444”. 

STD. PKG. 1. PKG. WT. 0.13 LB. 






































avy Duty Type Universal Gear Puller Set 
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NO. 2357 UNIVERSAL GEAR PULLER SET: All of the necessary parts to make either a two arm or a three arm puller. 
Quickly and easily assembled for external or internal pulling. Set includes all of the parts illustrated above. 
STD. PKG. 1. PKG. WT. 9.19 LBS. 


PARTS FOR GEAR PULLERS 
| PULLER NUMBER 














Description | 2355 | 2356 | 2362 2363 
Arm 2355-2 2355-2 2362-3 2363-3 
Forcing Screw 2355-3 2355-3 2362-2 2363-2 
Pin 2355-4 2355-4 2362-6 2363-6 
Yoke 2355-1 2356-1 2371 2375 
TurningiBar | atone terete 2362-5 2363-5 








NO. 2380 SLIDE HAMMER MASTER PULLER SET: A complete set of pullers and attachments for the 





utmost in utility. All of the essentials for removing bearings, gears, oil and grease seals, keepers etc. 
Set includes; No. 2370 hammer, No. 2370-B sharp hook, No. 2370-C flat hook, No. 2371 small body, 
No. 2362-3 short external arms (2), No. 2373 short internal arm (2), No. 2375 large body, No. 2374 
adaptor, No. 2363-3 long external arms (2) and No. 2377 long internal arms (2). 


[A] NO. 2370 SLIDE HAMMER HANDLE ONLY: Very 
sturdily constructed, this tool is, capable of doing fast 
and efficient pulling. The impact of the sliding hammer 
striking the bumping collar is transmitted to the oppo- 
site end where hooks or gear pullers are attached by 
means of threads and locknut. The slide is red baked 
enamel finish, all other parts are brightly plated. Length 
254" overall. STD. PKG. 1. PKG. WT. 4.50 LBS. 


NO. 2377 LONG INTERNAL ARM: In pairs with 
Large Puller Body and Slide Hammer Handle, arms 
will enter holes as small as 1” diameter and will pull 
recessed bearings, long bushings, etc. as large as 3” 
diameter bore. Forged alloy steel, chrome plated. 
Length overall 64”. 

STD. PKG. 1. PKG. WT. 0.25 LB. 


[C] No. 2371 SMALL PULLER BODY ONLY: Attaches 
directly to the slide hammer. With the addition of either 
short external or internal arms, various pulling jobs can 
be done. Body comes complete with cone for position- 
ing arms and with quick action ball and spring loaded 
pins to permit changing arms. Brightly chrome plated. 

STD. PKG. 1. PKG. WT. 0.25 LB. 


NO. 2373 SHORT INTERNAL ARM: Used in pairs 
with the Small Puller Body, arms will enter a hole as 
small as 4” diameter and will pull bearings, sleeves, 
etc. having a bore up to 2” in diameter. Forged alloy 
steel and chrome plated. Length overall 414”. 

STD. PKG. 1. PKG. WT. 0.13 LB. 


STD. PKG. 1. PKG.-WT. 8.00 LBS. 


[E] NO. 2370-B SHARP HOOK ATTACHMENT: This 
hook is used for removing valve keys as well as cotter 
Pins and small parts where larger tools cannot be used. 
Length 3%” overall. 

STD. PKG. 1. PKG. WT. 0.13 LB. 


[F) NO. 2370-C FLAT HOOK ATTACHMENT: Flat hook 
for pulling bushings, seals, bearings, etc. Length 35%” 
overall. STD. PKG. 1. PKG. WT. 0.13 LB. 


(G] NO. 2363-3 LONG EXTERNAL ARM: Used in pairs 
with Large Puller Body and Slide Hammer Handle — 
will pull gears and bearings up to 3%” diameter by 
1%” wide. Arm is forged alloy steel, brightly chrome 
plated. Overall length 354”. 

STD. PKG. 1. PKG. WT. 0.25 LB. 


[) NO. 2375 LARGE PULLER BODY ONLY: Requires 
No. 2374 Adaptor for attaching to slide hammer. Used 
with long external or internal arms, will handle a wide 
range of pulling jobs. Comes complete with adjusting 
cone and quick action pins. Brightly chrome plated. 
STD. PKG. 1. PKG. WT. 0.50 LB. 


{] NO. 2374 ADAPTOR ONLY: Necessary to attach 
No. 2375 Large Puller Body to Slide Hammer Handle. 
STD. PKG. 1. PKG. WT. 0.13 LB. 


IK] No. 2362-3 SHORT EXTERNAL ARMS: Used in 
pairs with Small Puller Body and Slide Hammer Handle, 
will pull gears and bearings up to 2%” diameter by 4” 
wide. Arm is forged for strength and brightly chrome 
plated. Overall length 2%". 

STD. PKG. 1. PKG. WT. 0.13 LB. 
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Hub Pullers 





















































A] NO. 259 3 ARM HUB PULLER: Heavy malleable includes three adaptors listed below. Screw head is 4” 
iron construction for extra rigidity. Hardened steel hexagon and can be turned with wrench or socket and 
screw has a %” hexagon head for easy turning with a handle. Uses any standard cap screw. 
wrench or socket and handle. We arm type is for STD. PKG. 1. PKG. WT, 1.13 LBS. 
wheels with five studs. Arms and yoke are finished in . 254-3 STANDARD ADAPTOR: 
baked red enamel. STD. PKG. 1. PKG. WT. 5.25 LBS. NO: STD. PKG. 2. PKG. WT. 0.13 LB. 
B] NO. 258 2 ARM HUB PULLER: Two arm type for NO. 254-4 ADAPTOR FOR CHRYSLER, DESOTO & 
cars and trucks having wheels with 4, 6 or 8 studs. PLYMOUTH: STD. PKG. 2. PKG. WT. 0.13 LB. 
Construction same as No. 259. NO. 254-5 ADAPTOR FOR BUICK, 1955 on up: 
STD. PKG. 1. PKG. WT. 4.25 LBS. STD. PKG. 2. PKG. WT. 0.13 LB. 
[E] NO. 248 3 ARM HUB PULLER: Heavy duty type — E ai gce Ligh ie GEAR Linea Has 6 yoke 
has 3 sliding arms that quickly and easily adjust to fit an t fel b Orareed watt seid h as 4 k hap hea 
the hub. Unique design of arms provide for a’ straight a Can ae ae SB NTOHEN OF SQCKEE-SNG NANCIE: 
pull on all size bolt circles up to 8”. Contact end of ‘ Fallot é ‘in ef x3 reeeeen head Cap screws Is 
puller screw has floating cap which centers on the axle METS GS EO) aT. PKG. 1 eKG. Wr Pee ips. 
and prevents damage to axle or screw. Chrome Alloy 
Steel fully chrome plated. AF) NO. 2365 BEARING SEPARATOR: For precision 
D. PKG. 1. PKG. WT. 10.25 LBS. pulling of hard to orp bare. Knife like edges for grip- 
ping gears, bearings, etc., where space does not permit 
D] NO. 254A UNIVERSAL STEERING WHEEL PULLER jaws to be hooked on to part. Maximum opening of 
SET: Essentially a steering wheel puller this tool can 


Jaws 2%" x 2%". Jaws are tapped %” — 16. May be 
also be used as a two or three way puller to remove used with Puller No. 2364. 


pulleys, flanges, outboard engine flywheels, etc. Set STD. PKG. 1. PKG. WT, 1,25 LBS, 


Universal Hub Puller Set 








258-2 258-3 258-1 


NO. 260X UNIVERSAL HUB PULLER SET: Assembly of either a two arm or three arm hub puller is quickly and 
easily accomplished with this universal hub puller set. Use as a two arm puller on wheels having 4, 6 or 8 studs. 
Use as a three arm puller on wheels having 5 studs. Set includes all of the parts illustrated above. 
STD. PKG. 1. PKG. WT. 7.50 LBS. 
PARTS FOR HUB PULLERS 


| PULLER NUMBER 














Description | 248 | 254A | 258 | 259 2364 
Arm 248-8 258-2 258-2 
Forcing Screw 254-2 258-3 258-3 2364-2 
Yoke 254-1 258-1 259-1 2364-1 
Handle 248-9 
Cap Screw 2364-5 





A Federal Specification GGG-P-781 applies. 














' Service Tools 
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[A] NO. 2116 BATTERY PLIER: This plier is designed 
to provide positive grip of badly corroded or mutilated 
battery terminal nuts. Hand fitting handles enable con- 
fident grasp and will not pinch fingers. Forged special 
steel with chrome plating. Length 8”. 

STD. PKG. 6. PKG. WT. 2.25 LBS. 


B] NO. 129 TERMINAL CLAMP SPREADER, REAMER 
AND POST CLEANER: Three tools in one. Spreads and 
cleans terminal clamp in one quick operation. Post 
cleaner on handle removes corrosion from post. Grip 
fitted handles for easy comfortable use. Length 7%”. 
STD. PKG. 1. PKG. WT. 0.63 LB. 


(c] NO. 648 BATTERY TERMINAL LIFTER AND 
WRENCH: Handle contains a 12 point box wrench 
opening %. which fits most battery terminal nuts. 
Other end of wrench has spreader blade for forcing 
terminal clamp apart after terminal nut has been loos- 
ened. The thin fingers are then inserted under the 
terminal and with simple cam action, the terminal lifts 


























Lubrication Service Tools 








from the post. Forged from CHROME ALLOY STEEL, 
polished and chrome plated. Length 64”. 
STD. PKG. 6. PKG. WT. 2.00 LBS. 


D] NO. 130 TERMINAL CLAMP LIFTER: Ideal for lift- 
ing badly corroded clamps. Strong jaws grip below the 
clamp when there is room or else the sharp points 
engage the sides of the clamp. Either way, the harder 
the pull the tighter the jaws grip. Even the most badly 
corroded clamp can be lifted efficiently, effortlessly— 
without danger of damaging battery. 

STD. PKG. 1. PKG. WT. 0.50 LB. 


E] NO. 131 WIRE BRUSH TERMINAL AND POST 
CLEANER: Metal brush shaped to fit inside terminal 
clamps, quickly removes all corrosion to insure perfect 
contact. Special donut-shaped metal brush in base fits 
over battery post for cleaning and shaping. Steel case 
with easy-grip knurling, has protective cover. Length 
3%". Photo illustrates three views of terminal and post 
cleaner. STD. PKG. 1. PKG. WT. 0.25 LB. 
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A] NO. 643 UNIVERSAL MALE DRAIN PLUG WRENCH: 
Service all popular female filler and drain plugs on cars 
and trucks. The combination of sizes in one tool is a 
real time saver around a service station or garage. 
Forged and hardened for lifetime service. 

STD. PKG. 6. PKG. WT. 6.75 LBS. 


B] NO. 644 UNIVERSAL FEMALE DRAIN PLUG 
WRENCH: Fits practically all popular male plugs in 
crank cases, transmissions, differentials on cars and 
trucks. A combination of nine hexagon and 8 point 
square openings in sizes: 4”, %4!, 44", "We", 4%" square; 























%"", He, 1” and 1%” hexagon. Drop forged and hard- 
ened. Chrome plated. 
STD. PKG. 6. PKG. WT. 4.00 LBS. 


(C) NO. 630 FILLER PLUG ADAPTOR: %” hexagon, 
Y," sq. dr. designed for speedy removal of differential 
filler plugs on certain models of Chrysler automobiles. 
STD. PKG. 6. PKG. WT. 0.75 LB. 
[Dp] NO. 4409SS DRAIN PLUG SOCKET: %," square 
(4 point) socket, %” sq. dr. for servicing dynaflow and 
hydramatic systems. 

STD. PKG. 6. PKG. WT. 0.31 LB. 

















A [Al IGNITION OPEN END WRENCHES: Accurately sized 
to turn small nuts in close quarters. Used daily by 
mechanics working on ignition and electrical systems, 
radio, television, carburetors and other small devices, 
Drop forged from high quality steel. Brightly chrome 
plated with polished heads. 


(TYPE VI, STYLE 1) 











| Openings __| Std. | | Pkg. 
No. | 15° | 60° | Length | Pkg. | Wt. Lbs. 
61 134A" 154," 3 6 0.09 
62 1 yr 3° 6 0.09 
62A yy" He" 3" 6 0.09 
63 Te!" ye 3* 6 0.09 
64 yy" Fe" 3 6 0.09 
65 a" He" 3¥2" 6 0.18 
66 He" Ya" 3%" 6 0.18 
67 "A" x" 4" 6 0.25 
68 3" Wa" 4" 6 0.25 
69 Ae" yy," 4" 6 0.43 








[B] IGNITION BOX WRENCHES: Midgets in size, but 
just the tools for ignition, instrument panel and other 
work on small size nuts and bolts. Forged from 
CHROME ALLOY STEEL, heads are small and set at 
15° angle to handle. Openings are 12 point or double 
hex. Polished heads and panels, and brightly chrome 
plated. 














| Std. | Pkg. Wt. 
No. Size *Length | Pkg. Lb, 
2021 | UA" x He" | 3%" | 6 0.18 
2022 Ha" X Vo" 3%" 6 0.18 





(©) NO. 2110 IGNITION PLIER: Ideal for ignition and 
other fine service work. Has extra thin parallel jaws 
with four adjustments from closed position to 4" open- 
ing. Forged CHROME ALLOY STEEL with polished jaws 
and satin finished handles. Brightly chrome plated. 
Length 5”. STD. PKG. 6. PKG. WT. 0.62 LB. 


[) NO. 2150 GROOVE JOINT IGNITION PLIER: Fea- 
turing the forged rib groove design, this plier has four 
opening positions and bonded vinyl plastisol grips. 
Made from alloy steel. Length 4”. 

STD. PKG. 1. PKG. WT. 0.13 LB. 





A Federal Specification GGG-W-00636c applies. 





Ignition Service Tools 














E] NO. 60 IGNITION TOOL: Triple duty tool to service 
Delco-Remy ignition systems on Chevrolet and Rambler 
6 cylinder automobiles. Pronged socket fits slotted nut 
for point replacement—other socket fits 4," hex. nuts 
in ignition systems—plus an exclusive automatic re- 
tracting feeler blade. One tool for speedy removal, in- 
stallation and adjustment of ignition points. 

STD. PKG. 6. PKG. WT. 1.25 LBS. 


NO. 60C IGNITION TOOL— CARDED: Ignition tool 
mounted to an attractive self-merchandising card. Hole 
in top of card for hanging on a peg. 

STD. PKG. 6. PKG. WT. 1.37 LBS. 


[F) NO. 2024 %,” DISTRIBUTOR WRENCH: For Chev- 
rolet V-8 and Buick. %,’ 12 point opening with a 10” 
handle and a 4%” offset handle. Tapered head for 
easy removal of wrench after nuts are loosened. Length 
11%". STD. PKG. 6. PKG. WT. 5.00 LBS. 


(G] NO. 2023 4” DISTRIBUTOR WRENCH: For Ford, 
Lincoln and Mercury. Handle is offset at correct angle 
to clear obstructions. Wrench opening is 4”, 12 point. 
Length 12”. STD. PKG. 6. PKG. WT. 3.00 LBS. 


CARD OF 12 TUNGSTEN IGNITION FILES 
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IGNITION FILES 
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DURO METAL PRODUCTS COMPANY - CHICAGO, U.S. A. 


NO. 174-C12 CARD OF 12 IGNITION FILES: Clean cut- 
ting, fine, tungsten file for distributor and other elec- 
trical contacts. One dozen mounted on attractive color 
card merchandiser. 

STD. PKG. 1. PKG. WT. 0.25 LB. 














Ignition Sets 





(A) NO. 1711 11 PIECE IGNITION SET: Every mechanic 
needs a set of ignition wrenches to properly service all 
makes of engines. Makes point changing and tune up 
work quicker and more profitable. Set includes forged 
steel wrenches 61 to 69 (Except No. 62A) as well as 
No, 2110 Plier and No. 182 Screw Driver. In substantial 
Plastic kit with each tool in an individual pocket. 

STD. PKG. 1. PKG. WT. 0.50 LB. 
NO. DUK5 KIT ONLY. 


NO. 1709 9 PIECE IGNITION SET: Nine forged 
wrenches No’s. 61, 62, 63, 64, 65, 66, 67, 68, and 69 
in a durable plastic kit. 

% STD. PKG. 1. PKG. WT. 0.50 LB. 
NO. DUK4 KIT ONLY. 


Special Purpose Tools 














NO. 1707 7 PIECE IGNITION SET: Same as 1709 set 
except with 7 wrenches No’s. 61 to 67. 
STD. PKG. 1. PKG. WT. 0.25 LB. 


NO. DUK3 KIT ONLY. 


[) NO. 1708 8 PIECE IGNITION SET: Has 4 forged 
steel End Wrenches with openings of 4" x %", 1%,” x 
"hal", 56!" x Hy", and NH! x 4%”. Contains in addition, a 
CHROME ALLOY STEEL Ignition Plier, 5” Spark Testing 
Screw Driver, Tungsten Ignition File and Swedish Steel 
eeler Gauge with blades .004”, .006”, .008”, .010”, 
012”, .013”, .015, .018”, .025”, and 3” scale. Attrac- 
tively packed in substantial enameled metal box. 
STD. PKG. 1. PKG. WT. 1.25 LBS. 


%” SQ. DR. FLEXIBLE DRIVER SET 


Dy 


NO. 2820 FLEXIBLE DRIVER SET: One of the handiest 
tool developments in years. Set includes driver and 
four adaptors listed below. 

STD. PKG. 1. PKG. WT. 0.73 LB. 
[D) NO. 2820-1 4%” SQ. DR. FLEXIBLE DRIVER: The 
34” flexible section permits bending of tool around 
obstructions. Driver can be used with all 4%” Sq. Dr. 
sockets and fittings. Overall length 20%”. 
TD. PKG. 6. PKG. WT. 3.00 LBS. 
E] NO. 2820-2 4%’ HOLLOW HEAD SET SCREW 
WRENCH: Specifically designed, when used with flex- 
ible driver, to adjust Delco Remy distributors. 

STD. PKG. 6. PKG. WT. 0.34 LB. 














STUD SETTER AND EXTRACTOR 


SD» ill set or remove 54’ to %4 diam- 
eter studs without bending. Has a 
cam action with a knurled grip- 
ping wheel on which a powerful 
turning effort can be exerted. Re- 
leases instantly. Built in one unit 
for convenience in working. Turn- 
ing action can be made with any 
Cig = 6’ hexagon socket or box wrench. 
t | | Polished and chrome plated. 

NO. 250 STUD WRENCH. 

STD. PKG. 1. PKG. WT. 0.75 LB. 
NO. 250R REPLACEMENT ROLLER, ONLY. 

STD. PKG. 1. PKG. WT. 0.25 LB. 
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[F] NO. 2820-3 CARBURETOR ADJUSTING ADAPTOR: 
For most late model G.M., Ford and Chrysler cars. 
STD. PKG. 6. PKG. WT. 0.21 LB. 











iG) NO. 2820-4 SCREW STARTER ADAPTOR: Has posi- 
tive grip feature. Use with flexible driver to reach diffi- 
cult locations. STD. PKG. 6. PKG. WT. 0.30 LB. 











IH) NO. 2820-5 MAGNETIC ADAPTOR: Powerful Alnico 
magnet, will retrieve nuts, bolts, screws, etc. from 
impossible places. Ideal tool for mechanics, machinists, 
radio-TV repairmen and hobbyists. 

STD. PKG. 6. PKG. WT. 0.35 LB. 









FLEXIBLE MECHANICAL FINGER 


NO. 815 FLEXIBLE MECHANICAL FINGER: A most 
useful tool for retrieving small parts, nuts, bolts and 
screws where the fingers cannot reach. Mechanics also 
find this tool handy for replacing tappets in 1954 and 
1955 Ford and Mercury motors. The flange of the 
tappet can be securely held by the two jaws while the 
tool is bent to the desired angie around the crankshaft. 
Overall length 15” with an 8” flexible section. 

STD. PKG. 6. PKG. WT. 2.50 LBS. 


[A] NO. 785 PISTON RING COMPRESSOR: With a range 
from 24%” to 5” diameter and band depth of 2%” this 
ring compressor will fit practically all cars except those 
having a ring on the lower skirt. Easily adjusted over 
full range. Extra heavy spring steel tension band held 
firmly in place by automatic friction brakes. 

STD. PKG. 1. PKG. WT. 0.50 LB. 


NO. 785B REPLACEMENT TENSION BAND FOR ABOVE. 

STD. PKG. 1. PKG. WT. 0.13 LB. 
B] NO. 790 “TWIN BAND” PISTON RING COMPRES- 
SOR: A top quality tool with a capacity from 2%" to 5”. 
A 34" high Compression Band takes all rings at once 
including skirt ring on Ford, Pontiac, etc. Beaded 
bottom edge prevents the tool from entering the cylin- 
der. Has self-locking heavy duty ratchet pawl with 
hardened teeth. The ‘Twin Band” eliminates flare out 
when ring leaves compressor and gives double strength 
as well as compressing rings tightly. 


SPECIAL INSTRUCTIONS—For use on late model Fords 
and Chevrolets which have a tapered block, turn com- 
pressor upside down and tighten up on piston in usual 
manner. Insert piston and compressor into cylinder 
still upside down. Slide entire assembly down until 
compressor is stopped by ridge inside of combustion 
chamber, then push piston into cylinder. 

STD. PKG. 1. PKG. WT. 0.75 LB. 


NO. 790T PISTON RING COMPRESSOR—3!,” to 7” 
Diameter. STD. PKG. 1. PKG. WT. 0.75 LB. 


[Cc] NO. 790S HEAVY DUTY PISTON RING COMPRES- 
SOR: For Truck, Tractor or Diesel Engines. Compressor 
band is 644” in depth with a capacity from 3%” to 7” 
diameter. Has four tension bands and ratchet type 


FLARE NUT WRENCH SET 


For use on soft metal nuts on gas, 
oil, hydraulic as well as refrigerant 
lines on cars, trucks, aircraft and re- 
frigeration units. 





























3 PIECE SET 
____ CONTENTS 
Now | Size 
368 | Ye" x" 
369 | Ye" xy" 
a0 | HN KH" 





NO. 363 3 PIECE SET ss 
STD. PKG. 1. PKG. WT. 1.25 LBS. 

NO. DUK171 KIT ONLY 

%&NOT GUARANTEED 






Piston Service Took : 
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tension holding device. For those pistons where ex- 
treme distance from top to skirt ring is more than 34”. 
STD. PKG. 1. PKG. WT. 1.75 LBS. 
NO. 790B REPLACEMENT TENSION BAND FOR NOS. 
790, 790S, and 790T. 
STD. PKG. 1. PKG. WT. 0.13 LB. 


DD) NO. 159 PISTON RING SKID: Avoid piston ring 
breakage and reduce installation time. This inexpensive 
tool is made of light gauge spring steel. A necessity for 
installing piston rings. 

STD. PKG. 12. PKG. WT. 0.25 LB. 


E] NO. 792 DELUXE PISTON GROOVE CLEANER: Will 
remove carbon from ring grooves on pistons from two 
to five inches. Does not chatter, gouge, or climb out 
of grooves. Compensating spring controls pressure ‘on 
cutter, while rigid frame prevents side play. 


Comes complete with two cutter wheels. No. 792A 
cutter wheel has four blades—X,", 4%," 3%'’ and 3%'’ 
wide—for use on older model six and straight eight 
motors. No. 792B cutter wheel was developed for late 
model V8 motors. Cutter blades are %,'’, %", 5'’ and 
He". STD. PKG. 1. PKG. WT. 0.50 LB. 
NO. 792A REPLACEMENT CUTTER WHEEL—%,", 4", 
32"’, He". STD. PKG. 4. PKG. WT. 0.13 LB. 
NO. 792B REPLACEMENT CUTTER WHEEL—%,", %,'', 
Ha!" He!" STD. PKG. 4. PKG. WT. 0.13 LB. 


[F]) NO. 825 CARBON SCRAPER: A husky efficient tool 
that offers exceptional utility as well as value. Ten 
tempered spring steel blades are controlled by simple 
slide to adjust the rigidity. Makes cleaning of cylinder 
heads, blocks, valve parts, etc., an easy job. 

STD. PKG. 6. PKG. WT. 1.75 LBS. 




















Special Purpose Wrenches 


STARTER AND MANIFOLD WRENCHES 





Especially designed as a time saving tool for starter 

and manifold work. 12 point openings.-Made of Chrome 

Alloy steel for extra strength and heat treated. Polished 

and Chrome Plated. 734” long. 

NO. 2081 5%” x %/’ STARTER AND MANIFOLD WRENCH 
STD. PKG. 6. PKG. WT. 1.75 LBS. 

NO. 2081A %” x 4’ CHEVROLET STARTER WRENCH 
STD. PKG. 6. PKG. WT. 2.50 LBS. 








Valve Service Tools 








“C" Clamp Valve Lifters with sure, safe, one-hand hold and release. Now one man can do all valve work 
using one hand to compress springs, freeing the other hand to remove or replace locks or keepers. 
With adequate power, rigidity and capacity the easy to use “‘C’’ Clamps will handle most overhead 
valves on L-head engines. Toggle-action handle is self locking without extra slides or rings. Screw 
adjusting part is threaded full length for maximum capacity. Made of tempered spring steel, plated. 
Jaws are not plated. 








A] NO. CF-11 VALVE LIFTER: A universal type for most 
automobile, small bus, truck and tractor work with 
springs up to 2%" diameter. Clearance 104” high and 
9%" wide. Standard equipment includes CF-22C medi- 
um offset jaws, CF-21. straight jaws and CF-23 large 
straight jaws. STD. PKG. 1. PKG. WT. 6.31 LBS. 

















[B] NO. CF-17 VALVE LIFTER: For high compression 
automobile and truck engines with V-8 block and over- 
head valving. Pin operated fine adjusting screw gives 
fast and easy control of spring compression. Clearance 
9%" high and 7” wide. CF-22C jaws furnished, will fit 
1” to 2” diameter springs. 

STD. PKG. 1. 





PKG. WT. 4.90 LBS. 








[C) NO. CF-18 VALVE LIFTER: For Compact, foreign 
and other small engine automobiles with springs %” to 
1%" diameter. Does L-head work without removing 
head. Clearance 6%" high and 6%” wide. CF-21A 
general purpose jaw furnished. 

STD. PKG. 1. PKG. WT. 3.06 LBS. 


EXTRA JAWS FOR VALVE LIFTERS: Will fit No. CF-11, 
No. CF-17 and No. CF-18 lifters. 














DD] NO. CF-21 STRAIGHT JAW: Capacity %” to 1%” 








spring diameter. Also can be used with CF-7 Split Lock 


Replacer. STD. PKG. 1. PKG. WT. 0.25 LB. 


NO. CF-21A STRAIGHT JAW: Capacity %” to 144” spring 
diameter. STD. PKG. 1. PKG. WT. 0.25 LB. 





) 


NO. CF-22C MEDIUM OFFSET JAW: Especially for 
Over Head Valve work. Capacity 1” to 2”. 
STD. PKG. 1. PKG. WT. 0.25 LB. 











F) NO. CF-23 LARGE STRAIGHT JAW: Capacity 14” to 
2%" spring diameter. 
STD. PKG. 1. 





PKG. WT. 0.25 LB. 





(6) NO. CF-7 SPLIT LOCK REPLACER: An efficient tool 
to replace tapered split locks on the valve stem. Holds 
locks in position until spring is released. An ideal tool 
for working in small areas or limited space. Can be used 
with all “‘C'’ Clamp Valve Lifters and with ‘‘Shorty’’ 
Valve Lifter. STD. PKG. 6. PKG. WT. 1.81 LBS. 





H] NO. CF-49A “SHORTY” VALVE LIFTER: For safe, 
sure, fast spring compression on all L-Head in-line en- 
gines using straight stem valves. Top jaws are adjust- 
able for various spring sizes. Unique engineered action 
keeps the end of the spring level at all times. Lifting 
capacity is 234". Overall length is 94”. 

STD. PKG. 1. PKG. WT. 1.28 LBS. 
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DEGLAZING and RESURFACING HONES in two sizes for fast and convenient cylinder honing. Self 
centering with flexible shaft drive for resurfacing over a wide range of sizes with the same, tool. 
Powerful arm design keeps the abrasive pads accurately in line. The flexible shaft is solidly embedded 
in the shaft inside the tension spring and may be used with high or low speed % or % inch electric drills. 





[A] NO. CF-60CS GLAZE BREAKER HONE: Has tension 
adjustment for speed of cutting and wall finish desired. 
Capacity is 2” to 5%" diameter cylinders. Standard 
equipment includes 2 medium grit stones 3” long and 
1 oil wiper pad. STD. PKG. 1. PKG. WT. 1.13 LBS. 














B) NO. CF-61-12S SET OF REPLACEMENT STONES— 
MEDIUM: For No. CF-60CS Hone. Set includes 2 medi- 
um grit stones 3” long and 1 felt wiper pad, packed ina 
plastic case. STD. PKG. 1. PKG. WT. 0.28 LB. 


NO. CF-61-14S SET OF REPLACEMENT STONES — 
FINE: For No. CF-60CS Hone. Set includes 2 fine grit 
stones 3” long and 1 felt wiper pad. Packed in a plastic 
case. STD. PKG. 1. PKG. WT. 0.28 LB. 





[C) NO. CF-63 BRAKE CYLINDER HONE: An all purpose 
hone designed for brake cylinder and recommended for 
resurfacing small engines. Self aligning, self centering 
stones are permanently cemented to steel backing 
shoes. Hone is designed to resurface step cylinders and 
to bottom in blind holes. Capacity is 4%” to 24%” diam- 
eter cylinders. Standard equipment includes a set of 3 
medium grit stones. 

STD. PKG. 1. PKG. WT. 0.25 LB. 





D] NO. CF-63-1 SET OF REPLACEMENT STONES — 
MEDIUM: For No. CF-63 Hone. Set includes 3 medium 
grit stones packed in a plastic case. 

STD. PKG. 1. PKG. WT. 0.06 LB. 
NO. CF-63-14 SET OF REPLACEMENT STONES—FINE: 
For No. CF-63 Hone. Set includes 3 fine grit stones 











Flexible shafts and abrasive stones are not guaranteed. 


packed in a plastic case. 
STD. PKG. 1. PKG. WT. 0.06 LB. 


{E) NO. 808 VALVE GRINDER SET: A ball bearing valve 
grinder for reciprocating as well as advancing action. 
Evenly controlled pressure is maintained by inserting 
the special spring under the valve. Has hardened gears 
and ball bearing thrust. Case is finished in baked en- 
amel. Set includes items illustrated. 

STD. PKG. 1. PKG. WT. 1.25 LBS. 


NO. 807 VALVE GRINDER SPRING, ONLY 

STD. PKG. 12. PKG. WT. 0.37 LB. 
NO. 805 RUBBER VACUUM CUP, ONLY 

STD. PKG. 12. PKG. WT. 0.25 LB. 


F) NO. 2192 FORD “V8" VALVE TOOL: Used for 
compressing Ford ‘‘V8"’ valve springs so that the spring 
retainer can be easily removed or inserted. Made from 
drop forged steel, heat treated and plated. Length 20)”. 
STD. PKG. 4. PKG. WT. 7.25 LBS. 


iG] NO. 709 OVER-HEAD VALVE TAPPET TOOL: For 
adjusting tappets on overhead valves while motor is 
running. Easy operating spring in the handle allows 
the blade to follow the up and down motion of the 
tappet, leaving the mechanic's hand perfectly steady 
to make the necessary adjustments. Two end prongs 
at the tip of the blade keep the blade from slipping out 
of the adjustment slots. Blade is forged from CHROME 
ALLOY STEEL scientifically hardened, polished and 
plated. Plastic shockproof handle.. 

STD. PKG. 6. PKG. WT. 1.25 LBS. 


























HYDRA-MATIC TOOLS 


The tools listed below are especially designed for 
external or internal adjustments of front and rear bands 
on Hydra-Matic transmissions. Each tool is engineered 
to do a specific job thoroughly, accurately, with a mini- 
mum amount of effort. Rugged construction assures 
years of trouble free service. 


[A] NO. AH-10B EXTERNAL BAND ADJUSTING TOOL: 
For external adjustment of FRONT and REAR bands on 
Hydra-Matic transmissions. This tool does not require 
removal of transmission oil pan. Forged handle has 
comfortable, hand hugging grip. Finger grip adjustment 
knob with pointer and heavy gauge metal indicator dial 
numbered to show tenths of a turn. Wrench end con- 
sists of two sockets—Inner Sockets with two flat sides 
to provide sure grip on band adjusting screw—Outer 12 
Point Socket for adjusting screw lock nut. Length 124%". 


STD. PKG. 1. PKG. WT. 2.25 LBS. 


8 NO. AH-11B FRONT BAND ADJUSTING TOOL: For 

INTERNAL adjustment (oil pan removed) of front bands 
on Hydra-Matic transmissions. Essential for transmis- 
sion overhauls, this tool may be used while Hydra-Matic 
unit is in the car or on the bench. Sliding gib assures 
accurate adjustment. Length 4%”. 


STD. PKG. 1. PKG. WT. 0.63 LB. 


[) NO. AH-12B REAR BAND ADJUSTMENT GAUGE: 
RNAL adjustment of rear bands (oil pan 
This snap-type gauge assures accurate ad- 
justment meeting manufacturers’ specifications. Di- 
mensions 5%" x 24". 


STD. PKG. 1. PKG. WT. 0.25 LB. 


DYNAFLOW and POWERGLIDE TOOL 


NO. ADP-10B BAND ADJUSTING TOOL: A practical 
tool for accurate, easy adjustment of bands on Dyna- 
flow and Powerglide transmissions. Rugged construc- 
tion for years of trouble free service. Sturdy, forged 
handle has comfortable grip. Outer 12 point Socket 
for gripping adjusting screw lock nut. Finger grip ad- 
justment knob with pointer, and inner blade for setting 
adjusting screw. Length 114%”. 


STD. PKG. 1. PKG. WT. 2.00 LBS. 


[E) NO. ADP-11B HEXAGON ADAPTOR: Easily attaches 
to ADP-10B tool for adjustment of 1953-up Chevrolet 
transmissions. Length 13(,/. 


STD. PKG. 1. PKG. WT. 0.25 LB. 
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TOOLS 
PROGRESS 


FORDOMATIC TOOLS 


Listed below are Fordomatic transmission band adjust- 
ing tools that feature precision pre-set torque mecha- 
nisms that positively insure an accurate adjustment 
every time. A mechanic is no longer required to read a 
torque wrench that is in an awkward position when 
making adjustments with this type of a tool. 


(A) NO. AF-11B REAR BAND ADJUSTING TOOL: Made 
from Alloy Steel this precision tool is a friction disc 
torque wrench accurately pre-set for proper torque on 
adjusting screw. STD. PKG. 1. PKG. WT. 3.25 LBS. 








B) NO. AF-10B FRONT BAND ADJUSTING TOOL: Fric- 
tion disc torque screw driver is pre-set for proper 
torque, automatically prevents over-tightening of ad- 
justing screws. Gentle clutch release prevents sudden 
breakaway and skinned knuckles. Machined gauge 
block included with tool. 


STD. PKG. 1. PKG. WT. 0.88 LB. 











[| NO. AF-L0GB GAUGE BLOCK ONLY: Replacement 
gauge for AF-10B adjusting tool. 


STD. PKG. 1. PKG. WT. 0.19 LB. 














[D] NO. AF-20B REVERSE BAND ADJUSTING TOOL: 
For 1959-up Fordomatic 2-speed transmission. Friction 
torque mechanism is pre-set to car manufacturer's 
specification to insure accurate adjustment with the 
gauge spacer. Gauge included. 


STD. PKG. 1. PKG. WT. 0.37 LB. 





Automatic Transmission Tools : 








iE] NO. AF-20GB GAUGE SPACER ONLY: Replacement 
gauge for AF-20B adjusting tool. 
STD. PKG. 1. PKG. WT. 0.19 LB. 














F] NO. AF-21B LOW BAND ADJUSTING TOOL: For 
1959-up Fordomatic 2-speed transmission. Friction 
torque mechanism is pre-set to car manufacturers’ 
specification to insure accurate adjustment. 


STD. PKG. 1. PKG. WT. 0.37 LB. 





POWERFLITE TOOLS 


The Powerflite tools listed below have precision, trouble 
free, pre-set torque mechanisms for accurate band 
adjustment in accordance with manufacturers’ speci- 
fications. 





iG) NO. APF-10B REVERSE BAND ADJUSTING TOOL: 
For all Powerflite transmissions. This tool can be used 
with transmissions in or out of car. Pre-set mechanism 
automatically adjusts reverse band to specifications. 


STD. PKG. 1. PKG. WT. 0.88 LB. 














NO. APF-11B KICKDOWN BAND ADJUSTING TOOL: 
For TORQUE-FLITE as well as POWERFLITE transmis- 
sions. Tool may be used with transmission in or out of 
car—does not require removal of floorboard or access 
cover. Torque mechanism is pre-set to adjust kickdown 
band to specifications. 


STD. PKG. 1. PKG. WT. 1.37 LBS. 


Be 














DURO-CHROME offers a thorough line of Refrigeration Servi¢e Tools to fit the needs of service men in 
the rapidly growing industry of domestic and commercial refrigeration and air conditioning. Each tool 
is engineered to meet rigid requirements and is manufactured from the finest material available. 





(A) NO. 4490 REVERSIBLE RATCHET: Female %” 
square drive especially adapted for refrigeration work. 
Handle has %,, 4%", and %’ square openings and a 
12 point opening for 4%” hexagon nuts or bolts. Made 
from CHROME ALLOY STEEL. Has 20 tooth action. 
Length 6%”. STD. PKG. 3. PKG. WT. 1.36 LBS. 


[B}] NO. 4517 RATCHET ADAPTOR PLUG: For above 
female ratchet. Ball and spring at each end to lock into 
ratchet and socket. Knurled head for easy removal. 
Length %”. STD. PKG. 4. PKG. WT. 0.07 LB. 


(|) VALVE STEM SOCKETS: These sockets have 4” 
square male drive ends with spring loaded ball to hold 
them securely in place in the refrigeration ratchet or 
extension. Will fit popular sizes of square valve stems. 
Heat treated, polished and fully Chrome plated. 


































Socket For Square Standard Package 
No. Stem Size Package Weight 
341 0.25 Lb. 
342 0.25 Lb. 
343 0.25 Lb. 
344 0.25 Lb. 
491 0.25 Lb. 


1D) NO. 4549 GLAND NUT SOCKET: For Kerotest and 
Imperial valves having an oval opening %” x \". 
Socket is 4 square female drive. 

STD. PKG. 6. PKG. WT. 0.50 LB. 


{E] PACKING GLAND NUT SOCKETS: These sockets 
have 4%" square female drive and will fit popular size 
square valve stems. Heat treated, polished and brightly 
Chrome plated. 





[EF] PACKING GLAND NUT SOCKETS: Sockets listed 
below have 4” square male drive, Bored to clear most 
valve stems. Heat treated, polished and brightly 
Chrome plated. 














Socket|___ Diameter Prong Std.] Pkg. 
No. | Inside |Outside| Depth | Width | Pkg. Wt. 
4541M | "4" Q" a" we" 6 | 0.25 Lb. 
4542M | 4" | We" | we | Me" | 6 | 0.25 Lb. 
4543M | 7" | Me" | 3%" | 3%" | 6 | 0.50 Lb. 
4544M | %" 1H" %" 4" 6 | 0.75 Lb, 
4545M | %" He" ¥" Ha" 6 | 0.50 Lb. 
337 246" i" ia" yy" 6 | 0,25 Lb. 





(@ VALVE STEM SLIDE “‘T’’ WRENCHES: For square 
valve stems. “‘T"” handle slides to clear obstructions. 
Accurately sized, hardened, polished and brightly 
plated; overall socket length is 1%”. 














Socket For Square Standard Package 
No. Stem Size Package Weight 
351 He" 6 0.75 Lb. 
352 Fe" 6 0.75 Lb. 
353 y" 6 0.75 Lb. 
354 He" 6 1,00 Lb. 
355 %" 6 1.25 Lb. 








[H] PACKING GLAND SLIDE “T’ WRENCHES: Two 
popular size Packing Gland Wrenches with handy slide 
“T" handles. Hardened steel, accurately made, polished 
and brightly plated. 












































Socket Diameter Prong Std. Pkg. Socket Diameter Prong Std. | Pkg. 
No. [Inside |Outside| Depth | Width | Pkg. Wt. No. | Inside | Outside | Depth | Width |Pkg.| Wt. 
4541F |) "4" WA" %" Hal" 6 | 0.25 Lb. 338 2%," %" | yy" | yy" | 6 | 1,00 Lb. 
4542F | 2%," Weyl" Yo" yy" 6 | 0.25 Lb. 339 2A" yn" ya" a" 6 | 0.75 Lb, 

4543F | 2%" Whe" yy" yy" 6 | 0.50 Lb. 
A5A4F | He" | '%e" Ya" wa" | 6 | 0.75 Lb, See Pages 2 and 3 for additional 4%” Sq. Dr. Handles 
4545F |e" He" Ha" Ka" 6 | 0.50 Lb. and Fittings. 
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FLARE NUT WRENCHES: Pay for themselves time and 
again in labor and refrigerant saved. Always use a 
flare nut wrench and avoid distortion of the flare joint 
and consequent refrigerant leak. Openings in wrench 
ends will pass over tubing and hexagon or double 
hexagon broaching distributes turning effort over five 
faces of the flare nut. Open side of wrench is at 10° 
angle so that wrench can be turned over to get new 
“bite’’ where necessary in close quarters. 


Forged CHROME ALLOY STEEL, Chrome plated with 
polished heads and panels. 


[A] STRAIGHT PATTERN FLARE NUT WRENCHES 











Now | Size | Std. Pkg.| Pkg. Wt. 
368 %" x Fe'— 6 Pt. 6 0.75 Lb, 

369 Y"x %e"— 6 Pt. 6 1.75 Lbs. 
370 Se" x W"— 6 Pt. 6 2.37 Lbs 
371 4" x1" —12 Pt. 6 2.75 Lbs. 
372 Ze" x 1¥4"—12 Pt. 6 4.50 Lbs. 





OFFSET PATTERN FLARE NUT WRENCHES 
This pattern has same general features of straight 
pattern wrenches above, and in addition is offset as 
shown to reach flare nuts which are recessed or under 
an obstruction. 








No. | Size | Std. Pkg.| Pkg. Wt. 
379 4x Y%'—12 Pt. 6 0.50 Lb 

380 He" x %e'—12 Pt. 6 1.00 Lb. 

381 5" x '%e"—12 Pt. 6 2.00 Lbs. 
382 "x1" —12 Pt. 6 3.00 Lbs. 
383 He" x 1%4"—12 Pt. 6 4.50 Lbs. 
384A 1" x 14"—12 Pt. 6 5.50 Lbs, 





* Not Guaranteed. 





Dd) 





f) eye ry 
/ Spar i 


TALAIAAAAAAAANAAAANANAAANG nny 
SSA SN 


















(© NO. 261 TUBE CUTTER — WITH BURR REAMER: 
A popular type Tube Cutter with a capacity from %” 
to 1” outside diameter on copper, brass and aluminum 
tubing. Two rollers align the tube perfectly so that the 
cutting is always at right angles to the work and insures 
precision cutting without distortion and with a mini- 
mum burr. Overall length 5%”. Cutter wheel is easily 
replaceable. STD. PKG. 1. PKG. WT. 0.75 LB. 


NO. 261A REPLACEMENT CUTTING WHEEL ONLY. 
STD. PKG. 6. PKG. WT. 0.06 LB. 





[D) NO. 385 TUBE FLARING TOOL: Will flare tubing 
sizes 6", 4", He", 4", Ke", Y" and %" dia. right on the 
job without removing tubing from the unit. Very simple 
to operate. Bar is clamped around tube, then self- 
centering yoke slips on from the top. No need to slide 
yoke in from one end. Fast action clamping bar de- 
signed to operate with only 4” turn of wing nuts. 

STD. PKG. 1.. PKG. WT. 1.50 LBS. 


IE) NO. 266 PINCH-OFF TOOL: Used to effect repairs 
where a shut-off valve is not provided. Will close up to 
4" Dia. tubing. Holes at end will form and straighten 
Y" and %’ tubing. Compact 3%” long, 1%” high. 
Brightly plated. STD. PKG. 6. PKG. WT. 2.75 LBS. 





[F] COIL SPRING TUBE BENDERS: These special 
Benders provide an ideal means of smoothly bending 
tubing without collapsing or cracking it. Made of music 
spring wire, heavily plated. 








No. | Capacity | Length | Std. Pkg.| Pkg. Wt. 





241 U4" Dia. 10” 12 2.00 Lbs. 
242 He" Dia, 10" 12 2.50 Lbs. 
243 ¥%" Dia. 10" 12 3.00 Lbs, 
244 He" Dia. 12" 12 4.50 Lbs. 
245 ¥," Dia. IZ 12 5.25 Lbs. 
246 5" Dia. 12" 12 6.25 Lbs. 





No. 240-4 SET OF 4 BENDERS—Sizes 4", %", 4", %" 
STD. PKG. 1. PKG. WT. 1.00 LB. 


NO. 240-6 SET OF 6 BENDERS listed above—Sizes 
Y" to 4". 


STD. PKG. 1. PKG. WT. 2.00 LBS. 









18 PIECE SET 


A basic 18 Piece Set for the Student or Repairman just 
getting started. The square sockets fit popular sizes of 
valve stems and the packing gland sockets will take all 
of the corresponding packing gland nuts. The Reversi- 
ble Refrigeration Ratchet has added feature of valve 
stem size, square openings in handle. Complete in 
green enamelled metal box. 

















CONTENTS 
No. | Description il No. | Description il No. | Description 
¥%” SQUARE DRIVE 4416 Ya" 12 Pt. Socket 4549 Packing Gland Socket 
4506S %" 4 Pt. Socket 4418 4" 12 Pt. Socket 
4507S %a" 4 Pt. Socket SPECIAL PURPOSE 4517 %" Adaptor Plug 
4508S %" 8 Pt. Socket _ SOCKETS 4533 6” Extension 
4510S He" 8 Pt. Socket 4541F Packing Gland Socket 4493 %" x %" Adaptor 
4512S H" 8 Pt. Socket 4542F Packing Gland Socket 4490 Reversible Refrigeration 
4543F Packing Gland Socket Ratchet 
%” SQUARE DRIVE 4544F Packing Gland Socket 
4414 He" 12 Pt. Sockete 4545F Packing Gland Socket 
NO. 5654 18 PIECE REFRIGERATION SOCKET SET STD. PKG. 1. PKG. WT. 2.50 LBS. 
NO. 9889 BOX, ONLY—10” x 3%” x 2” STD. PKG. 1. PKG. WT. 1.25 LBS. 
29 PIECE SET 





0000 





This set features every special socket essential to a 
Refrigeration Field Repairman. Hexagon nuts and bolts, 
square valve stems, packing glands all can be turned 
with the sockets, fittings and handles provided. The 
versatile Duro-Chrome Reversible Refrigeration Ratchet 
is again the heart of this set. Complete in green 
enamelled metal box as shown. 
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CONTENTS 
No. Description ll No. | Description No. Description 
Y%" SQUARE DRIVE ¥" SQUARE DRIVE 341 6" Sq. Valve Stem Socket 
4506 Ye" 6 Pt. Socket 4416 ¥" 12 Pt. Socket 342 %_" Sq. Valve Stem Socket 
4507 Za 6 Pt. Socket 4418 4" 12 Pt. Socket 343 %" Sq. Valve Stem Socket 
4508 Y%" 6 Pt. Socket 4420 %" 12 Pt. Socket 344 4." Sq. Valve Stem Socket 
4509 ¥a" 6 Pt. Socket SPECIAL PURPOSE 491 %" Sq. Valve Stem Socket 
4510 4" 6 Pt. Socket SOCKETS 
4511 Va" 6 Pt. Socket 4541F Packing Gland Socket 4517 %" Adaptor Plug 
4512 %" 6 Pt. Socket 4542F Packing Gland Socket 4532 3” Extension 
4514 7s" 6 Pt. Socket 4543F Packing Gland Socket 4533 6” Extension 
4544F Packing Gland Socket 4550 6” Swing Head Handle 
4545F Packing Gland Socket 4493 Ys" x %" Adaptor 
337 Packing Gland Socket 4490 Reversible Refrigeration 
4549 Packing Gland Socket Ratchet 
NO. 5655 29 PIECE REFRIGERATION SOCKET SET STD. PKG. 1. PKG. WT. 3.75 LBS. 
NO. 9889 BOX, ONLY—10%" x 34" x 2”. STD. PKG. 1. PKG. WT. 1.25 LBS. 
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STAMPED STEEL 
Full Rolled Edges 
Hollow Head Set Screws 
Quality Built — Thrifty Prices 
Precision Balanced — True Running 


V-BELT PULLEYS 
Standard Keyways 
Individually Packaged 
Diameter & Bore Size Imprint 
Smooth Rustproof Aluminum Finish 


— y 

Made of select quality heavy gauge sheet steel, the pulleys are safety constructed for operation under 
heavy continuous service. The hub made of solid steel is locked to the two flanges by a unique design 
and the flanges are electrically welded producing a pulley of unyielding strength and rigidity. Each 
pulley has 5% — 18 thread hollow head set screw installed for fast easy and tight adjustment on shaft. 
Pulleys are finished in a rustproof durable bright aluminum color and are individually packaged in 
attractive yellow carton. Carton and pulley are imprinted with catalog number, diameter and bore size 
for convenient identification. 


All pulleys 54” and 34” bore over 114” diameter have standard slotted keyways. 



























“A" SECTION (FOR 4” V-BELTS) “B" SECTION (FOR %” V-BELTS) 

No. Dia. Bore | Std. Pkg. | Pkg. Wt. Lbs. No. Dia. Bore | Std. Pkg. | Pkg. Wt. Lbs. 
10151 14" y," 1 0.22 11151 1y" y," a 0.22 
10152 14" 5" 1 0.22 11152 14" %" 1 0.22 
10201 2 y," 1 0.37 11201 ar yn 1 0.37 
10202 2" 5" 1 0.37 11202 2 5" 1 0.37 
10251 24" ys" 1 0.53 11251 2y," yn" i 0.53 
10252 24," 5" a 0.53 11252 2y," %" 1 0.53 
10253 24," Hy" 1 0.53 11253 2" %" 1 0.53 
10301 3" ys" 1 0.63 11301 3* y," 5 0.63 
10302 a 5" 1 0.63 11302 3" 5" 1 0.63 
10303 3° 4" 1 0.63 11303 3 4" 1 0.63 
10351 3y," yy," 1 0.75 11351 3%," y," 1 0.75 
10352 3%," 5%" 1 0.75 11352 34" 5" 4 0.75 
10353 344" 4" 1 0.75 11353 3y," m" 1 0.75 
10401 4" yy," 1 0.88 11401 4" yn 1 0.88 
10402 4" 5" 1 0.88 11402 4" 5" 1 0.88 
10403 4” 4" 1 0.88 11403 4" wm" 1 0.88 
10451 4y," wy" 1 0.94 11451 4y," y," 1 0.94 
10452 4y," " 1 0.94 11452 4y" %" 1 0.94 
10453 4" 4" 1 0.94 11453 4y" %" 1 0.94 
10501 5° y," 1 1.00 11501 5¢ ys 1 1.00 
10502 5¢ %" 1 1.00 11502 5” %" 1 1.00 
10503 5! x" 1 1.00 11503 5° %" 1 1.00 
10551 5Y" y," zB 1.25 11551 Sy," y," 1 1.25 
10552 54" %" 1 1.25 11552 54," ye" 1 1.25 
10553 5Y" x" 1 1.25 11553 5" %" 1 1.25 
10601 6" yy," 1 1.50 11601 6" yn" 1 1.50 
10602 6" 5%" 1 1.50 11602 6" 5" 1 1.50 
10603 6" 5" al 1,50 11603 6" 4" 1 1.50 
10651 6y," ys 1 1.75 11651 6y," wt 1 1.75 
10652 6y," 5" 1 1.75 11652 6y," %" 1 1.75 
10653 6y," 4" 1 1.75 34" 1 1.75 
10801 8" yn 1 2.25 yn" 1 2.25 
10802 8" %" 1 2.25 5" 1 2.25 
10803 8" 4" 1 2.25 x," 1 2.25 

































































































































































































































































































































































































































































Pulley Dia. Std. | Pkg. Wt. 
No. In. Bore, In. Pkg. Lbs, 
“A" Section “O" Section E£340150 ie ae 4 poe 
E340175 % Ya, . 
For For E340200 | 2 By % 1 0.13 
aS Betts got 1V: Boks Esaozso | 2% | wioa% | 1 | 028 
E£340275 2% Ya, Ka, 1 0,25 
E340300 Vy, Ke, ph 0.25 
sae | | GEE | i | 3B 
DURO-CHROME V-Pulleys are made superior in quality a, Ya, . 
and accuracy. The metal used in our die cast pulleys is E340400 4 Ya, ey % 1 0.75 
of our own specifications. Automatic casting machines E340450 4 Ya, Yay % 1 0.75 
electrically controlled, exert tremendous pressure to £340500 5 % ea, % 1 0.75 
produce uniformidensity and a close grain. The. pulley eancco Be a re Py i 108 
is carboloy bored for extra accuracy. CHROME Ya, % : 
die cast pulleys operate with %” as well as 4” V belts. E340650 6% Ya, Ye, 1 1.50 
DURU META PRUL U 649 dare Ave ago 39 iois, U.S.A 













































































































































































































































































































































































































































































































































































































































































































































































































































































































































































WRENCH OPENING—BOLT AND NUT CHART 











































































































































































































































































































































































































































































































































































































































































































































































































































































































” American National—Bolt Size Z American National—Bolt Size 
worwidth Light Regular Machine worwictne Light Regul Machine 
regular Heav} 
Havat Bar |] SME] areas rd_|| “andStove sient par || CAE] American | SY] NG | Srey Nuts 
Heads and = || N.F.Cap|| Bolt Nuts Heads and |———}'N.F.Cap || Bolt Nuts 
Nuts Nuts Bolts Nuts Screws Nuts Nuts Bolts Nuts att Screws 
% mi ow ww) wT y 
Ha Nos & 6 i % % % * ud 
7a No. 8 1K" al % 
He % is % % nots 8 te ° * i h ; 
Ae % % He — 
14! 1 1 1 1% 
we. ” 1% | % % Hs Ve, il awe: | Bee Ta 
x. x | ™ % te % Wy % 
lh" 1 1% 
re ; sa Haw | ax |e] Baler 
"Ay" % % Ms 26" 1% 
rh" % % cy 
2K" 1% 1% 1% 
SPARK PLUG WRENCH CHART 
Spark Plug | Wrench Fits Plugs - 
Thread Size | Size ; 
Hex AC Auto-Lite Champion 
Pass. Com, Pass. Com. Pass, 
10MM %" | M8, MBR, 104 P4, PG, PR4, PR6 Y4A, Y6, Y8, UY6 
42, 43, 44, 45, 46, 48, 48X, | C42N, C44N, | A3,A5,A7,A9,AZ9, All, | AT3,  AT4, | J-4, J-6, J-7, J-ll, UJ 6, UJ-8, 
42S, 44S, 45S, 46S, R42S, | C44NS, A32, A42, A52, | A82) ATA2, ATG, | UJ-12, XJ-6, 'XJ-7,'XJ-8, 'XJ- ll, 
R44S, R45S, RAGS, 43L, | C44XL, C43L, | AR31, AR32, ARI, AR42, AT8, ATIO, | XJ-12, EJ-6, EJ-8, EJ-11, EHO-8, 
14MM wm" | 43L3, 45L, 45LS," 47L, | 43L-COM. ARS1, AR52, AR8O, AR82, | ATL-4, ATL-8 | XEJ-6, XEJ-7, XEJ-8, ' XEJ- 11, 
R43, R44, R45, RAG, 42FF, | C43LY, C45L, | ARIO, AER4, AER6, AEA” XEJ-12, J-4J,J-6), J7J, J-8), 
44F, 44FF, 44FFS, 45FD, | TCASL. AEG, AE22, ‘AE42, AE52, J-11, 3-125, J-14), 1-587, J-63T! 
44XLS, 45XL, 45XLS, 45L-COM, AE62, AE82, AG3, AGA’ XJ-4J, XJ-6), XJ-8). XJ-124, J-537, 
46XL,' 46XLS, _47XL, | CRA2N, AGS, AG7, AGZ7, AG32, 1-557, J-58R, J-63R, J-87, J-9Y, 
RAAXL, RSXLS, RASXL, CR44XL, AG42, G52, ' AG82, JOY, 3-12, J-lBy, XJ SY, 
RASXLS, 43N, 44N, 45N. | CRASXL. C42, | AGR31, AGR32, AGRAl, XJ-12¥, XJ-18Y,° XJ-20Y, H-8" 
46N, R43N, R44N, RASN | 401, C42-1; | AGR42) AGRSI, AGRS2, H-10, H-11, H-12, XH-8, XH-10, 
42-4, C43Y; | AGR82, 'AGS-125, XH-I1, XH-12, EH-10,' EH-11! 
C43,’ 430, | AGS-150, AL-5, AL-7, XEH-8, XEH-10, H-8),H-10J,H-1J, 
43-5, C44, | ALS, ALI, AL52, AL82, H-12J,, XH-8), XH“10J, _‘H-18Y, 
44D, C45, | ARL5, ARL8, ARL82 H-14Y, XH-14Y, L-5, U7, L-10, 
C44S, TC45, L-85, UL-I5Y, XL-7, XL-10, L-537, 
C45W, C46, L-55T, L-58R, L-63R, N-3, N-5, 
GC46, C47, N-6, N-8, N-18, XN-5, XN-6, XN-8, 
C49 N-53T, 'N-55T, N-58R, N+ 63R, 
N-SY,” N-12Y,' N-16Y, | UN-12Y, 
XN-9Y, XN-12Y, XN-16Y 
84T, 84TS, 85T, 85TS, | C83T, C84T, F-9Y, F-ILY, F-14Y, F-10, 860, 870, 
18MM yy" | BATS, R85T, "RESTS, 84T-COM, XF-9Y, XF-I1Y, XF-14Y, XF-10, 
86T, B6TS C85TS, EF-10, EF-15, EF-14Y, XEF-14, 
CR84T, XEF-I5, F-53T, F-55T, F-58R, 
CR83T F-63R, F-82, F-83Y 
Ke" | 88, 86 C81,C82,C83, | BZ8,B82,BR4,BR8,BR10 | BT15, BT10, | D-6, D-9, D-10, D-14, D-16, D-21, 
C85, C86. C87, BT9, | D-23, UD-16, UK-10, XD-6, XD-9, 
C88, _TC83, B16, BT4, | XD-I4, XD-16, XD- 21, XK-23, 
TC85, TC86 BT3 €D-9, ED-14, ED-16, XED-14, 
| XED-16, 0-9), K-15, K-53T, 
K-55R, K-58R, K-61R 
h" 
hh" C73, C75, TT15, TT10, | W-20, W-18, W-14, W-10, EC-10, 
1H" 75-COM., 76 TT8, TT4 EC-14, XEC-10 
C77, C77L,78, 
78S, C78L 
14" C-16C 
yr 1" | 24, 26 FLL A25, 32 
14" 33, 34, 36 
ia AL PKOD U. 2649 de enue ago 39 < 



































































































































































































































































































































































































































































































































































































































































































































































































































































































































, ve G 
é OF AIP LLG 
Adaptors: Hacksaws and Blades.........-...-.---+- 42 
Reducing, Increasing........... 3,5, 10,14 Handles and Attachments: 


Hollow Head Set Screw... 

Regular Screw Driver... . 

Phillips Screw Driver 
Adjustable Wrenches 
Auto Body Panel Cutter. . . 
Automatic Transmission Tools. ........ 60, 61 
Battery Plier 
Battery Service Tools 
Body and Fender Tools. 
Bolt and Nut Chart........-..-0600002005 66 
Box Wrenches: 

Deep Double Offset Pattern, 
Long and Short. 
15° Pattern, Long and Short. 
Ratcheting 
Starter and Manifold. 
Brake Service Tools... . .. 
Brake Spring Pliers 
Brushes, Wire. . 
Carbon Scraper 
Carburetor Adjusting Tool...............- 
Chain Wrench 
Charts: 

Bolt and Nut 

Clutch Head. 

Phillips Screw... 































Spark Plug Wrenc ... 66 
ChISEIS:. scisawonnwsese 37 
Chrysler Differential Filler Plug Tool... .10, 54 


Clutch Head Screw Drivers ne 
Combination Wrenches................ 28, 30 
Compressors, Piston Ring.. ..... 
Connecting Rod Socket .. 
Cross Rim Wrenches, ...... 
Cutters, Muffler, Tail Pipe, Body, 

Sheet Metal, Tubing................ 
Cutting Pliers.......... ‘aks 
Distributor Adjusting Tool 
Dolly Blocks. ...... 
Drag Link Socket. 
Drain Plug Wrenches 
Extractors, Screw... 





















Feeler Gauges... = 

Fender Tools.................. 

File and Holder, Body and Fender E 
FUG IROOM cscs saasisacaaa case: aia 3209' 
Finger, Flex Mechanical..................56 
Flare Nut Wrenches. ................. 57, 63 
Plaring TOO) sca sectostcneuh soars ased 63 
Flexible Driver, %” Square Drive .. 56 
Gauges, Feeler 47, 48 


Guarantee... . 
Gear Pullers. . 





















































BPN 






























































































































































Y%" Square Drive... 

%" Square Drive. 

Y%" Square Drive... “ 

%" Square Drive............... 2. es 00 14 
Hammers: 

Ball Pe cise ceansyeresioraucnsmcsces 

Body and Fender. .. 

Carpenter's... . 

Plastic Faced... 
Hammer Handles: 

Ball ROM cressccriaienserianisinanisnenisom 
Hollow Head Set Screw Wrenches. . 






























Hub Pullers. ae 
Ignition Point Files. . . 
Ignition Pliers. . . 
Ignition Sets... . 
Ignition Wrenches. . .. 
Impact Tools. 
Lubrication Service Tools. . 
Magnetic Adaptor 
Manifold Wrenches. 
Metal Snips 
Mette T0018: ccc snes saeeeeses 
Muffler and Tailpipe Cutter: 
Nut Drivers. . . 
Open End Wrenches 
Ignition Wrenches. . 
Metric Wrenches. . . 
Obstruction Wrenches. 
Tappet Wrenches 
Offset Screw Drivers: 
Phillips. 
Regular... . 
Packing Gland Sockets................... 
Phillips Type Screwdrivers ‘ 
PICKUP TOME: nccesuneismeriaamenazaized 
Pipe Wrenches. . 
Piston Ring Tools............ 0.00.00. 0 08 57 
Pliers: 














Brake Spring. 
Diagonal, Cutting. 
Groove Joint 
Ignition. 
Lineman’: 
Long Nose Side Cutting. . . 
Slip Joint...... 
Vise Type. 
Water Pum 
Pry Bars... 
Pullers: 
Gear. 











HUD 255276 
Steering Wheel... . 
U. 2649 de e 



















































































































































































Pulleys... . 
Punches 
Ratchets... .... 
Ratchet Box Wrenches. . 
Ratchet Inner Body Assemblie: 
Y" Square Drive......... 
¥" Square Drive. . 
Y4" Square Drive. . 
Ratchet Plug Adaptor 
Refrigeration Tools. . . 
Rim Wrenches... 
Ring Compressors. . . 
Ring Groove Cleaners 
Ring Skid, Piston 
“Rollaway” Tool Cabinet 
Screwdrivers. . . 








































Overhead Valve Adjusting. 
Phillips........ 
Spark Testing 
Screw Extractors. 
Screw Starter......... 
Set Screw Wrenches. 


Sockets and Socket Sets, S.A.E.: 
%" Square Drive. . 
¥" Square Driv 
Y4" Square Drive... . 
¥%" Square Drive................... 

Sockets and Socket Sets, Metric: 
¥%" Square Drive... 
Y,” Square Drive. ... ai 

Spark Plug Ratchet .................0.. 

Spark Plug Sockets... . 

Spark Plug Socket Inserts. 

Spark Plug Testers...... 

Spoons, Body and Fender 

Starter Wrench.......... 

Steering Wheel Puller. 

Stud Wrench....... 

Tappet Wrenches. 

Thickness Gauges. . 

Tire and Rim Tools. 

Torque Wrenches... 

Truck Rim Wrenches. 

Tube Benders... . 

Tube Cutter.................008 

Tube Flaring Tool......... 

Universal Joint Sockets 

Valve Grinder...... 

Valve Lifting Tools... 

Valve Resurfacing Tools 

Valve Stem Sockets... 

Valve Tappet Adjusting Too! 59 

Valve Tool, Ford “V8”... 59 

Wheel Pullers. 

Wire Brushes. . . 

Wrenches (See Specific Types) 

Wrenches, Metric.................600e0es 23 






























































































































































































































































































































































TOOLS 
PROGRESS. 





re 





Also manufacturers of a complete line of Quality Power Tools. 


Write for descriptive brochure with name 
of your DURO POWER TOOL dealer. 


“You'll do it better with a Duro tool!” 


for home ie, farm | and industry amis. 





werful silent salesman that moves DURO-CHROME hand tools 
you through effective point-of-purchase display. These attractive 
4” x 24” panels are supplied free with the purchase of the 
ssortment mounted for the display. Use singly or in a 
of eye-catching, traffic-stopping combinations to 
ly your DURO-CHROME hand tool sales. 


Colorfully finished in baked gold enamel. 
stainless steel. 


vable, non-warping tempered board. 
ly sized and numbered. : 


40h suit 
Ue 





| 


458 
a2 


4 sided island display 





Automobiles 


Trucks 








Refrigeration Service 
Farm Implements 
Home & Hobbies 

Industrial Production 

Aircraft 
Electrical Devices 
Marine Gear 
Railroads . 


Construction Equipment 
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DURO METAL PRODUCTS CO. CHICAGO, U.S.A. 


Printad in U.S.A. 





